
V:rmuGC-lb SUBillT 'N TitlPLICATE*
-\TE OF UTAH (Otl structions on

, erse side)
DEPARTMENT OF NATURAL RESOURCES Reyised Copy

DIVISION OF OIL, GAS, AND MINING <b. LEASE DESIGNATION AND SERIAL NO.

Fee

SUNDRYNOTKES AND REPORTSON WELLS
6. 17 INDIAN, ALLOTTER OR TRIBE NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.Use "APPLICATION FOR PERMIT--" for auch proposals.)
1. Î. UNIT AGREEMENT WAME

°w'.',.= U "w^,'s, O oxa., Rig Skid
É, WARE 07 OPERAWOR 8. FARM 05 LEASE NAME

Amoco Production Company Champlin 387 Amoco "B"
8. Annazas or ormaaTom 0. WELL NO.

P.0. Box 17675, Salt Lake City, UT 84117 m 6 A
4. LOCATION or WELL (Report location clearly and in accordance with any State requirements.• 10. FIELD AND POOL, Om WILDCATSee also space 17 below.)at .orrae. Anschutz Ranch

NW/4 Section 9 1837.2' FNL & 1285.7' FWL 11...ha'i.'°'oi°'a°.I
Original Location 1794.6' FNL & 1268.2' FWL Sec 9, T3N-R7E

14. PERMIT NO. 15. ELEVATIONa (Show whether or, aT, on, etc.) 12. COUNTT OR PARISH 18. -TATE

7328' Top of Hub Summit Utah
16. CheckAppropnate BoxTo Indicate Nature of Notice, Report,or OtherData

NOTICE OF INTENTION TO: BUBBEQUENT REPORT 07:

TEST WATER SHUT-Orr PULL OR ALTER CASING WATER SHUT-Orr REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETË FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SEIOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL CHANGE PLANs (Other)
(NOTE: Report TOBults of multiple completion on Well(Other) Rig Skid X_ Completion or Recompletion Report and Log form.)

17. DESCRIDE PunVOSED OR COMl'LETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and nones perti-
nent to this work.) *

Rig skidded from Champl in 387 Amoco "B" #1 location on 9/29/80
Date Spudded: 10/4/80
Proposed TD: 8,000'
Present TD: 1376' as of 10/9/80
No casing set as of 10/9/80 ,

Note: Revised Survey Plots Attached. APPROVEDBY THE DIVISION
OF OIL, GAS,Ag lÑf
DATE: J -·,27 - f/
BY:

BHL: SW/4 NW/4 Sec 9 1650' FNL & 1268' FWL
Subject well will be drilled in accordance with Order Cause #183-1B

18. I
hyeby¯certify

that rne i a e d correct

SIGNED NifM i AOÑ TITLE Administrative Supervisor 11/11/80

(This space for Federal State ofBee use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY :

*SeeInstructionson Reverse
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- 1285.7 '

3 CHAMPLIN387o
AMOCO"B" WELL#1/2

'
9

SCALE: 1" = 1000'

o Found Brass Cap
D Found Stone
(9 Set Brass Cap

-- C) Found Stone -

Set Brass Cap
O Hub and Tack

SW Corner SE Corner

I, John A. Proffit of Evanston, Wyoming certify that in accordance with
a request from R.C. Buckley of Evanston, Wyoming op Amoco

Production Co· I made a survey on the30th day of September
,

1980_ or
Location and Elevation of the Champlin 387 Amoco "B" Well #1 as shown on the above
map, the wellsite is in the NWh of Section 9 , Township 3N ,

Meridian
Range 7E of the Salt Lake Base &

,
Sumnit County, State of Utah

,

Elevation is 7328 Feet Top of Hub Datum U.S.G.S. Quad - Castle Rock,

Utah, Spot Elevation 7255' NEkNE¼Section 8, T3N, R7E

Reference point

Reference point

Reference point '

Reference point

JOH A. .PROFFIT 51AH R.L.S. NO. 2860

DATE: October 3, 1980 UINTA ENGINEERING& SURVEYING, INC.
JOB NO.: 80-10-18 . 808 MAIN STREET, EVANSTON,WYOMING

immm
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I rmußC-Ib SliitM Titll'I,ICATIt*
STATE OF UTAH (Other instruriions on

reverse suic)DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING fl. LEASE DESIGNATION AND SERIAL NO.

Fee
SUNDRYNOTKES AND REPORTSON WELLS

6. IF INDIAN. ALLOTTER OB TRIBE NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.Use "APPLICATION FOR PERMIT-" for such proposals.)
1.

7. UNIT AGREEMENT NAMEWELLL
wmLL oTsza

2. NAME OF OPERATOR
8.rARM OR LEASE NAME

Amoco Production Company Champlin 387 Amoco "B"8. ADDRESS OF OPERATOR
9. WELL NO.

P.O. Box 17675, Salt Lake City, Utah 84117 #1A4. LOCATION OF WEi,L (Report location clearly and in accordance with any State requiremente.• 10. FIELD AND POOL, 08 WILDCATSee also space 17 below.)at .urrae• Anschutz RanchSW/4 NW/4 Section 9, 1837' FNL & 1286' NL 11...c.,.....,x.,ca.r.x.ana
BURVET OR ABEA

Section 9, T3N-R7E
14. PERMIT NO. 15. ELEVATIONs (Show whether or, NT, on, etc.) 12. coDNTT om PAalsa 18. BTATE43-043- 7328 ' Top of hub Sumnit Ut ah
1e· CheckAppropnafe BoxTo indicate Nature of Notice, Report,or OtherData

NOTICE OF INTENTION TO: BUBBEQUENT REPORT 07:

TEST WATER BRUT4rr PULL OR ALTER CASING WATER SHUT-Orr REPAIRING WELL
FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASINO
SHOOT OR ACIDIZE ABANDON*

SHOOTING OR ACIDIZING ABANDONMENT*
REPAIR WELL CHANGE PLANs (Other)

(NOTE: R€port re8ults of multiple completion on Well(Other). ISolate 6c Perforate
__ Completion or Recompletion Report and Log form.)17. DESCRIBE PROPOSED Oil COMPLETED OPI3RATIONs (Clearly state all pertinent details, and give pertinent dates. Including estimated date of starting anyproposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and nones perti-nent to this work.) *

Amoco Production Company proposes to isolate the open Watton Canyon perforations andperforate and test the Leeds Creek member of the Twi.n Creek formation.

TD: 8309' PBTD: 7800'
Casing: 7" SA 8284'

Perforate the gross interval 7200' to 7350' with 4 JSPF. Set retrievable bridge plugand dump one sack of sand on top. Set packer at 7100'. Acidize with 12000 gals of28% HCL acid with the following additives.

5 gal/1000 gal demulsifier
3 gal/1100 gal friction reducer

APPROVED BYTHE DIVI 10# 11000 iron sequestering agent
Ott..,GAS,ANDMINING

18. I hpreby certify that the foregoing is true and correct
ortomalSigned By Administrative Supervisor 2/26/81SIGNED TITLE DATE

(This space for Federal or State ofBee use)

APPROVED BY TITLE DATECONDITIONS OF APPROVAL, IF ANY:

*See Instructionson Reverse



I

Forrn OGC-1b SUBM TRIPLICATE*
STATE OF UTAH (Other instructions on

reverse side)DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING rp.LEABB DESIONATION AND SERIAL NO.

Fee

SUNDRYNOTKESAND REPORTSON WELLS
8. IF INDIAN, ALLOTTER OR TRIBE NAME

(Do not use this form for propollals to drill or to deepen or plug back to a diferent reservoir.Use "APPLICATION FOR PERMIT---" for such proposals.)
1• 7. UNIT AGES-MENT NAMEOIL GAS

WELL WELL OTHER

2. NAME OF OPSBATOR 8. TARM OR LEASE NAME
Amoco Production Company Chamolin 387 Amoco "B"

8. AÖDBBBS OF OPERATOR 9. WELL NO.
P.O. Box 17675 , Salt Lake City, Utah 84117 #1A

4. LOCATION OF WELL eprt location clearly and in accordance with any State requirementa.* 10. PIELD AND POOL, OR WILDCAT.'.','r°ae'epace 17 b )
ADSchutz Ranch

SW/4 W/4 Section 9 1837' FNL <S1286' WL n..ac.,..,a.,..,onar.=.ano
SURVET OR ABBA

Section 9, T3N-R7E
14. PERMIT NO. 15. ELEVATIONs (Show whether or, RT, on, sto.) 12. COUNTY OR PARIBM 18. BTATE

M1 7328 ' Top of hub Summit Utah
te· CheckAppropnate BoxTo indicate Natureof Notice, Report,or OtherData

NOTICE 07 INTENTION TO : BUBBBQUENT REPORT OF :

TEST WATER SHUT•OFF PULL OR ALTER CASING WATER SHUT-Orr REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TBEATMENT ALTERING CAalNG

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIEING ABANDONMENT*

REPAIR WELL CHANGE PLANS (Other)
(NoTE: Report results of multiple completion on Wel(Other)
Completion or Recompletion Report and Log form.)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clently State all pertinent details, and give pertinent dates, including estimated date of starting anyproposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones perti-nent to this Work.) *

Amoco Production Company proposes to acidize the interval 7390 '
- 7550 '

.

TD: 8309' PBTD: 7800'
Casing: 7" SA 8284'

Set packer at 7300 '
. Pump 3700 gals of nitrified 60# gelled water pad, follow with

15,000 gals of 28% HCL. Pump 300 lbs. of benzoic acid flakes followed by 3700 gals
of nitrified 60# gelled water pad. Follow by 15,000 gals. of 28%HCL,

APPROVED BYTHE DIVISION
OF OIL,GAS,ANDMINim MAR 2 1931
DATE
SY: DIVISIONOF

OIL,GAS & MINING

18. I hpreby y that t a tr and correct

svemm Administrative Suoervisor ,,,, 2-26-81
(This space for F er or State ofBee use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*SeeInstructionson Reverse



Forrn GC-3
SUBMIT IN ICATE*

*

STATE OF UTAH - (See other instructions
on reverse side)DEPARTMENTOF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIAL NO.

Fee
WELLCOMPLETIONOR RECOMPLETIO * 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

la. TYPE OF WELL:
LL LL DRY 7. UNIT AGREEMENT NAME

b. TYPE OF COMPLETION:
VEE LE o"v°r"s"O SEP- I .n.

O S. FARM OB LEASE NAME

2. NAME OF OPERATOR
)B[11 ÎllOCO

AlIloco Production Campany 9. WELL NO.

3. ADDRESS OF OPERATOR O VIGIONOF ¯
41AP.O. Box 17675, Salt Lake City, Utah OË419S & MINING 1Û FIELD AND POOL, OB WILDCAT

4. LOCATION OF WELL (RCþOrt location clearly and in accordance toith any ßtate requirensente)* MSCMtZ Mchat surra*° SW/4 W/4 Sec. 9, 1837' FNL & 1286' WL 11. SEC., T, R., M., OR BLOCK AND SURVEY

At top prod. Interval reported below

At total depth Sec. 9, T3N, R7E
14. PERMIT NO. DATE ISSUED 12. UNSHY OR 13. STATE

43-043-30MI. I 7-23-80 Sumiit
_ _ Utah15. DATE SPUDDED I 16. DATE T.D. REACHED 17. DATE COMPL. (RCŒdy ÉO PTOdy) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19. ELET. CASINGHEAD

10-4-80 12-29-80 3-20-81 7328' Top of Hub
20. TorAL DEPTH, MD & TVD 21. PL 0, BACK T.D., MD & TVD 22. IF MFLTlPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY r8309' 7800' \Rotary to TO24. iRODUCING INTERVAL(S), OF THIS COMPLETION--TOP, BOTTOM, NAME (MD AND TVD). 25. WAsnDIRECTIONAL

7282' - 7274' Twin Creek
Yes26. TT TR AFÞ GS 27. WAS WELL CORED

28- CASING RECORD (Report all strings set in toell)
CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

9 5/8"
__ __

32.3# 1412' 200 sx 50/50 poz mix 6: 50f --

sx 50/50 tail in with 500
sx "G"

7" | 23,26# 8299' 1775sx "G" -----

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

None 2 7/8" 7120 ' 7120 '

31. PERFORATION RECOED (Interval, Bize GNd Nutreb€r) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

7200'-7550', .4, 4 JSPF See Attachment I

33.*
PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Fl0toing, gge liff, pusspifig-gige atid type Of puw&p) WELL STATUS (Producing 07
shut-in)

Flowing Shut-In
DATE OF TEST HOURS TESTED CHOKE SIEE PROD'N. FOR OIL-BÉL. GAS-MCF. WATER--BBL. GAS-OIL RATIOTEST PERIOD \3-20-81 7 48/64 --+ | --- | 574 0FLOW. TUBING PRESS. CASING PRESSCRE CALCULATED OIL-BBL. GAS--McF. WATER---BBL. OIL GRAVITY-API (CORR.)24-Houa RATE

25 3 574 034. DISPOSITION OF GAS (ÑOld, NB6d JOT fu€l, 967tt€d, €$0.) TEST WITNESSED BY

Sol d when put on production I35. LIST OF ATTACHMENTS

Atta en
36. I hereby fy that to rmation is com I d o et as determined f all availaDble records

3/24/81
*(See Instructionsand Spacesfor Additional Data on Reverse
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' O

ATTACHMENTI

8018'-8101' Acidized with 9000 gal 28% HCL
7818 '

-7910

' Acidized with 9200 gal 28%HCL
7500'-7520'
7540 '-7550 ' Acidized with 4500 gal 28%HCL

7390'-7404'
7432 '

-7446
' Acidized with 4200 gal 287. HCL

7390'-7404'
7432'-7446'
7500 '-7520 ' Acidized with 30 , 000 gal 28"/. HCL
7540 '-7550 '

7200'-7220'
7224'-7230'
7248'-7256'
7268'-7274' Acidized with 12,000 gal 287. HCL
7282'-7298'
7308'-7314'
7332'-7350'



RIGSKlbD
** FILE NOTATIONS**

DATE: /ýý/
OPERAT ¿Qg,Ñg ry> .

WELLNO: O / h 3¶ '~/ pg my Uli '

Location: Sec. i T. 3g R. 7¶ County: = À

FALe Ptepaaed: Entered on N.I .D:

Cakd Indexed: Completion Shee,t:

API Nu.mbex //3'Ô 6/1 3 off,

CHECKEDBY:

Petroleum Engineer:

Director:

Administrative Aide:

APPROVALLETTER:

Bond RequÃAed: SuAvey Plat Requixed:

OxdeA No. 0.K. Rufe C-3

Rule C-3 (c ) , Topogxaph¿c Except¿on - company owns ok contAof s acteage
Lth¿n a 660' tadies og pxoposed a¿te /

Leas e Dealgnat¿on Plotted on Map

AppAovaf LetteA (UA¿tten

Hot I.ine P. I



September 15, 1981

Amoco Production Company
P. O. Box 17675
Salt Lake City, UT 84117

Re: Well No. Champlin 387 Amoco "B" #1A
Sec. 9, T. 3N, R. 7E,
Summit County, Utah

Gentlemen:

According to our records, a "Well Completion Report" filed with this
office 3-24-81, from above referred to well, indicates the following electric
logs were run: CNL-FDC-FR, Dual Induction - SFL, Sonic, Dipmeter. As of
today's date, this office has not recieved the following log: Dipmeter.

Rule C-5, General Rules and Regulations and Rules of Practice and
Procedure, requires that a well log shall be filed with the Commission
together with a copy of the elecyric and radioactivity logs.

Your prompt attention to the above will be greatly appreciated.

Sincerely,

DIVISION OF OIL, GAS, AND MINING

TERRI REID



0 O
AMOCO Amoco Production Company

Denver Region
1670 Broadway
P.O.Box800
Denver, Colorado 80201

Don F. Crespo. Jr.
303-830- 4

Regional Administrative Manager. Production

January 22, 1990

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
3 Triad Center, Suite 350
Salt Lake City, UT 84180-1203

File: DDL-2056-980.3

Annual Report of Drilling-Suspended,
Shut-In and Temporarily-Abandoned Wells

As operator of the Anschutz Ranch East Operation Center and in
accordance with Rule R615-8-10 of the Utah Oil and Gas Conservation
General Rules, listed below is the annual status report for wells that
have been shut-in or teporarily-abandoned for more

thañ¯3U'Eonsecutive

days as of December 31, 1989. The wells listed are located in Summit
County, Utah.

Please note, there were no drilling wells that had suspended drilling
operations as of December 31, 1989. Questions regarding well status
may be directed to David Lovato at (303) 830-5321.

WELL NAME API NUMBER COMMENTS

ARE 081A 43-043-30130 SKUT-IN
ARE E28-06 43-043-30226 SHUT-IN
ARE W12-04 43-043-30283 SHUT-IN
ARE W29-04 43-043-30129 SHUT-IN
CH 387 B1Af 43=E43R301680 SHUT-IN TWIN CREEK $$(,
CH 372 Cl 43-043-30143 SEUT-IN TWIN CREEK
CH 372 Cl 43-043-30143 SHUT-IN NUGGET
CH 372 D1 43-043-30170 SHUT-IN NUGGET
ISLAND RANCH B1 43-043-30109 SKUT-IN TWIN CREEK
ISLAND RANCHD1 43-043-30161 SHUT-IN WEBER
AMOCO-CHAMPF & S 43-043-30078 SHUT-IN
CH 544 D1 43-043-30210 PX A (12/89)
CH 544 D2 43-043-30246 PX A (12/89)

DJL/rlt

ec: Bureau of Land Management
324 South State, Suite 301
Salt Lake City, Utah



AMOCO Amoco Production Company
Denver Region
1670 Broadway

FEB00 1991 Ëe°avir°."c"°o°rado
SO201

303-83 4040
Don F. Crespo. Jr.
Regional Administrative Manager. ProductionDMS10NOF

GILGAS&.MINING
February 4, 1991

State of Utah
Division of Oil, Gas, and Mining
355 West N. Temple
3 Triad Center, Suite 350
Salt Lake City, UT 84180-1203

File: DFC-100-980.3

Annual Report of Drilling-suspended,
Shut-in and Temporarily-Abandoned Wells

As operator of the Anschutz Ranch East Operation Center and in accordance
with Rule 615-8-10 of the Utah Oil and Gas Conservation general Rules,
Listed below is the annual status report for wells that have been shut-in
or temporarily-abandoned for more than 30 consecutive days as of December
31, 199 . The wells listed are located in Summit County, Utah.

Well Name API Number Comments

Anschutz Ranch East 81A 43-043-30130 Shut-in
Anschutz Ranch East W12-04 43-043-30283 Shut-in
Champlin 387 B1A wo.gryy,gyr43-043-30168F49 Shut-in (Twin Creek)
Champlin 372 C1 43-043-30143 Shut-in (Twin Creek)
Champlin 372 C1 43-043-30143 Shut-in (Nugget)
Champlin 372 D1 43-043-30170 Shut-in (Nugget)
Island Ranch B1 43-043-30109 Shut-in (Twin Creek)
Island Ranch D1 43-043-30161 Shut-in (Weber)
Amoco Champlin F & S 43-043-30078 Shut-in
Champlin 544 D1 43-043-30210 Px A (12/89)
Champlin 544 D2 43-043-30246 Px A (12/89)
Champlin 846 Amoco /B/ #1 43-043-30253 Shut-in

Please note that there were no drilling wells that had suspended operations
as of December 31, 1990. Questions regarding this report may be directed
to James Camargo at (303) 830-4233.

cc: Bureau of Land Management
324 South State, Suite 301
Salt Lake City, Utah



AMOCO Amoco Production Company
Northwestern U.S. Business Unit
Amoco Building
1670 Broadway
Post Office Box 800
Denver, Colorado 80201
303-830-4040

February 24, 199¶/'

State of Utah
Division of Oil, Gas, and Mining
355 W. N. Temple
3 Triad Center, Suite 350 '
Salt Lake City, Utah 84180-1203

File: GRW-046-980.3

Annual Report of Drilling - Suspended,
Shut-in and Temporarily-abandoned Wells

As operator of the Anschutz Ranch East Operation Center and
in accordance with Rule 615-8-10 of the Utah Oil and Gas
Conservation general rules, find attached annual status
reports for all wells that have been shut-in for more than
30 consecutive days as of December 31, 1991.

Please note that there were no drilling wells on which
drilling operations have been suspended for more thLan 30
consecutive days as of December 31. Also, no wells have
been temporarily abandoned for more than 30 consecutive days
as of December 31.

G. R. West
Sr. Staff Admin. Supervisor

MAT/jms

Attachments

cc: Bureau of Land Management
324 South State, Suite 301
Salt Lake City, UT



Ferm9 STA F UTAH
DEPARTMENT O UAAL RESOURCES 6. Lease Designation and Serial Number
DIVISIONOF OIL, GAS AND MINING

7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS
Da not use ttiis form for proposals to ddit new v¢elfs ¢oepenexiglag wells, or to reenter plugged myfabandoned welle. 8. Unit or Communitization Agreement

Use APPLICATIONFOR PERMLT-fateuchproposale

1
if¯Y¯ll

9. Well Name and NumberO °¿¡ U Gw¶, O Other(spec¾
Champlin 387 Amoco /B/1A

2. Name of Operator 10. API Well Number
Amoco Production Company 43--043-30168-00

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat
P. O. Box 800, Denver, CO 80201 . (303) 830--5105 Anschutz Ranch

5. Location of Well

Footage : 1837' FNL x 1286' FWL county : Summit
QQ. Sec, T.. R., M. : Sec . 9, T3N, R7E State : UTAH

12. CHECiÃPPROPRIATE BOXES TO INDlCATE NATURE OF NOTICE, REPORT2 OR OTHER DATA
NOTICE OF 1NTENT SUBSEQUENT REPORT(Submit in Duplicate) (Submit Original Form Only)

O Abandonment New Construction Abandonment O New Construction
O Casing Repair Pun orAlter Casing Casing Repair Pull or Alter Casing
O Change of Plans

.
Recompletion Change of Plans Shoot or Acidize

O Conversion to Injection Shoot or Acidize Conversion to injection Vent or Flare
O Fracture Treat Vent or Flare Fracture Treat Water Shut-OH
O Multiple Completion Water Shut-O" E Other Annual Status Report
O Other

Date ofWork Completion
Approximate Date Work Will Start

Report results of MultipleCompletions and Recompletions to different reservoirson WELLCOMPLETIONOR RECOMPLETIONANDLOG forni.
* Must be accompanied by atement verification report.

13. DESÓRIBEPROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwellis directionalty drilled, give subsurfacelocations and measured and true vertical depths for all markers and zones pertinent to this work.)

The above well 'is in a "Shut-in - High WOR" status due to excessive Ôaterproduction (Entity
No. 01404) .

Amoco will hold well for potential future water injection.

Please direct any questions regarding this sundry to Marcy Tafoya at (303) 830-5105.

14. I hereby certify that the to going is true and correct

Name &Signature Title Sr. Staff Adn. Supvr. Date

W10) See instructions on Reverse



AMOCO
Amoco Production Company
Northwestern U.S. Business Unit
Amoco Building
1670Broadway
Post Office Box 800
Denver,ColoradoSO201
303-830-4040

February 1, 1993

State of Utah
Division of Oil, Gas, and Mining
355 W. N. Temple
3 Triad Center, Suite 350
Salt Lake City, UT 84180-1203

File: GRW-023-980.3

Annual Report of Drilling - Suspended,
Shut-In and Temporarily-Abandoned Wells

As operator of the Anschutz Ranch East Operation Center and in accordance with
Rule 615-8-10 of the Utah Oil and Gas Conservation general rules, find attached
annual status reports for all wells that have been shut-in for more than 30
consecutive days as of December 31, 1992.

Please note that there were no drilling wells on which drilling operations have
been suspended for more than 30 consecutive days as of December 31. Also, no
wells have been temporarily abandoned for more than 30 consecutive days as of
Dec mber 31.

G.R. West
Sr. Staff Admin. Supervisor

MAT/mll

Attachments

cc: Bureau of Land Management
324 South State, Suite 301
Salt Lake City, UT 84111-2303

FEB0 3 1993

DMSION



FORMa .
ST TE OF UTAH

DIVISION , IL,GAS AND M1NING
5. Lease Designation and Serial Number

8. If Indian, Allotteeor Tribe Name
SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, deepen existingwells, or to reenter plugged and abandoned wells. 7. Unit Agreement Name:

Use APPUCATION FOA PERMIT TO DRILLOR DEEPEN form for such proposals.

8. Well Name and Number
1. Type of Well: OIL GAS OTHER:

Champlin 387 Amoco/BflA
2. Name of Operator: 9. API WellNumber:

Amoco Production Company 43-043-30168-00

3. Address and Telephone Number: 10. Field and Pool, or Wildcat:
P.O. Box 800, Denver, CO 80201 Anschutz Ranch

4. Location of Well

Footages: 1837 ' FNL x 1286 ' FWL County: Summit
QQ,Sec..T.,R.,M.: SW NW Sec. 9-T3N-R7E state: Utah

11· CHECK APPROPRIATE BOXES TO INDICATE N ATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

O Abandonment O New Construction O Abandonment O New construction
O casingRepair O Putt or Alter casing O casingRepair O Pull or Alter Casing

O Change of Plans O Recompletion O Change of Plans O shootor Acidize

O conversionto injection O Shoot or Acidize O conversionto injection O Vent or Flare

O Fracture Treat O Vent or Flare O Fracture Treat O watershut-off
O Multiple Completion O Water Shut-Off @Other Annual Status Report

O Other

Date of work completion

Approximate date work will start Report results of Multiple Completions and Recompletions to different reservoirson WELL
COMPLETION OR RECOMPLETION AND LOGform.

* Must be accompanied by a cement verification report

12. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS (Clearly state all pertinent details, and give pertinentdates. Ifwell is directionally drilled, give subsurface locations and measured and true
verticaldepths forall markers and zones pertinent to this work.)

The above well is in a "Shut-in - High WOR" status due to excessive water
production (Entity No. 01404).

Amoco will hold well for potential future water injection.

Please direct any questions regarding this sundry to Marcy Tafoya at (303)830-5105.

Name&Signature: Title: Sr. Staff Adm. Superv oate:

(This space for State use only)

FEB0 3 1995

DMSIONO
(12\S2) (See Instructions on Reverse



wirait..ur WiMO

DIVISION OF ' GAS AND MlNING 0 5. Lease Cesignation and Senal Number:- '
FEE

SUNDRY NOTICES AND REPORTS ON WELLS 6.lfindian,AllotteeorTribe a:

Do not use this form for proposals to drill new weils, deepen existing wells, or to reenter plugged and abandoned wells. 7. Unit Agreement Name:
Use APPUCATION FOA PERMIT TO ORILL OR DEEPEN form for such proposais,

e er w•n: OIL O GAS OTHER: 8. Weil Name and r•ABO
COChampiin

úme of Operator.
9. API Well NumberAmoco Production Company
43-043-·34-1AL Sotto€>

Udress and Telephone N
. . BOX 8 00 , Denver , CO 80202 Room 1725E 10. Field and Pool, or Wildcat

Anschutz Ranch
acationotweli 1268.2' FWL X 1794.6' FNL

Summitstages:
County:Sec 9 T3N R7E

:o, see.,7.,s..M.:
state: Utah

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT

SUBSEQUENT REPORT(Submit in Duplicata)
(Submit Original Form Only)

K Abandonment New Construction O Abandonment O New ConstructioncasingRepair O Pull or Alter casing O CasingRepair O Pull or Alter CasingChange of Plans O Recompletion O Change of Plans O shootor Acidize2onversion to Injection O Shoot or Acidize O conversionto injection O Vent or FlareFracture Treat O Vent or Flare O Fracture Treat O Water Shut-Off
Multiple Completion O Water Shut-Off O Other
2ther

Date of work cornpletion
proximate date work will start

Aepart results of Multiple Completions and Recompletions to different resentoirs on WEU.COMPt.ETTONCA AECOMPLEDON AND LOGform.
* Must be accompanied by a cement verification report.

133C'A18E PROPCSED OR COMPLETEDOPERATlONS (Clearly state all peninent details, and gwe pertinent dates. If well is directionaily drilled, give subsurface locations and measured and trueortcal depths for all markers and zones pertinent to this work.)

Please see attached procedures to Plug and Abandon.

If you need additional information you may contact Gigi Martinez (303) 830-4781.

signatur.:
,: Permitting Agent 9/9/97

APPROVED BY THE STATE SEP 11 1997
InstructionsonAeverseSide)

DIV.0FOIL,GAS&



O O

Plug and Abandon Procedure
Champlin 387 B-lA
SWNW Sec 9, T3N, R7E
1837' FNL and 1286' FWL
Summit County, Utah

1) MIRU service rig
2) Kill well if necessary - Twin Creek
3) Establish Injection rate down 2 7/8" tubing still anchored in packer at 7120'
4) Pump cement down tubing to squeeze off the perfs back into the tubing above

the packer. Cement volume for squeeze is figured using 1/8 Bbl per perfed
foot plus the casing volume. Total volume for the squeeze will be 346 sxs -

includes perfs and casing volume.
Class G cement + .8% Bl4 fluid loss + .1% B71 retarder + .2% D65 dispersant +
.2% D46 anti foamer.

5) Cut tubing above cement and pull up tubing to spot cement plug on top of packer
6) Pump 50 sxs cement on top of packer, displace tubing. TOH w/tubing

a) 50 sxs cement from 7120' - 6870' (250' plug)
Cement system for (3) 50 sx plugs - Class G cement + .1% B71 retarder
on the first plug +.2% D65 on the first plug + 2% S1 CaCl2 on the top
plug. No additives will be set in the second plug.

7) TIH with CIBP and set at 1512'. (100' below setting point of
surface casing)

8) Pump 50 sxs cement on top of CIBP, displace tubing, TOH.
b) 50 sxs cement from 1512' - 1262' (250' plug)

9) TIH setting final cement plug by pumping 50 sxs cement from 254' - 4', displace
tubing. TOH with tubing.
c) 50 sxs cement from 254' - 4' (250' plug)

10) Fill any annular void with cement
11) RDMO service rig
12) Cut casing 4' below ground level, weld on dry hole marker and cap.
13) Back fill cellar and level
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F:nnOGL-Il>- >Lii\lll '\ IRII'LlLATI
'. ATE OF UTAH ""°"

' DEPARTMER. OF NATURAL RESOURCES Reyised Copy
DIVISION OF OIL, GAS, AND MINING 5. 1.EASE DESIGNATION AND SEEIAL NO.

Fee

SUNDRYNOTlcES AND REPORTSON WELLS
0. IF INDIAN, ALLOTTES OR TRIBE NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals.)

1. 7. UNIT AGREEMENT NAME°.'.LU "w^."s.. O orama Rig Skid
2. Nama or orzaatoa 8. rARM 08 LEAaE NAME

Amoco Production Company Champl in 387 Amoco "B"
8. ADDRESS OF OPERATOR 9. WELL NO.

P.O. Box 17675, Salt Lake City, UT 84117 gilt 6 -A
4. LOCATioN or wELL (Report location clearly and in accordance with any State requirements.• 10. rfELD AÑD POOL, OR WILDCAT

See also space 17 below.)at .arrae. Anschutz Ranch
NW/4 Section 9 1837.2' FNL & 1285.7' FWL 11..ia'i.I"of"a°a.ILE.AND

Original Location 1794.6' FNL & 1268.2' FWL Sec 9, T3N-R7E
14. PERMIT NO. 15. Et.EVATIoNa (Show whether or, xT, on, etc.) 12. COUNTT OR PARIsm 18 TATE

7328' Top of Hub Summit Utah
16. ©Ck Appropnote BoxTo Indicate Nature of Notice, Report,or Other Data

NOTICE OF INTENTION TO : BUBBEQUENT REPORT 07:

TEST WATER BHUT-Orr PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

PRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL CHANGE PLANs (Other)

R Ski d X *"" "'P°* """' " °' """'"'" °°= ''"°° °a wen(Other) Completion or Recompletion Report and Log form.)
17. DESCRIBE PR V SED R 00MPI.ETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones perti-
nent to this work.) *

Rig skidded from Champlin 387 Amoco "B" #1 location on 9/29/80
Date Spudded: 10/4/80
Proposed TD: 8,000'
Present TD: 1376' as of 10/9/80
No casing set as of 10/9/80 ,

Note: Revised Survey Plots Attached. APPROVED BY THE DIVISION
OF OlL, GAS,A DMI 1
DATE: J ~2

BY:
BHL: SW/4 NW/4 Sec 9 1650' FNL & 1268' FWL
Subject well will be drilled in accordance with Order Cause #183-1B

18. I hpreby certify that rne i a e d correct

SIGNED E A All M I A N TITLE Administrative Supervisor osis 11/11/80

(This space for Federal or State omce use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on ReverseSide OCT14 1997

DIV



STATE , . AH (See other inet.
Oil Trvfr e :-IlÌP ,

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OlL, GAS, AND MINING 3 LE^66 166:6 Tros ^ND SERIAL NO.

Fee
WELLCOMPLETlON OR RECOMPLETlON REPORTAND LOG * 6 IF INDUN, A TIEE OR TRIBE NAME

la. TYPE OF WELL: UIL r GAS -.-----

WELL WELL DaY Other .. UNIT A.,asEMENT NAME

b. TYPE OF COMPLETION:

i .1,

\( A P- I D
n. Oth r b. FAltx os LEASE NAME

2. sue or ormzoa Champlin 387 Amoco "B"Amoco Production Company 9. wsu. so.
a. ADDRESS OF OPERATOR

P.O. Box 17675 Salt Lake City, Utah 84117 io. FIELD AND POOL, OR WILDCAT
4. LOCATION OF WELL (Report 10CGÉiOn CIfŒfly Und in GCCOrdanC6 EfÉh any SfGt6 r€quir€m€nfa) ADSchutz RanchAt surface

11. SEC., T., R., 11., Oh BLOCK AND SCRVEYSW/4 W/4 Sec. 9, 1268.2' FivL & 1794.6' FNL on sex
At top prod. Interval reported below

Sec. 9, T3N-R7E
At total depth

14. PERMIT NO. DATE ISSCED 12. COUNTY OR 13. STATE

43-043-30141 | 7-23-80 S$ZI l Utah13. DATE SPEDDED * 16. DATE T.D. REACHED lÏ. DATE COMPL. \ÑfGdy ÉO prufl.) 18. ELEVATIONS (DF, R E. RT, GB, ETC.). 1Û LEV. CASINGHEAD

9-2-80 9-29-80 9--29-80 7328 ' Top of Hub
0. TOTAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD I 22. IF MELTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILI.ED ßY3514' 160' :Surface-TD \24. PRODUCING INTERVAL(SL OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL
SUEVEY MADENONE

i2 P ELECTRIC AND OTHER LOGS RUN 2Ì. WAS WELL COEED

NONE No
28. . CASING RECORD (Report all strings set n well)

CASING sizE WEIGHT, LB./FT. DEPTH SET (MD) IIOLE SIZE CEMENTING F-ŸCOR AMOUNT PULLED

9-5/8" 32.3# 1535' 12¼" 1000 sx

I i
29. LINER RECORD 30. TUBING REPORD

SIZE TOP (MD) BOTTOM (MD) I SACKS CEMENT* SCRÉEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

i NONE , NONE ¡31. PzarcaATION REcosa (Interval, size and number) '
32. AClD. SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
DEPTH INTERVAL (MD) AMOUNT AND KEND OF MATERIAL CSED

NONE

33 ·

PRODUCTION
DATE rinsT PaoDUCTroN PRODUCTION METHOD (Fl0tDing, güß liff, pumping--Biz6 and type of pump) WEI,L STATUS (Producing or

sr.ut-in)\ P & ADATE OF TEST. HOURS TESTED CHUKE SIZE PROD'N. FOR 01L---BBL. CAN-McF. OATER--BBL. GAS-OIL RATIOTEST PERIOD

rLOW. TUBING PRESS. CASI.NG PRESSURD CÀLCl'LATED IL---fH3L. GAS-MCF. WAT L -BBL.
. OIL GRAVITT-API (CORR.)24-HOUR RATE

34. DisPOSITION or GAs (Sold, used for fuel, vented, etc.)
TEST WITNEssED BY

35. LIST OF ATTACHMENTS

36. I hereby certify that the foregoing and attached information is complete and correct as determined from al avalable recordsOrlainalSigned By
SIGNED. pn McHOLSON TITLE _&dliniStrative Supe;rviag;>r o y

19716-80
*(See Instructionsand Spaces for Ad3itional Data on Reverse
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Form OGC-1b SUB, IN TRIPLICATE*

ATE OF UTAH 1structionson
,rse side)

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIAL NO.

Fee

SUNDRYNOTKES AND REPORTSON WELLS
"' ""°

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.Use "APPLICATION FOR PERMIT--'' for such proposals.) •

1. 7. UxtT aatssMENT NAME
OILLL

WELL OTsza RIG SKID
2. NAME OF OPERATOR 8. FARM OE I.BASE NAME

Amoco Production Company Champlin 387 Amoco "B"
8. Annazas or ormaltos g. wagg, yo.

P.O. Box 17675 Salt Lake City, Utah 84117 #1A
4. LOCATION OF WELL (ReþOrt location clearly and in accordance with any State requirements.• 10. FIELD AND POOL, OR WILDCATSee also space 17 below.)at surrae.

Anschutz RanchNW/4 Section 9, 1837.2' FNL & 1285.7' FWL 11.sme.,2.,s.,x.,oaar.x.ann
SCEVET OR ARRA

Original Location - 1794.6' FNL & 1268.2' FWL
Section 9, _T3N-R7E

14. PERMIT NO. 15. EI.EVATIONa (Show whether or, RT, on, etc.) 12. COUNTY 05 PARISH 18, STATE

7328 ' Too of Hub Summit Utah
1e· CheckAppropnate BoxTo Indicate Natureof Notice, Report, or OtherData

NOTICE OF INTENTION TO: BDBamQUENT REPORT OF:

TEST WATEE SHUT-OFF POI.L OR ALTER CASING WATER BHUT-Orr REPAIRING WELL
FRACTURE TREAT MCLTIPLE COMPLETE FRACTURE TEEATMENT ALTERING CAalNG

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL CHANGE PLANS (Other)
(NOTE: Report results of multiple completion on Well(Other) RIG SKID XX Completion or Recompletion Report and Log form.)

17. DESCRIBE PROPOSED OR CUM1'LETED OPERATIONs (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting anyproposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones perti-nent to this work.) *

Rig skidded from Champlin 387 Amoco "B" #1 location on 9-29-80

Date spudded: 10-4-80

Proposed TD: 8000'
MZ 57arc

Present TD: 1376' as of 10-9-80

No casing set as of 10-9-80
- la

Note: Revised Survey Plats Attached Ch

D202892
0CT 14 1997

DIV.OFOIL,GAS&MINING

18. I hpreby certify that the foregoing is true and correct
Original Signed By

SIGNED t TITLE Administrative Supervisor DA'1'E
10-9-80

(This apace for Federal or State of5ce use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructionson Reverse



ner
S 88°26'32"

CO

1285._7'

CHAMPLIN387
AMOCO"B" WELL#1A

9

SCALE: 1" = 1000'

o Found Brass Cap
D Found Stone
(9 Set Brass Cap

-- C) Found Stone -

Set Brass Cap
o Hub and Tack

SW Corner SE Corner

I, John A. Proffit of Evanston, W.yoming certif.y that in accordance with
a request from R.C. Buckley of Evanston, Wyoming og Amoco

Production Co- I made a survey on the30th da.y of September
,

1990_
_for

Location and Elevation of the Champlin 387 Amoco "B" Well #1 - as shown on the above
map, the wellsite is in the NWB

. .

of Section 9 , Township 3N ,

Range 7E of the Salt Lake Base & MeridianSummit
County, State of Utah

Elevation is 7328 Feet Top of Hub Datum U.S.G.S. Quad- Castle Rock,
Utah, Soot Elevation 7255' NEkNE¼Section 8, T3N, R7E

Reference point

Reference point

Reference point

Reference point

OH A. R0FFIT BT R.L.S. NO. 2860

DATE: October 3, 1980 DINTA ENGINEERING& SURVEYING, INC.
JOB NO.: 80-10-18 . 008 MAINSTREET, EVANSTON,



O O
STATE OF UTAH FORM 9

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATIÓNANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENTNAME:Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° See Attacheddrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
OIL WELL GAS WELL OTHER See Attached 8. WELLNAMEand NUMBER:

See Attached
2. NAMEOF OPERATOR; 9. API NUMBER:
Amoco Production Company Attached

3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELDAND POOL, OR WILDCAT:
501 Westlake Park Blvggy Houston STATE TX zt,77079 (281) 366-5328 See Attached

4. LOCATIONOF WELL

FOOTAGESATSURFACE: See Attached COUNTY See Attached

OTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O acios DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstat CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE
O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATERDISPOSAL(Submit Original Form Only)

O CHANGEWELLSTATUS PRODUCTION (STARTIRESUME) WATERSHUT-OFFDate of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Operator Name
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Change

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Amoco Production Company proposes to change its name to BP America Production Company, effective December 31, 2001.Mailingaddresses and designated agents shall remain the same.

Attached to this sundry is a listing of wells currently operated by Amoco Production Company. This list includes all wells withthe exception of those wells which have a plugged or D&A status.

Also attached for the Board's file is a copy of the Board Resolution approving the name change.

NAME(PLEASEPRINT) Alan Woog
TITLE Regulatory Engineer

SIGNATURE DATE 12/11/2001

(This space for State use only)

DEC13 2001
DIVISIONOF<-> (SeeinstructionsonReverseSide) OIL, GAS AND
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UNITEDSTATES OFAMERICA §
STATE OF TEXAS §
COUNTY OF HARRIS §
CITY OF HOUSTON §

CERTIFICATE

M. S. Haskins, of lawful age, first being duly sworn on oath, deposes and says:

1. That she is the duly elected, qualified and acting Assistant Secretary of

Amoco ProductionCompany,a corporation organized and existing under the laws of the

State of Delaware, U.S.A.;

2. That on November 12, 2001, by consent action of the Board of Directors of

Amoco Production Company (hereinafter referred to as "Company"), the following

resolutions were adopted:

WHEREAS, in connection with BP America Inc.'s ("BP") integration of
Atlantic Richfield Company ("ARCO")and Vastar Resources, Inc. ("Vastar"),BP has elected to reorganize, consolidate and merge its upstream onshore
Lower 48 assets into a single legal entity to align BP's legal structure with
its business organizationand to improveoperating efficiencies;and

WHEREAS, BP desires Amoco Production Company ("Company") to be
such single legal entity for the purposes of such reorganization,
consolidation and merger and

WHEREAS such reorganization, consolidation and merger shall beaccomplished by December 31, 2001 pursuant to a Reorganization
Agreement ("Agreement") by and between ARCO and BP Company NorthAmerica Inc. ("BP Company NA"), the parent of Company, resulting inARCO's upstream onshore Lower 48 assets being transferredto Companyand Vastar being merged into Company; and

WHEREAS, pursuant to such Agreement, asset, stock and liabilitytransferswilloccur in consideration for Class B common stock of BP Company NAand Company's agreement to assume all obligationsand indemnifyARCO
for all past and future liabilities relatingto such transfers; and

WHEREAS, in connection with such reorganization, Company desires tochange its name to BP America Production Company, effective December
31, 2001 withcorporate seal as follows;



O O

WHEREAS all officersand directors of Company willremain unchanged.

NOW, THEREFORE,BE IT,

RESOLVED, Company will accept asset, stock and liability transfers
effectiveDecember 31, 2001 pursuant to theAgreementand willassume all
obligations and IndemnifyARCO for all past or future liabilitiesrelating to
such transfers.

FURTHERRESOLVED,Company willchange its name and corporate seal
to BP America Production Company, effective December 31, 2001 and all
officers and directom willremain unchanged.

3. That the aforesaid resolutions have not been amended, rescinded, or

annulled, but remain infullforce and effecton the date hereof.

EXECUTED in the City of Houston, State of Texas, on this the i day of

M. SkHaskins

SUBSC D and sworn to before me this day of , 2001.

(NotarySeal)

DENISEROBERTSON
NowyMSc.Smeets NOTARY PUBLIC,STATE OF TEXASMy CommissionEÑires

October 12,



Amoco Production Company Name Change

API Well Number Operator Well Name Well Type Well Status Field Name Sec Twp-Rng
43-043-30096-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W16-14 Gas Well Shut_In ANSCHUTZ RANCH EAST 16 4N-8E
43-043-30106-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST 34-2 SWD Active Well ANSCHUTZ RANCH EAST 34 4N-7E
43-043-30123-00-00 AMOCO PRODUCTION CO ARE W20-08 Gas Well Producing Well ANSCHUTZ RANCH EAST 20 4N-8E
43-043-30129-00-00 AMOCO PRODUCTION CO ARE 29-04ST1 Gas Well Producing Well ANSCHUTZ RANCH EAST 29 4N-8E
43-043-30130-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST E21-14 Gas Well Shut In ANSCHUTZ RANCH EAST 21 4N-8E
43-043-30135-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W21-04 Gas Well Shut In ANSCHUTZ RANCH EAST 21 4N-8E
43-043-30136-00-00 AMOCO PRODUCTION CO ARE W29-02 Gas Well Producing Well ANSCHUTZ RANCH EAST 29 4N-8E
43-043-30138-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W16-06 Gas Well Shut_In ANSCHUTZ RANCH EAST 16 4N-8E
43-043-30139-00-00 AMOCO PRODUCTION CO ISLAND RANCHING C-1 SWD Active Well ANSCHUTZ RANCH EAST 26 4N-7E
43-043-30143-00-00 AMOCO PRODUCTION CO CHAMPLIN 372 AMOCO C 1 Gas Well Producing Well ANSCHUTZ RANCH EAST 23 4N-7E
43-043-30145-00-00 AMOCO PRODUCTION CO ARE W20-14 Gas Well Producing Well ANSCHUTZ RANCH EAST 20 4N-8E
43-043-30148-00-00 AMOCO PRODUCTION CO ARE W20-16 Gas Well Producing Well ANSCHUTZ RANCH EAST 20 4N-8E
43-043-30154-00-00 AMOCO PRODUCTION CO ARE W29-12 Gas Well Producing Well ANSCHUTZ RANCH EAST 29 4N-8E
43-043-30156-00-00 AMOCO PRODUCTION CO ARE W30-16 Gas Well Producing Well ANSCHUTZ RANCH EAST 30 4N-8E
43-043-30157-00-00 AMOCO PRODUCTION CO ARE W36-16 Gas Well Producing Well ANSCHUTZ RANCH EAST 36 4N-7E
43-043-30159-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W20-06 Gas Well Shut In ANSCHUTZ RANCH EAST 20 4N-8E
43-043-30161-00-00 AMOCO PRODUCTION CO ISLAND RANCHING D-1 Gas Well Shut In WEBER FORMATION 14 4N-7E
43-043-30162-00-00 AMOCO PRODUCTION CO ARE W32-04 Gas Well Producing Well ANSCHUTZ RANCH EAST 32 4N-8E
43-043-30164-00-00 AMOCO PRODUCTION CO ARE W31-08 Gas Well Producing Well ANSCHUTZ RANCH EAST 31 4N-8E
43-043-30165-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W31-04 E Gas Well Shut_In ANSCHUTZ RANCH EAST 31 4N-8E
43-043-30167-00-00 AMOCO PRODUCTION CO ARE W36-08 Gas Well Producing Well ANSCHUTZ RANCH EAST 36 4N-7E
43-043-30168-00-00 AMOCO PRODUCTION CO CHAMPLIN 387 B1A Gas Well Shut In ANSCHUTZ RANCH EAST 9 3N-7E
43-043-30170-00-00 AMOCO PRODUCTION CO CHAMPLIN 372 D-1 Gas Well Producing Well ANSCHUTZ RANCH EAST 23 4N-7E
43-043-30176-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W17-16 Gas Well Shut_In ANSCHUTZ RANCH EAST 17 4N-8E
43-043-30183-00-00 AMOCO PRODUCTION CO ARE W30-08 Gas Well Producing Well ANSCHUTZ RANCH EAST 30 4N-8E
43-043-30185-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W30-14 Gas Well Producing Well ANSCHUTZ RANCH EAST 30 4N-8E
43-043-30188-00-00 AMOCO PRODUCTION CO ARE W01-06 Gas Well Producing Well ANSCHUTZ RANCH EAST 1 3N-7E
43-043-30190-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W31-12 Gas Well Shut_In ANSCHUTZ RANCH EAST 31 4N-8E
43-043-30204-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W19-16 Gas Well Shut In ANSCHUTZ RANCH EAST 19 4N-8E
43-043-30209-00-00 AMOCO PRODUCTION CO ARE W1-02 Gas Well Prodicing Well ANSCHUTZ RANCH EAST 1 3N-7E
43-043-30215-00-00 AMOCO PRODUCTION CO ARE W30-10 Gas Well Producing Well ANSCHUTZ RANCH EAST 30 4N-8E
43-043-30216-00-00 AMOCO PRODUCTION CO ARE W30-15 Gas Well Producing Well ANSCHUTZ RANCH EAST 30 4N-8E
43-043-30217-00-00 AMOCO PRODUCTION CO ARE W31-06 Gas Well Producing Well ANSCHUTZ RANCH EAST 31 4N-8E
43-043-30218-00-00 AMOCO PRODUCTION CO ARE W30-02 Gas Well Producing Well ANSCHUTZ RANCH EAST 30 4N-8E

Page 1 of



Amoco Production Company Name Change

API Well Number Operator Well Name Well Type Well Status Field Name Sec Twp-Rng
43-043-30220-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W20-12 Gas Well Shut In ANSCHUTZ RANCH EAST 20 4N-8E
43-043-30226-00-00 AMOCO PRODUCTION CO ARE E28-06 Gas Well Producing Well ANSCHUTZ RANCH EAST 28 4N-8E
43-043-30227-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W36-10 Gas Well Producing Well ANSCHUTZ RANCH EAST 36 4N-7E
43-043-30228-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W20-02 Gas Well Shut In ANSCHUTZ RANCH EAST 20 4N-8E
43-043-30229-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W20-10 Gas Well Producing Well ANSCHUTZ RANCH EAST 20 4N-8E
43-043-30231-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W16-12 Gas Well Shut_In ANSCHUTZ RANCH EAST 16 4N-8E
43-043-30238-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W20-04 Gas Well Shut_In ANSCHUTZ RANCH EAST 20 4N-8E
43-043-30248-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W30-12A GIW Active Well ANSCHUTZ RANCH EAST 30 4N-8E
43-043-30250-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W29-06A Gas Well Producing Well ANSCHUTZ RANCH EAST 29 4N-8E
43-043-30251-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W29-14A Gas Well Producing Well ANSCHUTZ RANCH EAST 29 4N-8E
43-043-30255-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W36-14 Gas Well Shut In ANSCHUTZ RANCH EAST 36 4N-7E
43-043-30257-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST E28-12 Gas Well Producing Well ANSCHUTZ RANCH EAST 28 4N-8E
43-043-30265-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W2-10 GIW Active Well ANSCHUTZ RANCH EAST 2 3N-7E
43-043-30270-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W01-04 Gas Well Shut In ANSCHUTZ RANCH EAST 1 3N-7E
43-043-30271-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W01-12 Gas Well Shut_In ANSCHUTZ RANCH EAST 1 3N-7E
43-043-30272-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W19-08 GIW Active Well ANSCHUTZ RANCH EAST 19 4N-8E
43-043-30273-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W30-06 Gas Well Shut In ANSCHUTZ RANCH EAST 30 4N-8E
43-043-30277-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W11-1 Gas Well Shut_In ANSCHUTZ RANCH EAST 11 3N-7E
43-043-30279-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W30-13 Gas Well Shut In ANSCHUTZ RANCH EAST 25 4N-7E
43-043-30280-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W31-05 Gas Well Producing Well ANSCHUTZ RANCH EAST 31 4N-8E
43-043-30283-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W12-04 Gas Well Producing Well ANSCHUTZ RANCH EAST 2 3N-7E
43-043-30286-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W20-09 Gas Well Producing Well ANSCHUTZ RANCH EAST 20 4N-8E
43-043-30291-00-00 AMOCO PRODUCTION CO ANSCHUTZ RANCH EAST W20-03 Gas Well Shut In ANSCHUTZ RANCH EAST 20 4N-8E

O
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Di ision of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH 4-KAS
2. CDW,v' 5-LP
3. JLT 6-FILE

Enter date after each listed item is completed

Change of Operator (Well Sold) Designation of Agent

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 12-31-2001

FROM: (oldOperator): TO: ( New Operator):
AMOCO PRODUCTION COMPANY BP AMERICA PRODUCTION COMPANY
Address: 501 WESTLAKE PARK BLVD Address: 501 WESTLAKE PARK BLVD

HOUSTON, TX 77079 HOUSTON,TX 77079
Phone: 1-(281)-366-5328 Phone: 1-(281)-366-5328
Account N0050 Account N1990

CA No. Unit:
WELL(S)

API ENTITY SEC. TWN LEASE WELL WELL
NAME NO. NO. RNG TYPE TYPE STATUS
CHAMPLIN 387 B1A 43-043-30168 1404 09-3N-7E FEE GW S
ISLAND RANCH D-1 43-043-30161 1380 14-4N-7E FEE GW S
CHAMPLIN 372 D-1 43-043-30170 1405 23-4N-7E FEE GW P
CHAMPLIN 372 D-1 43-043-30170 10957 23-4N-7E FEE GW P
CHAMPLIN 372 AMOCO C 1 SDTRK 1 43-043-30143 1395 23-4N-8E FEE GW P
CHAMPLIN 372 AMOCO C 1 SDTRK 1 43-043-30143 10955 23-4N-8E FEE GW P

OPERATOR CHANGES DOCUMENTATION

1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 12/13/2001

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 12/13/2001

3. The new company has been checked through the Department of Commerce, Division of Corporations Database on:



0
4. Is the new operator registered in the Sta f Utah: YES Business Number: PENDING

5. If NO, the operator was contacted contacted on: N/A

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the (merger, name change,
or operator change) for all wells listed on Federal or Indian leases on: N/A

7. Federal and Indian Units: The BLM or BIA has approved the successor of unit operator
for wells listed on: N/A

8. Federal and Indian Communization Agreements ("CA"): The BLM or the BIA has approved the operator
change for all wells listed involved in a CA on: N/A

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to Inject,
for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 12/18/2001

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 12/14/2001

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 12/14/2001

3. Bond information entered in RBDMS on: 12/11/2001

4. Fee wells attached to bond in RBDMS on: 12/18/2001

STATE BOND VERIFICATION:
1. State well(s) covered by Bond No.: N/A

INDIAN BOND VERIFICATION:
1. Indian well(s) covered by Bond No.: N/A

FEDERAL BOND VERIFICATION:
1. Federal well(s) covered by Bond No.: N/A

FEE WELLS - BOND VERIFICATION/LEASE INTEREST OWNER NOTIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed has furnished a bond: 103172911249

2. The FORMER operator has requested a release of liability from their bond on: N/A
The Division sent response by letter on: N/A

3. (R649-2-10) The FORMER operator of the Fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: 12/19/2001



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

FEE
6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS NA
7. UNITor CAAGREEMENT NAME:Do not use this form for proposals to dr¡tl new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to ANSCHUTZ RANCH EASTdrill horizontal laterals. Use APPUCATION FOR PERMITTO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:OIL WELL GAS WELL OTHER
Champlin 387 B1A

2. NAMEOFOPERATOR: 9. APINUMBER:
BP AMERICA PRODUCTION COMPANY SUITE A 4304330168

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1013 CHEYENNE DR EVANSTON WY 82930 (303) 423-5749 ANSCHUTZ RANCH

4. LOCATIONOF WELL

FOOTAGES AT SURFACE: 1837 FNL × 1286 FWL COUNTY: SUMMIT

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNW 9 3N 7E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOi¯lCE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE D REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDÒN

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGETUBING PLUG ANDABANDÓN VENT OR FLARF
SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATERDISPOSAL

CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFFDate of work conipletion:
COMMINGLEPRODUClNG FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
The Champtin 387 B1A is shut in and has not been plugged and abandoned due to potential for sidetrack or deep drill. BP's
plan is to hold these wells in a Temporarily Abandoned status until this potential is verified or eliminated. Upon elimination of
potential, the wells willbe plugged and abandoned. As for mechanical integrity: These wells all have packers installed and
casing pressure is monitored by our field personnel. The wellhead valves are also on a regular PM for greasing and testing.

Please call Kris Lee at 303-423-5749 or Clark Lawler at 307-783-2406 if you have questions.

COPYSENTTOOPERATOR
I Date: Ñ- /¢-4,'3 RECE\VED

THIS SUNDRY IS BEING RETURNED INSUFFICIE AT WA UBMI TOLAP#&
THE REQUESTED ACTION (see attached sheet).

November 19, 2003
Utah Division of Oil, Gas and M ning

NAME(PLEASE PRINT) KrÌStina A.Lee
TITLE Regulatory Specialist

SIGNATURE DATE 3/17/2003

(Tt)is space for State use only) .

(5/2000) (See instructions on Reverse



INFORMATION REQUIRED
TO EXTEND SI/TA OF WELL

Well Name and Number: Champlin 387 BlA
API Number: 43-043-30168
Operator: Merit Energy Company
Reference Document: Original Sundry dated March 17, 2003, received by

DOGM on March 27, 2003

The well has been Shut-in/Temporarily Abandoned for 8 years 6 months. Insufficient
information was submitted to the Division to approve the referenced well for continued Shut-in
or Temporary Abandonment (SI/TA). The following requirements of R649-3-36 have not been
met with this request for SI/TA approval.

1. The length of time the well is expected to be SI/TA (R649-3-36-1.2), and
2. An explanation and supporting data if necessary, for showing the well has integrity,

meaning that the casing, cement, equipment condition, static fluid level, pressure,
existence or absence of Underground Sources of Drinking Water and other factors do
not make the well a risk to public health and safety or the enviromnent. (R649-3-36-
1.3)

Submitting the information suggested below may help show well integrity and may help qualify
your well for extended SI/TA. Note: As of July 1, 2003, wells in violation of the SI/TA rule
R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3).

1. Wellbore diagram and;
2. Copy of recent casing pressure test and/or;
3. Current pressures on the wellbore (tubing pressure, casing pressure, and casing/casing

annuli pressure) showing wellbore has integrity and;
4. Fluid level in the wellbore and;
5. An explanation of how the submitted information proves integrity.

If the required information is not received within 30 days of the date of this notice, further
actions may be initiated. If you have any questions concerning this matter, please contact me at
( 538-5281.

November 19, 2003
Dustin K. Doucet Date
Petroleum



O O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL,GAS AND MINING S. LEASEDESIGNATIONANDSERIALNUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME

7. UNITor CA AGREEMENTNAME:Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottombole depth, reenter plugged wells, or t° See Attacheddrillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals,
1. TYPE OF WELL

OILWELL GAS WELL OTHER See Attached 8. WELLNAMEand NUMBER:

See Attached
2. NAMEOF OPERATOR: 9. API NUMBER:
BP America Production Company Attached

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
501 WestLake Park BN Houston TX ,,77079 (281) 366-2000 See Attached

4. LOCATION OF WELL

FOOTAGES AT SURFACE: See Attached COUNTY: See Attached

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

99. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUGANDABANDON VENT OR FLARE
SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFFDate of wod completion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BP America Production Company, effective May 1, 2003, has transferredits interest in the attached list of properties to :

MeritEnergy Company
13727 Noel Road, Suite 500
Dallas, TX 75240

Transfer of operations is effective July 1, 2003.

By Merit Energy Company

Name ' Im _ Title *

Signature /
.¾ Date

BP America Production Company . A
NAME(PLEASE PRINT

. 1ŸgGO TITLE attorney-In-Fact
SIGNATURE DATE

(This space for State use only)

RECEIVED
JUL0 3 2W3

(See instructions on Reverse Side)(5/2000)

DIV.OF OIL,GAS&



BP OPERATED PROPERTIES TRANSFERRED TO MERIT ENERGY COMPANY

API Well Number Operator Well Name Well Type Well Status Field Name County Name Location (Twp-Rng) Section Qtr/Qtr Ft. NS NS Ft. EW EW43-043-30096-00-00 BP AMERICA PRODUCTION CO ARE W16-14 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 16 NWSW 2137 S 6BW43-043-30106-00-00 BP AMERICA PRODUCTION CO ARE 34-2 Water Disposal Active Well ANSCHUTZ RANCH SUMMIT 4N-7E 34 NWNW 1036 N 11WW43-043-30123-00-00 BP AMERICA PRODUCTION CO ARE W20-08 Gas Well Shut_in ANSCHUTZ RANCH EAST SUMMIT 4N-8E 20 SENE 2202 N 1592Æ43-043-30129-00-00 BP AMERICA PRODUCTION CO ARE 29-04ST1 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 29 NWNW 627 N 435W43-043-30130-00-00 BP AMERICA PRODUCTION CO ARE E21-14 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 21 NWSW 2365 S 200W43-043-30135-00-00 BP AMERICA PRODUCTION CO ARE W21-04 Gas Well Shut_in ANSCHUTZ RANCH EAST SUMMIT 4N-8E 21 NWNW 1063 N 401-43-043-30136-00-00 BP AMERICA PRODUCTION CO ARE W29-02 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E _ 29 NWNE 662 N 2460E43-043-30138-00-00 BP AMERICA PRODUCTION CO ARE W16-06 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 16 SENE 1314 N 618E43-043-30139-00-00 BP AMERICA PRODUCTION CO ISLAND RANCHING C-1 Water Disposal Active Well ANSCHUTZ RANCH SUMMIT 4N-7E 26 SWSE 1324 S 1722E43-043-30143-00-00 BP AMERICA PRODUCTION CO CHAMPLIN 372 AMOCO C 1 Gas Well Shut_in ANSCHUTZ RANCH SUMMIT 4N-7E 23 NWNW 860 N 536W43-043-30145-00-00 BP AMERICA PRODUCTION CO AREW20-14 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 20 NWSW 1518 S 1283RO 43-043-30148-00-00 BP AMERICA PRODUCTION CO AREW20-16 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 20 SWSE 257 S 1640E43-043-30154-00-00 BP AMERICA PRODUCTION CO ARE W29-12 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 29 NWSW 2204 S 22W43-043-30156-00-00 BP AMERICA PRODUCTION CO ARE W30-16 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 30 NESE 1345 S 968 E43-043-30157-00-00 BP AMERICA PRODUCTION CO ARE W36-16 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-7E 36 SESE 890 S 447E43-043-30159-00-00 BP AMERICA PRODUCTION CO ARE W20-06 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 20 NWNW 1291 N 936&43-043-30162-00-00 BP AMERICA PRODUCTION CO ARE W32-04 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 32 NWNW 642 N 791W43-043-30164-00-00 BP AMERICA PRODUCTION CO ARE W31-08 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 31 NWNE 468 N 2201 E43-043-30165-00-00 BP AMERICA PRODUCTION CO ARE W31-04E Gas-Well Shut In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 31 NWNW 111 N 737R43-043-30167-00-00 BP AMERICA PRODUCTION CO ARE W36-08 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-7E 36 SENE 1641 N 1185E43-043-30168-00-00 BP AMERICA PRODUCTION CO CHAMPLIN 387 B1A Gas Well Shut_In ANSCHUTZ RANCH SUMMIT 3N-7E 9 SWNW 1837 N 12mR43-043-30170-00-00 BP AMERICA PRODUCTION CO CHAMPLIN 372 D-1 Gas Well Producing Well ANSCHUTZ RANCH SUMMIT 4N-7E 23 NESE 2170 S 6ME43-043-30176-00-00 BP AMERICA PRODUCTION CO ARE W17-16 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 17 NWSE 1765 S 1444E
43-043-30183-00-00 BP AMERICA PRODUCTION CO ARE W30-08 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 30 SENE 2109 N 665E43-043-30185-00-00 BP AMERICA PRODUCTION CO ARE W30-14 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 30 SESW 1195 S 14¾W43-043-30188-00-00 BP AMERICA PRODUCTION CO ARE WO1-06 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 3N-7E 1 SENW 1777 N 1666W43-043-30190-00-00 BP AMERICA PRODUCTION CO AREW31-12 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 31 SWNW 1T18 N 640 W43-043-30204-00-00 BP AMERICA PRODUCTION CO ARE W19-16 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 19 SWSE 1229 S 1350E43-043-30209-00-00 BP AMERICA PRODUCTION CO ARE WO1-02 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 3N-7E 1 NENW 386 N 2013W43-043-30215-00-00 BP AMERICA PRODUCTION CO ARE W30-10 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 30 NWSE 2230 S 2432E43-043-30216-00-00 BP AMERICA PRODUCTION CO ARE W30-15 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 30 SESW 626 S 2848E43-043-30217-00-00 BP AMERICA PRODUCTION CO ARE W31-06 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 31 SENW 1397 N 2181 W43-043-30218-00-00 BP AMERICA PRODUCTION CO ARE W30-02 Gas Well Shut_in ANSCHUTZ RANCH EAST SUMMIT 4N-8E 30 NWNE 715 N 2182 E43-043-30220-00-00 BP AMERICA PRODUCTION CO ARE W20-12 Gas Well Shut_in ANSCHUTZ RANCH EAST SUMMIT 4N-8E 20 NWSW 2531 S 7 WO 43-043-30226-00-00 BP AMERICA PRODUCTION CO ARE E28-06 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 28 SENW 1900 N 1652W43-043-30227-00-00 BP AMERICA PRODUCTION CO ARE W36-10 Gas Well Shut in ANSCHUTZ RANCH EAST SUMMIT 4N-7E 36 NESW 2315 S 3185 E43-043-30228-00-00 BP AMERICA PRODUCTION CO ARE W20-02 Gas Well Shut_in ANSCHUTZ RANCH EAST SUMMIT 4N-8E 20 NWNE 319 N 2000E43-043-30229-00-00 BP AMERICA PRODUCTION CO ARE W20-10 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 20 SENW 2560 N 2567W43-043-30231-00-00 BP AMERICA PRODUCTION CO ARE W16-12 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 16 SWNW 2756 S 454&43-043-30238-00-00 BP AMERICA PRODUCTION CO ARE W20-04 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 20 NWNW 702 N 414R43-043-30248-00-00 BP AMERICA PRODUCTION CO ARE W30-12A Gas Injection inactive Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 30 NWSW 1886 S 47N43-043-30250-00-00 BP AMERICA PRODUCTION CO ARE W29-06A Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 29 SENW 1513 N 1548m
43-043-30251-00-00 BP AMERICA PRODUCTION CO ARE W29-14A Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 29 NWSW 1786 S 795R43-043-30255-00-00 BP AMERICA PRODUCTION CO ARE W36-14 Gas Well Shut_in ANSCHUTZ RANCH EAST SUMMIT 4N-7E 36 SESW 901 S 1780 W43-043-30257-00-00 BP AMERICA PRODUCTION CO ARE E28-12 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 28 NWSW 1994 S 806 m43-043-30265-00-00 BP AMERICA PRODUCTION CO ARE W2-10 Gas injection inactive Well ANSCHUTZ RANCH EAST SUMMIT 3N-7E 2 NWSE 1959 S 1463E
43-043-30270-00-00 BP AMERICA PRODUCTION CO ARE WO1-04 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 3N-7E 1 SWNW 697 N 465W
43-043-30271-00-00 BP AMERICA PRODUCTION CO ARE WO1-12 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 3N-7E 1 NWSW 2072 S 1669W43-043-30272-00-00 BP AMERICA PRODUCTION CO ARE W19-08 Gas Injection Inactive Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 19 SENE 2227 N 301 E

PROPERTIES TRANSFERED TO



BP OPERATED PROPERTIES TRANSFERRED TO MERIT ENERGY COMPANY

43-043-30273-00-00 BP AMERICA PRODUCTION CO ARE W30-06 Gas Well Shut in ANSCHUTZ RANCH EAST SUMMIT 4N-8E 30 SENW 2393 S 1645 W43-043-30277-00-00 BP AMERICA PRODUCTION CO ARE W11-1 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 3N-7E 11 NENE 533 N 1486 E43-043-30279-00-00 BP AMERICA PRODUCTION CO ARE W30-13 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-7E 25 SESE 597 S 382 E43-043-30280-00-00 BP AMERICA PRODUCTION CO ARE W31-05 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 31 SWNW 2361 N 282 E43-043-30283-00-00 BP AMERICA PRODUCTION CO ARE W12-04 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 3N-7E 2 SESE 373 S 865 E43-043-30286-00-00 BP AMERICA PRODUCTION CO ARE W20-09 Gas Well Producing Well ANSCHUTZ RANCH EAST SUMMIT 4N-8E 20 SENE 2360 N 430 E43-043-30291-00-00 BP AMERICA PRODUCTION CO ARE W20-03 Gas Well Shut_In ANSCHUTZ RANCH EAST SUMMIT 4N-8E 20 SESW 641 S 1810 W

O

O

PROPERTIES TRANSFERED TO MERIT



StaŸe of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210
PO Box 145801Michael O. Leavitt

Governor Salt Lake City, Utah 84114-5801

Robert L. Morgan (801) 538-5340 telephone
Executive Director (801) 359-3940 fa× August 26, 2003
Lowell R Braxton (801) 538-7223 TTY
Division Director www.nr.utah.gov

Bruce Williams
BP America Production Company
501 WestLake Park Blvd
Houston, TX 77079

Subject: Notification of Sale or Transfer of Fee Lease Interest

Dear Mr. Williams:

The Division has processed your request for an operator change from BP America Production
Company to Merit Energy Company effective July 1, 2003 for the attached list of fee wells.

Utah Administrative Code Rule R649-2-10 states: "The owner of a lease shall provide
notification to any person with an interest in such lease, when all or part of that interest in the lease is
sold or transferred".

This letter is written to advise you of your responsibility to notify all individuals with an interest in
these leases (royalty interest and working interest) of the changer. Please provide written documentation of
this notification to:

Utah Royalty Owners Association
PO Box 1292
Roosevelt, Utah 84066

Your assistance in this matter is appreciated.

Sincerely,

Earlene Russell
Engineering Technician

Attachment

cc: Merit Energy Company
Utah Royalty Owners Association



Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH
2. CDW
3. FILE

X Change of Operator (Well Sold) Designation of Agent/Operator

Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 7/1/2003
FROM: (Old Operator): TO: ( New Operator):
N1990-BP America Production Company N4900-Merit Energy Company

501 WestLake Park Blvd 13727 Noe1 Road, Suite 500
Houston, TX 77079 Dallas, TX 75240

Phone: (281) 366-2000 Phone: (972) 628-1558
CA No. Unit:

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
CHAMPLIN 387 B1A 09 030N 070E 4304330168 1404 FEE GW S
CHAMPLIN 372 AMOCO C 1 23 040N 070E 4304330143 1395 FEE GW S
CHAMPLIN 372 D-1 23 040N 070E 4304330170 1405 FEE GW P
ISLAND RANCHING C-1 26 040N 070E 4304330139 99990 FEE WD A
ARE 34-2 34 040N 070E 4304330106 99990 FEE WD A

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 7/3/2003

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 7/3/2003

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 8/7/2003

4. Is the new operator registered in the State of Utah: YES Business Number: 1348145-0143

5. If NO, the operator was contacted contacted on:

6. (R649-9-2)Waste Management Plan has been received on: IN



' O O
7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: n/a

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

10. Underground Injection Control ("UIC") The Division has approved UIC Forrn 5, Transfer of Authority to Inject,
for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 8/18/2003

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 8/26/2003

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 8/26/2003

3. Bond information entered in RBDMS on: 8/26/2003

4. Fee wells attached to bond in RBDMS on: 8/26/2003

STATE WELL(S) BOND VERIFICATION:
1. State well(s) covered by Bond Number: n/a

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: n/a

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: n/a

FEE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 103912218

2. The FORMER operator has requested a release of liability from their bond on: n/a
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 8/26/2003

COM
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Lance Taylor
Merit Energy Company
13727Noel Road, Suite 500
Dallas, TX 75240-7312

Re: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or
State Leases.

Dear Mr. Taylor:

Merit Energy Company, as of January 2004, has twenty-four (24) Fee Lease
Wells (see attachment A) that are currently in non-compliance for extended shut-in or
temporary abandonment status. This includes twenty (20) Fee Lease Wells with
returned Sundry Notices and attached requirement sheet dated November 19, 2003.
Wells SI/TA beyond twelve (12) consecutive months requires filing a Sundry Notice
(R649-3-36-1). Wells with five (5) years non-activity or non-productivity shall be
plugged, unless the Division grants approval for extended shut-in time upon a showing
of good cause by the operator (649-3-36-l.3.3). For extended SI/TA consideration the
operator shall provide the Utah Division of Oil, Gas & Mining with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1).
2. The length of time the well is expected to be SI/TA (R649-3-36-1.2),

and
3. An explanation and supporting data if necessary, for showing the well

has integrity, meaning that the casing, cement, equipment condition,
static fluid level, pressure, existence or absence of Underground
Sources of Drinking Water and other factors do not make the well a risk
to public health and safety or the environment (R649-3-36-1.3).

I1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801 etelephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7223 • www.ogm.utah.gov Where ideas



Page 2
January 22, 2004
Lance Taylor

Submitting the information suggested below may help show well integrity and
may help qualify your well for extended SI/TA. Note: As of July 1, 2003, wells in
violation of the SI/TA rule R649-3-36 may be subject to full cost bonding (R649-3-
1-4.2, 4.3).

1. Wellbore diagram, and
2. Copy of recent casing pressure test, and
3. Current pressures on the wellbore (tubing pressure, casing pressure, and

casing/casing annuli pressure) showing wellbore has integrity, and
4. Fluid level in the wellbore, and
5. An explanation of how the submitted information proves integrity.

If the required information is not received within 30 days of the date of this
notice, further actions may be initiated. If you have any questions concerning this
matter, please contact me at (801) 538-5281.

erely

Dustin K. Doucet
Petroleum Engineer

je
cc: John Baza

Well



Well Name API Lease Type Years inactive1 AREW20-06 43-043-30159 Fee 1 Year 2 Months2 ARE W31-04E 43-043-30165 Fee 1 Year 3 Months3 ARE W36-10 43-043-30227 Fee 1 Year 3 Months4 ARE W36-08 43-043-30167 Fee 1 Year 7 Months

Wens with returned Sundry Notices and attached requirement sheet dated November 19, 20031 ARE W21-04 43-043-30135 Fee 1 Year 10 Months.2 Champlin 372 Amoco C1 43-043-30143 Fee 1 Year 11 Months3 ARE W16-06 43-043-30138 Fee 1 Year 11 Months4 ARE WO1-12 43-043-30271 Fee 2 Years 4 Months5 ARE W30-02 43-043-30218 Fee 3 Years 2 Months6 ARE W36-14 43-043-30255 Fee 4 Years 5 Months7 ARE W30-06 43-043-30273 Fee 5 Years 4 Months8 ARE W20-02 43-043-30228 Fee 5 Years 4 Months9 ARE W30-13 43-043-30279 Fee 5 Years 6 Months10 ARE W19-16 43-043-30204 Fee 5 Years 8 Months11 ARE W20-4 43-043-30238 Fee 6 Years 3 Months12 ARE W31-12 43-043-30190 Fee 7 Years 3 Months13 ARE WO1-04 43-043-30270 Fee 7 Years 4 Months14 ARE W11-01 43-043-30277 Fee 7 Years 4 Months15 ARE W20-03 43-043-30291 Fee 8 Years 1 Month16 ARE W16-14 43-043-30096 Fee 8 Years 1 Month17 ARE 16-12 43-043-30231 Fee 8 Years 3 Months18 Champlin 387 B1A 43-043-30168 Fee 8 Years 6 Months19 ARE W17-16 43-043-30176 Fee 8 Years 7 Months20 ARE E21-14 43-043-30130 Fee 10 Years 8 Months

Attachment



MICHAELO. LEAVITT
Governor

OLENE S. WALKER
Lieutenant Governor

State of Utah January 22, 2004

Department of
Natural Resources

Division of
Oil, Gas & Mining

ROBERTL.MORGAN CERTIFIED MAIL #7002 0510 0003 8602 4798Executive Director

LOWELL P.BRAXTON
Division Director

Lance Taylor
Merit Energy Company
13727 Noel Road, Suite 500
Dallas, TX 75240-7312

Re: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or
State Leases.

Dear Mr. Taylor:

Merit Energy Company, as of January 2004, has twenty-four (24) Fee Lease
Wells (see attachment A) that are currently in non-compliance for extended shut-in or
temporary abandonment status. This includes twenty (20) Fee Lease Wells with
returned Sundry Notices and attached requirement sheet dated November 19, 2003.
Wells SI/TA beyond twelve (12) consecutive months requires filing a Sundry Notice(R649-3-36-1). Wells with five (5) years non-activity or non-productivity shall be
plugged, unless the Division grants approval for extended shut-in time upon a showing
of good cause by the operator (649-3-36-1.3.3). For extended SI/TA consideration the
operator shall provide the Utah Division of Oil, Gas & Mining with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1).
2. The length of time the well is expected to be SI/TA (R649-3-36-1.2),

and
3. An explanation and supporting data if necessary, for showing the well

has integrity, meaning that the casing, cement, equipment condition,
static fluid level, pressure, existence or absence of Underground
Sources of Drinking Water and other factors do not make the well a risk
to public health and safety or the environment (R649-3-36-1.3).

I1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
etelephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7223 • www.ogm.utah.gov Where ideas
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Page 2
January 22, 2004
Lance Taylor

Submitting the information suggested below may help show well integrity and
may help qualify your well for extended SI/TA. Note: As of July 1, 2003, wells in
violation of the SIITA rule R649-3-36 may be subject to full cost bonding (R649-3-
1-4.2, 4.3).

1. Wellbore diagram, and
2. Copy of recent casing pressure test, and
3. Current pressures on the wellbore (tubing pressure, casing pressure, and

casing/casing annuli pressure) showing wellbore has integrity, and
4. Fluid level in the wellbore, and
5. An explanation of how the submitted information proves integrity.

If the required information is not received within 30 days of the date of this
notice, further actions may be initiated. If you have any questions concerning this
matter, please contact me at (801) 538-5281.

erely

Dustin K. Doucet
Petroleum Engineer

je
cc: John Baza

Well



Well Name API Lease Type Years Inactive1 ARE W20-06 43-043-30159 Fee 1 Year 2 Months2 ARE W31-04E 43-043-30165 Fee 1 Year 3 Months3 ARE W36-10 43-043-30227 Fee 1 Year 3 Months4 ARE W36-08 43-043-30167 Fee 1 Year 7 Months

Wells with returned Sundry Notices and attached requirement sheet dated November 19, 20031 ARE W21-04 43-043-30135 Fee 1 Year 10 Months.2 Champlin 372 Amoco C1 43-043-30143 Fee 1 Year 11 Months3 ARE W16-06 43-043-30138 Fee 1 Year 11 Months4 ARE WO1-12 43-043-30271 Fee 2 Years 4 Months5 ARE W30-02 43-043-30218 Fee 3 Years 2 Months6 ARE W36-14 43-043-30255 Fee 4 Years 5 Months7 ARE W30-06 43-043-30273 Fee 5 Years 4 Months8 ARE W20-02 43-043-30228 Fee 5 Years 4 Months9 ARE W30-13 43-043-30279 Fee 5 Years 6 Months10 ARE W19-16 43-043-30204 Fee 5 Years 8 Months11 ARE W20-4 43-043-30238 Fee 6 Years 3 Months12 ARE W31-12 43-043-30190 Fee 7 Years 3 Months13 ARE WO1-04 43-043-30270 Fee 7 Years 4 Months14 ARE W11-01 43-043-30277 Fee 7 Years 4 Months15 ARE W20-03 43-043-30291 Fee 8 Years 1 Month16 ARE W16-14 43-043-30096 Fee 8 Years 1 Month17 ARE 16-12 43-043-30231 Fee 8 Years 3 Months18 Champlin387 B1A 43-043-30168 Fee 8 Years 6 Months19 ARE W17-16 43-043-30176 Fee 8 Years 7 Months20 ARE E21-14 43-043-30130 Fee 10 Years 8 Months

Attachment



13727 Noel Road, Suite 500
Dallas, TX 75240
Ph: 972-701-8377 Fx: 972-960-1252

MER I T ENERGY COMP A NY www.meritenergy.com

Date: February 13, 2004

Subject: Extended Shut-in wells in the Anschutz Ranch East Field

Dear Mr. Doucet:

In response to your letter dated January 22, 2004, I would like to submit the attached supporting documentation
regarding our extended shut-in wells. Merit Energy Company purchased an operating interest in the Anschutz Ranch
East Unit from BP Production Company effective July 1, 2003, and has spent the last seven months evaluating the
production capability of all active and inactive wells in the field. This process has resulted in workovers that have
reestablished production in several of these wells, and revealed future opportunities for all of the others. Here is a
quick synopsis of our plans for each well.

• ARE W20-06- Workover is planned to immediately reactive this well by running smaller tubing, and putting
the well on gas lift. Should be reactivated by mid year 2004.

• ARE W31-04- BP attempted a directional reentry of this wellbore in 2001, during which time the drill pipe
was inadvertently cemented in the horizontal section of the wellbore. Merit is investigating methods to
effectively stimulate this wellbore and return it to production. If unable to do so, it will be plugged.

• ARE W36-10- This well will be the first test candidate for an experimental production method for artificial
lifting gas wells. An electric submersible pump will be run in this well in the next couple of months in an
attempt to reestablish production by removing large volumes of water from the formation. If this project is
successful it could lead to the reactivation of virtually every inactive well in the field. The project is
approved internally, and we are waiting on equipment and supplies before mobilizing a service rig.

• ARE W36-08- This well has been reactivated following a workover last fall. A sundry notice was filed and
approved by the Utah Oil and Gas Commission.

• ARE W21-04- Surface tubing pressure indicates this well may be capable of producing again. However
attempts to return this well to production with the current wellbore configuration have not been successful.
Merit plans to install smaller tubing and gas lift on this well. If that is unsuccessful, this well is also a
candidate for an electric submersible pump installation. If all attempts to reactivate the Nugget formation fail,
this well is a recompletion candidate in the Twin Creek formation.

• Champlin 372 C-1- This well is capable of producing for a few days at a time, but quickly loads up with
water and dies. Again, this well is a candidate for an electric submersible pump installation, or may be used
as a salt water disposal well if additional capacity is needed due to the ESP program.

• ARE W16-06- This well will have an electric submersible pump installed if the program is successful.
Otherwise it will be plugged.

• ARE W01-12- This well will have an electric submersible pump installed if the programis successful. It is
also considered for an uphole recompletion.

• ARE W30-02- An attempt was made to return this well to production last fall, but was unsuccessful due to
high water production. Pending the success of the W36-10, this well will also have an electric submersible
pump installed.

• ARE W36-14- This well will have an electric submersible pump installed if the program is successful. It is
also considered for an uphole recompletion.

• ARE W30-06- This well will have an electric submersible pump installed if the program is successful. It is
also considered for an uphole recompletion.

• ARE W20-02- A workover has been approved internally to reactivate this well, and should begin in the next
few weeks A sundry notice was filed and approved by the Utah Oil and Gas Commission.

• ARE W30-13- This well will have an electric submersible pump installed if the program is successful. It is
also considered for an uphole recompletion.

• ARE W19-16- This well will have an electric submersible pump installed if the program is successful. It is
also considered for an uphole recompletion.



- • ARE W20-04- This well i ave an electric submersible pump installed it program is successful. It is
also considered for an uphole recompletion.

• ARE W31-12- An attempt was made to reactivate this well in late 2003, but was unsuccessful. A sundry
notice was filed and approved by the Utah Oil and Gas Commission. An uphole recompletion in the Twin
Creek formation is planned and will be completed in the next few months.

• ARE WO1-04-This well will have an electric submersible pump installed if the program is successful. It is
also considered for an uphole recompletion.

• ARE W11-01- This well will have an electric submersible pump installed if the program is successful.
Otherwise it will be plugged.

• ARE W20-03- This well will have an electric submersible pump installed if the program is successful. It is
also considered for an uphole recompletion.

• ARE W16-14- This well will have an electric submersible pump installed if the program is successful. It is
also considered for salt water disposal well if additional capacity is needed.

• ARE W16-12- This well will have an electric submersible pump installed if the program is successful. It is
also considered for salt water disposal well if additional capacity is needed.

• Champlin 387 B-1A- Merit Energy is in the process of obtaining records from BP for this well. Once
historical information is obtained, we will evaluate all feasible methods to return this well to producing status.
Otherwise it will be plugged.

• ARE W17-16- This well will have an electric submersible pump installed if the program is successful. It is
also considered for salt water disposal well if additional capacity is needed.

• ARE E21-14- This well was returned to producing status on 12/19/03.

In addition to this information, I have enclosed pressure data for all wells, and a wellbore schematic for all wells
except the Champlin 387 B-1A. The static bottom hole pressures and static fluid levels were collected in September
2003 with bottom hole gauges. If you need any further information, please contact me at 972-628-1651 or
electronically at lance.tavlor meritenerav.com.

Operations Engineer

Cc: Rusty Ginnetti
Arlene Valliquette
Dennis Longwell

Attachments: (1) page of pressure data, (23) wellbore schematics



Retum-path: <Lance.Taylor@meritenergy.com>
Received: from imail.meritenergy.com [208.133.141.18]

by UTSTDP13.state.ut.us; Tue, 24 Feb 2004 07:06:49 -0700

Subject: Anschutz Ranch East Unit
To: clintondworshak@utah.gov
Cc: Rusty Ginnetti <Rusty.Ginnetti@meritenergy.com>,

Arlene Valliquette <Arlene.Valliquette@meritenergy.com>,
Dennis Longwell <Dennis.Longwell@meritenergy.com>

X-Mailer: Lotus Notes Release 5.0.10 March 22, 2002
Message-ID: <OF2FAC50A1.BE12C251-ON86256E44.004BO584-
86256E44.004D8670@meritenergy.com>
From: Lance Taylor <Lance.Taylor@meritenergy.com>
Date: Tue, 24 Feb 2004 08:06:46 -0600

X-MIMETrack: Serialize by Router on imail/Meritenergy(Release 6.0.3|September 26, 2003) at
02/24/2004 08:06:49 AM
MIME-Version: 1.0
Content-type: text/plain;charset=US-ASCII

Mr. Dworshak,

I'd like to confirm our 2/23/04 telephoneconversation in response to my
letter dated 2/13/04 regarding extended shut in and temporarilyabandoned
wellbores in the Anschutz Ranch East Unit ("ARE Unit") of Summit county
Utah. It is Merit Energy Company's intention to utilize each wellbore to
it's full capacity. As such, Merit is in the process of attempting to
reactivate the wellbores in question. Several wellbore specific workovers
have been identified, and the approximate timingof each is mentioned in my
original letter.

However, the majorityof the reactivation work depends on the successful
utilization of electric submersible pumps for artificial lift. It is the
timingof this project that I would like to address. As you know, this is
a capital intensive project, so Merit plans to do the appropriate research
prior to implementation. Merit intends to test the idea on the ARE W36-10
withinthe next 8-12 weeks. Following a 4-12 week test period, Merit will
perform a strenuous economic and operational evaluation. If it is
determined that the project is valid, full scale implementation could begin
as early as June. However, due to the complexity of the equipment, depth
of the wells, and unavailability of service rigs, Merit anticipates this
project willtake several months, possibly one year, to complete. Due to
the large volumes of water to be produced by thisproject, it is likely
that one or more of the shut in wells will need to be reactivated as salt
water disposal wells. AIIregulatory and state documentation willbe
completed prior to SWD conversion.

Finally, if the ESP project is unsuccessful, several of these wellbore have
recompletion potential in shallowerformations. Specifically, Merit has
identified the Jurassic aged Twin Creek formation as a possible
recompletion target. Completion practices must be researched and developed
in order to ensure economic quantities of hydrocarbons. Again, all state
and federal permits will be approved prior to project



If after all our efforts to economicallyreactivate these wells fail, Merit
Energy will begin the plug and abandonment process. I trustthis will
clear up any issues of timing. Ifyou have further questions or concerns
please feel free to contact me at any of the numbers below.

Regards,

Lance L. Taylor
Operations Engineer-Rockies Region
Merit Energy Company
direct: 972-628-1651
fax: 972-701-0351
mobile: 972-998-9116



'
- O O

MICHAEL O. LEAVITT
Governor

OLENE S. WALKER
Lieutenant Governor

State of Utah March 5, 2004

Department of
Natural Resources

CERTIFIED RETURNRECEIPT RO. 7002 0510 0003 8602 4880
Division of Mr. Lance Taylor

Oil, Gas & Mining Merit Energy Company
13727 Noel Road, Suite 500

ROBERT L. MORGAN Dallas, TX 75240Executive Director

LOWELL P. BRAXTON
Division Director

Re: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or
State Leases dated January 22, 2004.

Dear Mr. Taylor,

The Division of Oil, Gas and Mining (DOGM) is in receipt of your letter dated
February 13, 2004 in regards to the twenty-four (24) shut-in wells operated by Merit
Energy Company (Merit). DOGM accepts Merit's plan of action to recomplete alltwenty-four wells by year-end 2004. Many of the recompletions are dependent upon
the success of electric submersible pumps; if this experimental procedure is not
successful, keep the Division advised of any changes in Merit's plan of action. Based
upon the plan of action and other information provided, DOGM approves the twenty-
four (24) wells for extended shut-in until January 1, 2005. Please submit recompletion
procedures and notice of intent sundries upon finalization.

For reference, Attachment A lists the wells subject to this request. If you have
any questions or need additional assistance in regards to the above matters please
contact me at (801) 538-5281.

S°
erely,

Dustin Doucet
Petroleum Engineer

11594 West North Temple, Suite 1210,PO Box 145801, Salt Lake City, UT 84114-5801 etelephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7223 • www.ogm.utah.gov Where ideas
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Well Name API Lease Type Years Inactive
1 ARE W20-06 43-043-30159 Fee 1 Year 2 Months
2 ARE W31-04E 43-043-30165 Fee 1 Year 3 Months
3 ARE W36-10 43-043-30227 Fee 1 Year 3 Months
4 ARE W36-08 43-043-30167 Fee 1 Year 7 Months

Wells with returned Sundry Notices and attached requirement sheet dated November 19, 2003
1 ARE W21-04 43-043-30135 Fee 1 Year 10 Months
2 Champlin 372 Amoco C1 43-043-30143 Fee 1 Year 11 Months
3 ARE W16-06 43-043-30138 Fee 1 Year 11 Months
4 ARE WO1-12 43-043-30271 Fee 2 Years 4 Months
5 ARE W30-02 43-043-30218 Fee 3 Years 2 Months
6 ARE W36-14 43-043-30255 Fee 4 Years 5 Months
7 ARE W30-06 43-043-30273 Fee 5 Years 4 Months
8 ARE W20-02 43-043-30228 Fee 5 Years 4 Months
9 ARE W30-13 43-043-30279 Fee . 5 Years 6 Months10 ARE W19-16 43-043-30204 Fee 5 Years 8 Months
11 ARE W20-4 43-043-30238 Fee 6 Years 3 Months12 ARE W31-12 43-043-30190 Fee 7 Years 3 Months13 ARE WO1-04 43-043-30270 Fee 7 Years 4 Months14 ARE W11-01 43-043-30277 Fee 7 Years 4 Months15 ARE W20-03 43-043-30291 Fee 8 Years 1 Month16 ARE W16-14 43-043-30096 Fee 8 Years 1 Month17 ARE 16-12 43-043-30231 Fee 8 Years 3 Months18 Champlin 387 B1A 43-043-30168 Fee 8 Years 6 Months
19 ARE W17-16 43-043-30176 Fee 8 Years 7 Months20 ARE E21-14 43-043-30130 Fee 10 Years 8 Months

Attachment



MERIT ENERGY COMPANY
13727 Noel Road Suite 500 Dallas, Texas 75240
Ph 972.701.8377 Fx 972.960.1252 - www.meritenergy.com

January 7, 2005

State of Utah - Department of Natural Resources
Divisionof Oil, Gas, & Mining
Attn: Mr. Dustin Doucet
PO Box 145801
Salt Lake City, UT 84114-5801

Dear Mr. Doucet:

This letter is in response to a telephoneconversationthat I had with Clint Dworshak on December 6,
2004. At thattime,he requested that I provide information on Merit Energy Company's shut-in wells at
Anschutz Ranch East, proving that theground waters are protected.

Enclosed, please find a summary sheet, as wellas wellbore diagrams for thesubjectwells.

If you have any questions or wish to discuss this further, please contact me at (972) 628-1550 or
electronicallyat mike.mercer@meritenerqv.com.

Michael L. Mercer



ÊAH DOGM - SI WELL LIST

Wells to be Reactivated in 2005
• CHAMPLIN 372 C1

o Packer at 8,320 (MD) 6,648 (TVD)
o Top of cement (TOC) at 4,906
o Tubing Pressure 1250#
o Casing Pressure 0#
o The 4-1/2" liner is cemented in place at 5090 (below the TOC). The tubingpressure and

casing pressure are different. Therefore, the casing and tubingare not in communication
and the ground waters are protected.

• ARE W16-06
o Packer at 13,398
o Top of cement (TOC) at 12,640
o Tubing Pressure 0#
o Casing Pressure 0#
o The packer is located below the TOC. When Merit set the packer in October 2004, we

pressure tested the annulus to 500 psi and it held. Therefore, the casing has integrity andthe ground waters are protected.
• ARE W30-02

o Packerat none
o Top of cement (TOC) at 12,452
o Tubing Pressure 0#
o Casing Pressure 0#
o Fluid Level 8200' from Surface
o On 09/02/03, Merit ran a packer in thiswell and sat it at 13055' (below the TOC). The

casing and packer were pressure tested to 1500 psi and held. The packer has since been
removed and there is open-ended tubingin the well. However, the casing has integrity
and the ground waters are protected.

• ARE W36-14
o Packer at 13,988
o Top of cement (TOC) at 13,700
o Tubing Pressure 400#
o Casing Pressure 0#
o The packer is set below the TOC. The tubing pressure and casing pressure are different.

Therefore, the casing and tubingare not in communication and the ground waters are
protected.

• ARE W30-06
o Packer at 13,450
o Top of cement (TOC) at 11,200 (7" casing)
o Tubing Pressure 0#
o Casing Pressure 0#
o The packer is set below the TOC. The 9-5/8" casing string has cement f/ 11911-7940.

The 13-3/8" casing has cement fl 5745-1200. With no pressure on the casing, and three
strings of casing (7", 9-5/8", 13-3/8"), the ground waters are protected.

• ARE W30-13
o Packer at 12,320
o Top of cement (TOC) at 12,200
o Tubing Pressure 300#
o Casing Pressure 0#
o The packer is set below the TOC. The tubingpressure and casing pressure are different.

Therefore, the casing and tubingare not in communication and the ground waters are
protected.

Page 1 of 3



AH DOGM - SI WELL LIST

• AREW31-12
o Packerat none
o Top of cement (TOC) at 10,700
o Casing Pressure 100#
o Fluid Level 1000' from Surface
o There is not a packer or tubingin thiswell.The static fluid level is 1000' from surface.

There is a 13-3/8" casing string set at 2846', a 9-5/8" casing string set at 10272', and a 7"tie-backcasing string set at 9919'. These three casing strings are protecting the ground
waters.

Wells with No Immediate Plans
• ARE W31-04

o Packer at 14,000
o Top of cement (TOC) at 11,900
o Tubing Pressure 1100#
o Casing Pressure 50#
o This well is a horizontal sidetrack. The primary cement job on the original production

casing had a TOC at 11,900. The kick-off point for the horizontal leg is below thisdepth.
Additionally, the drill string was cemented in the horizontal section with the TOC
estimated to be between 13126 and 13310. Based on the fact that the tubing and casing
pressures are different, the two are not in communication and therefore, the ground
waters are protected.

• ARE WO1-12
o Packer at 14,317
o Top of cement (TOC) at 14,290
o Tubing Pressure 300#
o Casing Pressure 0#
o The packer is located below the TOC. The tubingpressure and casing pressure are

different. Therefore, the casing and tubingare not in communication and the ground
waters are protected.

• ARE W19-16
o Packer at 9,756
o Top of cement (TOC) at unknown
o Tubing Pressure 1000#
o Casing Pressure 0#
o The packer is located in the "Tie-Back" casing string. The tubingpressure and casing

pressure are different. Therefore, the casing and tubingare not in communication and the
ground waters are protected.

• ARE W20-04
o Packer (PBR) at 10,489
o Top of cement (TOC) at 9,415 (9-5/8" & 9-7/8" casing string)
o Tubing Pressure 0#
o Casing Pressure 0#
o Fluid Level 9600' from Surface
o The tubingis tied into the 5" liner witha polish bore receptacle (PBR) at 10,489. The TOC

for the intermediate casing is above thispoint (at 9,415). The static fluid level is at 9600'
(below the TOC), therefore,the ground waters are protected.

• ARE WO1-04
o Packer at 13,891
o Top of cement (TOC) at 13,600
o Tubing Pressure 1400#
o Casing Pressure 100#
o The packer is located below the TOC. The tubingpressure and casing pressure are

different. Therefore, the casing and tubingare not in communication and the ground
waters are protected.

Page 2 of 3



AH DOGM - SI WELL LIST

• ARE W11-01
o Packer at 12,733
o Top of cement (TOC) at 12,100
o Tubing Pressure 1500#
o Casing Pressure 50#
o The packer is located below the TOC. The tubingpressure and casing pressure are

different. Therefore, the casing and tubingare not in communication and the ground
waters are protected.

• ARE W20-03
o Packer at 13,271
o Top of cement (TOC) at 12,600
o Tubing Pressure 1400#
o Casing Pressure 75#
o The packer is located below the TOC. The tubingpressure and casing pressure are

different. Therefore, the casing and tubing are not in communication and the ground
waters are protected.

• ARE W16-14
o Packer (PBR) at 10,500
o Top of cement (TOC) at 9,650 (9-5/8" casing)
o Tubing Pressure 1500#
o Casing Pressure 850#
o The tubingis tied into the 4-1/2" liner with a PBR at 10,500. This is below the TOC for the9-5/8" casing string. The tubingpressure and casing pressure are different. Therefore,

the casing and tubingare not in communication and the ground waters are protected.
• ARE W16-12

o Packer at 10,304
o Top of cement (TOC) at 10,100 (9-5/8" casing)
o Tubing Pressure 50#
o Casing Pressure 0#
o The packer is located below the TOC. The tubingpressure and casing pressure are

different. Therefore, the casing and tubingare not in communication and the ground
waters are protected.

• CHAMPLIN 387 B1A
o Tubing Pressure 0#
o Casing Pressure 0#
o Fluid Level 5200' from surface
o Merit has no wellfilesregarding this well. We are currently tryingto obtain information on

thiswell
• ARE W17-16

o Packer (PBR) at 10,237
o Top of cement (TOC) at 10,371 (7-5/8" casing)
o Tubing Pressure 0#
o Casing Pressure 0#
o Fluid Level 8400' from Surface
o The tubingis tied into the 5" liner witha PBR at 10,237. There is a 13-3/8" casing string

set at 2526', a 9-5/8" casing string set at 10701', and a 7" tie-backcasing string set at
10237'. These three casing strings are protecting the ground waters.

Page 3 of 3
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MER1T ENERGY COMPANY

Anschutz Ranch East Unit
API Tubing Casing STATUS Static Fluid

WELLS Number Pressure Pressure ON / OFF Static BHP Level
1 ARE# W20-06 43-043-30159 100 200 Shut In 1835 7500-9000'

2 ARE# W31-04E 43-043-30165 1200 0 Shut in ?
3 ARE# W36-10 43-043-30227 100 0 Shut In 3042 7500-9000'
4 ARE# W36-08 43-043-30167 100 100 Producing 2844 6000-7500'

Wells with returned Sundry Notices and a tached requirement sheet dated 6 ovember 19, 20 13

1 ARE# W21-04 43-043-30135 1850 450 Shut In 4130 12000'Champlin372
2 Amoco #C-1 43-043-30143 0 0 Shut In ? ?
3 ARE# W16-06 43-043-30138 0 0 Shut In ? ?
4 ARE# WO1-12 43-043-30271 600 0 Shut In 4181 7500-9000'
5 ARE# W30-02 43-043-30218 0 0 Shut in
6 ARE# W36-14 43-043-30255 2200 1500 Shut In 3420 Perfs
7 ARE# W30-06 43-043-30273 0 0 Shut In 2397 6000-7500'
8 ARE# W20-02 43-043-30228 100 100 Shut In ? ?
9 ARE# W30-13 43-043-30279 900 0 Shut In 3030 7500-9000'

10 ARE# W19-16 43-043-30204 1400 0 Shut In 2645 Perfs
11 ARE# W20-04 43-043-30238 0 0 Shut In ? ?
12 ARE# W31-12 43-043-30190 20 450 Shut In 3494 4500-6000'
13 ARE# WO1-04 43-043-30270 Shut In 4505 7500-9000'
14 ARE# W11-01 43-043-30277 1300 50 Shut in 4575 6000-/500'
15 ARE# W20-03 43-043-30291 1800 75 Shut in

___10500'

16 ARE# W16-14 43-043-30096 0 800 Shut In 4570 6000-7500'
17 ARE#16-12 43-043-30231 0 0 Shut In 4781 1500-3000'

18 #B-1A 43-043-30168 0 0 Shut In ? ?
19 ARE# W17-16 43-043-30176 1100 0 Shut In 4734 3000-4500'
20 ARE# E21-14 43-043-30130 200 150 Producing 3926 Perfs

RECEIVED
FEB2 O2004

DIV.0F OIL,GAS&
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MERIT ENERGY COMPANY

Anschutz Ranch East Unit
API Tubing Casing STATUS Static Fluid

WELLS Number Pressure Pressure ON / OFF Static BHP Level
1 ARE# W20-06 43-043-30159 100 200 Shut In 1835 7500-9000'
2 ARE# W31-04E 43-043-30165 1200 0 Shut in ? ?
3 ARE# W36-10 43-043-30227 100 0 Shut In 3042 7500-9000'
4 ARE# W36-08 43-043-30167 100 100 Producing 2844 6000-7500'

Wells with returned Sur dry Notices and a tached requirem int sheet dated 6 ovember 19, 20 13
1 ARE# W21-04 43-043-30135 1850 450 Shut In 4130 12000'

,de champlin372 )1,5-0 Q #MS (,6 W •

Amoco #,C-1 43-043-30143 0 0 Shut In ? ?
o * 3 ARE# W16-06 43-043-30138 0 0 Shut In ? ?

4 ARE# WO1-12 43-043-30271 600 0 Shut In 4181 7500-9000'
5 ARE# W30-02 43-043-30218 0 0 Shut In ? ?
6 ARE# W36-14 43-043-30255 2200 40

1500 Shut I 3420 Perfs
7 ARE# W30-06 43-043-30273 0

. O Shut In 2397 6000-7500'
8 ARE# W20-02 43-043-30228 100 100 Shut In ? ?
9 ARE# W30-13 43-043-30279 900 0 Shut in 3030 7500-9000'

10 ARE# W19-16 43-043-30204 1400 0 Shut In 2645 Perfs
11 ARE# W20-04 43-043-30238 0 0 Shut In ? ?
T2 ARE# W31-12 43-043-30190 '

20 450 Shut In 3494 4500-6000'
13 ARE# WO1-04 43-043-30270 Shut in 4505 7500-9000'
14 ARE# W11-01 43-043-30277 1300 50 Shut In 4575 6000-7500'
15 ARE# W20-03 43-043-30291 1800 75 Shut In 3890 10500'
16 ARE# W16-14 43-043-30096 0 800 Shut In Ÿerk L 2- 4570 6000-7500'
17 ARE#16-12 43-043-30231 0 0 Shut in 4781 1500-3000'champlin387 Two
18 #B-1A 43-043-30168 0 0 Shut In ? ?
19 ARE# W17-16 43-043-30176 1100 0 Shut In 4734 3000-4500'
20 ARE# E21-14 43-043-30130 200 150 Producing 3926



From: Mike Mercer <Mike.Mercer@meritenergy.com>
To: "Dustin Doucet" <dustindoucet@utah.gov>

Date: 4/7/2005 3:12:05 PM
Subject: Re: SI/TA integrity questions

On the W16-14, the production foreman did have to replace the gauge to get
the new (correct) reading.

On the W17-16, the pressures and fluid levels were actually takenoff of a
swab report (theydid not get "static" readings), which explains why the
fluid level (and tubingpressure) was so much lower.

Hope this takes care of you, if not, please call.

Thanks

Michael L. Mercer
Engineering
Merit Energy Company
13727 Noel Road, Suite 500
Dallas, TX 75240
(972) 628-1550 Direct
(972) 960-1252 Fax

"Dustin Doucet"
<dustindoucet@uta

h.gov> To
<Mike.Mercer@meritenergy.com>

03/11/2005 04:14 cc
PM

Subject
Re: SI/TA integrity questions

Mike,

Thanks for the info. A couple more questions. On the 16-14 and 17-16
do you figure the readings or guages were incorrect last year or is
theirsome other reason for the change in pressures?



Düstin Doucet - Re: SI/TA integrgues ' s Page 2

>>> Mike Mercer <Mike.Mercer@meritenergy.com> 03/11/05 1:48 PM >>>

Dustin,

Sorry it has taken me so long to get back with you...in response to
your
email, most are easily explained...(see below in red)

Regarding the W30-14, we are installing ESPs on either side of this
well,
we have a service company designing gas liftfor this well and are
evaluating a reactivation following the ESP installations. Ifwe do
not
have the well reactivated in the next couple of months, Iwillprovide
you
with the wellbore diagram, pressures, and fluid level.

Let me know if you need anything else. Thanks

Michael L. Mercer
Engineering
Merit Energy Company
13727 Noel Road, Suite 500
Dallas, TX 75240
(972) 628-1550 Direct
(972) 960-1252 Fax

"Dustin Doucet"

<dustindoucet@uta

h.gov>
To

<mike.mercer@meritenergy.com>

02/16/2005 04:04
cc

PM

Subject
SI/TA integrity



Dustin Doucet - Re: SI/TA integrity ques s Page 3

Mike,

I finally looked at the packet you provided us at our January 10th
meeting and had questions that you may be able to answer on four
wells.
My questions deal withpressure and fluid level changes that I didn't
have enough info to explain why they changed. Also, Iwant to give
you
a heads up that another well came on to the SIlTA list thisyear. It
is
the ARE W 30-14 (API 43-043-30185). A similar planlintegrity scenario
will have to be followed on thiswell as we've done with the current
SIITA wells. The four wells that I had questions on are as follows:

Champlin 372 - Tbg pressure went from 0 last year to 1250 psi this

ARE W 36-14 - Tbg pressure went from 2200 to 400 psi, csg pressure
went -

from 1500 to O WE PULLED THE OLD PKR, RAN ÁTEST PKR, ÑÑÄŠdED TESTED,

làÁVE HAD PfÏOBLEMS, BUT WE HÀVE ESTABLISHED COMMERCIAL
RB DUCTION)

ARE W 16-14 - Tbg pressure went from 0 to 1500 psi, csg pressure did
stay constant at ~ 850psi which is probably good, although pressure on
the backside doesn't make me feel all warm and fuzzy WE HAVE NOT DONE
ANYTHING

ARE W 17-16 - Tbg pressure went from 1100 to O psi, FL went from 4000'
to 8400' opposite of what you would expect hydrostatically based off
of
the pressure change SWAB IESTED 2004 (FUTUREESP1NSTAt LATTON)

All in all I don't have a lot of concern for lack of integrity, but if
you could provide me with some explanations as to why some of these
changes occured on these 4 wells, Iwould appreciate it. The good
news
is that you are reactivating twoof the four wells thisyear.
Hopefully, thisemail makes some sense. Give me a call if you like
and
we can discuss or respond via email. Thanks.

Dustin

Dustin Doucet
Petroleum
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MERIT ENERGY COMPANY

13727 Noel Road Suite 500 Dallas, Texas 75240

Ph 972.701.8377 Fx 972.960.1252 www.meritenergy com

November 10, 2004

State of Utah - Department of Natural Resources
Divisionof Oil, Gas, & Mining
Attn: Mr. Dustin Doucet
PO Box 145801
Salt Lake City, UT 84114-5801

Dear Mr. Doucet:

In a letter dated February 13, 2004, Merit Energy Company informed the DOGM of plans toreactivatetwenty-four(24) shut-in wells. Based on this information, on March 5, 2004, the DOGM granted Meritashut-in extension until January 1, 2005. In April, the engineer working the Anschutz Ranch East
(Anschutz) field left Merit. He was replaced by a second engineer thatleft Merit in August. As a resultof
this tumover,there has been no continuity at Anschutz. Regretfully, Merit will not have these wells
reactivatedbyJanuary 1, 2005.

I tookover as the Operations Engineer at Anschutz in August. On October 6, 2004, I called to discuss
thissituation with you. You requested thatMerit submit a letter stating what work has been completed
as well as our future plans.

The largest problem at Anschutz is water. Several wells have loaded up and died as a result of water
production. Merit has been investigating several methods to remove the water and reestablish
commercialgas production.

"Co-production"
As outlined in the February letter, Merit had plans to attempt "co-production" at Anschutz. "Co-
production" is simplyutilizing an electric submersible pump (ESP) to remove the water. Our first test
candidate was the ARE W36-10. On July 15, 2004, we started the ESP. To date, results have been
exceptional.The maximumgas rate thatwe have seen is 355 mcfd.This is more thanenough tojustify
thecost of the installation. Average production has been 200 mcfdand 1200 bwpd.

The onlydrawback to "co-production"is installing power to location. Without knowing how the wellwill
perform, Merit is hesitant to invest the capital upfront for power installation. Additionally, it took the
power companyapproximately six months toperform the installation.

Although Merit is pleased with the results of "co-production", we have developed a new plan. We are
currentlypreparing a generator to provide temporarypower to location. Future installations willbe
performed on a temporarybasis. If thewellproves to be a success, an order for permanent power will
be placed withthe power company. This allowsMerit the flexibilityto test several shut-inwells without
spending unnecessary capital.

We are currentlyin the process of preparing the ARE W16-06 for an ESP installation. Additional wells
thatare currently identified for potential ESP installations are theARE W30-02, W30-06, W30-13, and
W36-14. Merit anticipates having these wells tested during 2005. Further installations will be
determined based on thesuccess of theabove mentionedwells.

RECEIVED
NOV12 2004

t.,GAS&
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Capillary Strings
Merit has also begun utilizingcapillarystrings to inject soap downhole to assist the well in liftingthe
produced water. We currently have five (5) capillarystrings in service at Anschutz and are planning on
installing four (4) more before theend of theyear.

Gas Lift
Although gas liftis not new toAnschutz, Merit has been tryingto extend its capabilities.Our first hurdle
regarding gas liftis obtaining additional liftgas capacity.We currently utilizesales gas for gas lift.Based
on our current compression, we are limited to 4 mmcfdof liftgas. In additionto increasing our gas lift
capability, Merit is exploring the idea of utilizingnitrogen for gas lift.

With that being said, we currentlyhave seventeen wells capable of beinggas lifted. Due to our limited
liftgas capacity,only six (6) wellsare currently being gas lifted.

Additionally, Merit is working with several service companies to exploreways to gas liftfrom below the
packer. There are several wells at Anschutz that have one to twothousandfeet of pay. As a result,
conventionalgas liftmay or may not be effective.We have triedone method of gas liftingfrom belowthe packer and the results are great. However, this method is not a "cure-all". It willonly workon select
wells. We willcontinueto look for wells capable of being lifted in thismanner. We are in the process of
identifying a candidate to test another method of gas liftingfrom below the packer. As soon as thewell
is identified, the installation willbe performed.

While Merit is stillin the early phase of developing completion techniquesto adequately produce the
wells at Anschutz, we are making great progress. We have had to think"out-of-the-box" to come up
with creative ways to remove the water and increase the gas and are exhausting all resources to
improve production and reduce idle wellbores.

I have attached the February 13 letter as well as our current plans for the24 wells.

If you have any questions or require additionalinformation, please contact me at (972) 628-1550 or
electronically at mike.mercer@meritenergy.com.

Sincerely,

Michael L. Mercer
Operations
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13727 Noel Road, Suite 500
Dallas, TX 75240
Ph: 972-701-8377 Fx: 972-960-1252

MER I T ENERGY COMP A NY www.meritenergy.com

Date: February 13,2004

Subject· Extended Shut-in wells in the Anschutz Ranch East Field

Dear Mr. Doucet:

In response to your letter dated January 22, 2004, I would like to submit the attached supporting documentation
regarding our extended shut-in wells. Merit Energy Company purchased an operating interest in the Anschutz RanchEast Unit from BPProduction Company effective July 1, 2003, and has spent the last seven months evaluating theproduction capability of all active and inactive wells in the field. This process has resulted in workovers that have
reestablished production in several of these wells, and revealed future opportunities for allof theothers. Here is aquick synopsis of our plans for each well.

• ARE W20-06- Workover is planned to immediately reactive thiswell by running smaller tubing,and puttingthe well on gas lift. Should be reactivated by mid year 2004.
• ARE W31-04- BP attempted a directional reentry of this wellbore in 2001, during which timethe drill pipe

was inadvertently cemented in the horizontal section of the wellbore. Merit is investigating methods to
effectively stimulate this wellbore and return it to production. If unable to do so, it wiß be plugged.

• ARE W36-10- This well will be the first test candidate for an experimental production method for artificial
lifting gas wens. An electric submersible pump will be run in this well in thenext couple of months in an
attempt to reestablish production by removing large volumes of water from the formation. If this project is
successful it could lead to the reactivation of virtually every inactive well in the field. The project is
approved internally, and we are waiting on equipment and supplies before mobilizing a service rig.

• ARE W36-08- This well has been reactivated following a workover last fall. A sundry notice was filed and
approved by the Utah Oil and Gas Commission.

• ARE W21-04- Surface tubingpressure indicates this well may be capable of producing again. However
attempts to return this well to production with the current wellbore configuration have not been successful.
Merit plans to install smauer tubing and gas lift on this well. If that is unsuccessful, this well is also a
candidate for an electric submersible pump installation. If all attempts to reactivate the Nugget formation fail,
this well is a recompletion candidate in the Twin Creek formation.

• Champlin 372 C-1- This well is capable of producing for a few days at a time, but quickly loads up with
water and dies. Again, this well is a candidate for an electric submersible pump installation, or may be used
as a salt water disposal well if additional capacity is needed due to the ESP program.

• ARE W16-06- This well will have an electric submersible pump installed if the program is successful.
Otherwise it will be plugged.

• ARE WO1-12-This well will have an electric submersible pump installed if the programis successful. It is
also considered for an uphole recompletion.

• ARE W30-02- An attempt was made to return this well to production last fall, but was unsuccessful dueto
high water production. Pending the success of theW36-10, this well will also have an electric submersible
pump installed.

• ARE W36-14- This well will have an electric submersible pump installed if the program is successful. It is
also considered for an uphole recompletion.

• ARE W30-06- This well will have an electric submersible pump installed if the program is successful. It is
also considered for an uphole recompletion.

• ARE W20-02- A workover has been approved internally to reactivate thiswell, and should begin in the next
few weeks A sundry notice was filedand approved by the Utah Oil and Gas Commission.

• ARE W30-13- This well will have an electric submersible pump installed if the program is successful. It is
also considered for an uphole recompletion.

• ARE W19-16- This well will havean electric submersible pump installed if theprogramis successful. It is
also considered for an uphole recompletion.



• ARE W20-04-This w have an electric submersible pump installe the program is successful. It is
also considered for an uphole recompletion.

• ARE W31-12- An attempt was made to reactivate this well in late 2003, but was unsuccessful. A sundry
notice was filed and approved by the Utah Oil and Gas Commission. An uphole recompletion in the Twin
Creekformation is planned and will be completed in the next few months.

• ARE WO1-04-This well will have an electric submersible pump installed if theprogram is successful. It is
also considered for an uphole recompletion.

• ARE W11-01- This well will have an electric submersible pump installed if the program is successful.
Otherwise it will be plugged.

• ARE W20-03- This well will have an electric submersible pump installed if theprogram is successful. It is
also considered for an uphole recompletion.

• ARE W16-14- This well will have an electric submersible pump installed if the program is successful. It is
also considered for salt water disposal well if additional capacity is needed.

• ARE W16-12-This well will have an electric submersible pump installed if theprogram is successful. It is
also considered for salt water disposal well if additional capacity is needed.

• Champlin 387 B-1A- Merit Energy is in theprocess of obtaining records from BP for thiswell. Once
historical information is obtained, we will evaluate all feasible methods to return this well to producing status.
Otherwise it will be plugged.

• ARE W17-16- This well will have an electric submersible purop installed if the program is successful. It is
also considered for salt water disposal well if additional capacity is needed.

• ARE E21-14- This well was returned toproducing status on 12/19/03.

In addition to this information, I have enclosed pressure data for all wells, and a wellbore schematic for all wells
except the Champlin 387 B-1A. The static bottom hole pressures and static fluid levels were collected in September
2003 with bottom hole gauges. If you need any further information, please contact me at 972-628-1651 or
electronically at lance.taylor meritenergy.com.

Operations Engineer

Cc: Rusty Ginnetti
Arlene Valliquette
Dennis Longwell

Attachments: (1) page of pressure data, (23) wellbore schematics



Well Name API Lease Type Years inactive
1 ARE W20-06 43-043-30159 Fee 1 Year 2 Months
2 ARE W31-04E 43-043-30165 Fee 1 Year 3 Months
3 ARE W36-10 43-043-30227 Fee 1 Year 3 Months
4 ARE W36-08 43-043-30167 Fee 1 Year 7 Months

Wells with returned Sundry Notices and attached equirement sheet dated November 19, 2003
1 ARE W21-04 43-043-30135 Fee 1 Year 10 Months
2 Champlin 372 Amoco C1 43-043-30143 Fee 1 Year 11 Months
3 ARE W16-06 43-043-30138 Fee 1 Year 11 Months
4 ARE WO1-12 43-043-30271 Fee 2 Years 4 Months
5 ARE W30-02 43-043-30218 Fee 3 Years 2 Months
6 ARE W36-14 43-043-30255 Fee 4 Years 5 Months
7 ARE W30-06 43-043-30273 Fee 5 Years 4 Months
8 ARE W20-02 43-043-30228 Fee 5 Years 4 Months
9 ARE W30-13 43-043-30279 Fee . 5 Years 6 Months
10 ARE W19-16 43-043-30204 Fee 5 Years 8 Months
11 ARE W20-4 43-043-30238 Fee 6 Years 3 Months
12 ARE W31-12 43-043-30190 Fee 7 Years 3 Months
13 ARE WO1-04 43-043-30270 Fee 7 Years 4 Months
14 ARE W11-01 43-043-30277 Fee 7 Years 4 Months
15 ARE W20-03 43-043-30291 Fee 8 Years 1 Month
16 ARE W16-14 43-043-30096 Fee 8 Years 1 Month
17 ARE 16-12 43-043-30231 Fee 8 Years 3 Months
18 Champlin 387 B1A 43-043-30168 Fee 8 Years 6 Months
19 ARE W17-16 43-043-30176 Fee 8 Years 7 Months
20 ARE E21-14 43-043-30130 Fee 10 Years 8 Months

Attachment
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• ARE W20-06 - worked over in 2004, selectively swab tested individual zones. Installed
gas lift (GL) equipment. Currently intermittently producing when liftqas is available.

• ARE W31-04 -.no immediate plans, will evaluate for reactivation.
• ARE W36-10 - installed ESP. The well is producing.
• ARE W36-08 - the well was reactivated in the fall of 2003. A capillary string was installed

in September 2004. The well is producing.
• ARE W21-04 - worked over in 2004. Installed GL equipment. Currently intermittently

producing when lift gas is available.
CHAMPLIN 372 C1 - swabbed in October 2004. Swab results were encouraging. There
are no production facilities or flowlines in place. We are in the process of purchasing a
gas testingunit. Once the unit is in our possession, we willflow test thiswell and evaluate
the economics of installing surface facilities.

• ARE W16-06 - swabbed in November 2004. Currently sizing ESP and reconditioning
generator for test. Anticipate having ESP running by end of the year.

• ARE WO1-12 - no immediate plans, willevaluate for reactivation.
• ARE W30-02 - plan to install ESP in 2005 for test.
• ARE W36-14 - plan to install ESP in 2005 for test.
• ARE W30-06 - plan to install ESP in 2005 for test.
• ARE W20-02 - worked over in 2004. Installed GL equipment. Currently intermittently

producing when liftqas is available.
• ARE W30-13 - plan to install ESP in 2005 for test.
• ARE W19-16 - no immediate plans, willevaluate for reactivation.
• ARE W20-04 - no immediate plans, willevaluate for reactivation.

ARE W31-12 - plan to test the Nugget, if unsuccessful, willattempt a Twin Creek
completion.

• ARE WO1-04 - no immediate plans, will evaluate for reactivation.
• ARE W11-01 - no immediate plans, willevaluate for reactivation.
• ARE W20-03 - no immediate plans, willevaluate for reactivation.
• ARE W16-14 - no immediate plans, willevaluate for reactivation.
• ARE W16-12 - no immediate plans, willevaluate for reactivation.
• CHAMPLIN 387 B1A - no immediate plans, will evaluate for reactivation.
• ARE W17-16 - no immediate plans, will evaluate for reactivation.
• ARE E21-14 - the wellwas reactivated in December 2003. The well is
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JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah April 8, 2005

Department of
Natural Resources

MICHAEL R. STYLER Merit Energy CompanyExecutive Director
Attn: Michael L. Mercer

Division of 13727 Noel Road, Suite 500
Oil, Gas & Mining Dallas, Texas 75240

MARY ANN WRIGHT
Acting Division Director

Re: Approval for Extension of Shut-in or Temporarily Abandoned Status for Wells
on Fee or State Leases

Dear Mr. Mercer:

The Division of Oil, Gas and Mining (the "Division") is in receipt of your
letters dated November 10, 2004 (received by the Division on November 12, 2004)
and January 7, 2005 (received by the Division on January 10, 2005) in regards to the
twenty-four (24) shut-in wells operated by Merit Energy Company ("Merit"). The
Division understands that six of these wells were put back into production in 2004.
Merit's original plan was to return all twenty-four wells to production in 2004.
Because of power restrictions, etc., Merit was unable to achieve that target. It is now
the Division's understanding that Merit plans to return seven more wells to production
in 2005 by installing an ESP. The Division understands that Merit is also
investigating other methods to assist in lifting the water (e.g. capillary strings).
Depending on the success of the wells with ESP's installed, the wells currently on Gas
Lift, and the success of the other methods, the remaining 11 wells will either be
plugged or put into production.

Based on the submitted information and plan of action, the Division approves
your request for extended SI/TA for the eighteen (18) remaining SI/TA wells (see
attachment A) until January 1, 2006. The operator should continue to monitor the
wells by documenting pressures and fluid levels on a periodic basis. Any significant
change in pressure or fluid level should be reported to the Division immediately.
Remedial action may be necessary.

In addition to the twenty-four wells mentioned above, Merit also has one new
well for 2005 that requires approval for extended SI/TA. The well is the ARE W30-
14 (API # 43-043-30185). Our records indicate that this well has been SI/TA since
February of 2003. Merit must submit their future plans for this well and information
that demonstrates the well has integrity and is not a risk to public health and safety or
the environment (R649-3-36-1.1 to 1.3).

1594 WestNorth Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 •
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Merit Energy Company
April 8, 2005

The required information should be submitted to the Division within 30 days
of the date of this letter or further actions may be initiated. If you have any questions
or need additional assistance in regards to the above matters please contact me at
(801) 538-5281.

ncerel

Dustin oucet
Petroleum Engineer

DKD:je
Attachment
cc: Well



ATTACHMENT A

Well Name API Lease Type Years Inactive
1 ARE W31-04E 43-043-30165 Fee 2 Year 3 Months
2 Champlin 372 Amoco C 1 43-043-30143 Fee 2 Year 11 Months
3 ARE W16-06 43-043-30138 Fee 2 Year 11 Months
4 ARE WO1-12 43-043-30271 Fee 3 Years 4 Months
5 ARE W30-02 43-043-30218 Fee 4 Years 2 Months
6 ARE W36-14 43-043-30255 Fee 5Years 5 Months
7 ARE W30-06 43-043-30273 Fee 6 Years 4 Months
8 ARE W30-13 43-043-30279 Fee 6 Years 6 Months
9 ARE W19-16 43-043-30204 Fee 6 Years 8 Months
10 ARE W20-04 43-043-30238 Fee 7 Years 3 Months
11 ARE W31-12 43-043-30190 Fee 8 Years 3 Months
12 ARE WO1-04 43-043-30270 Fee 8 Years 4 Months
13 ARE W11-01 43-043-30277 Fee 8 Years 4 Months
14 ARE W20-03 43-043-30291 Fee 9 Years 1 Month
15 ARE W16-14 43-043-30096 Fee 9 Years 1 Month
16 ARE W16-12 43-043-30231 Fee 9 Years 3 Months
17 Champlin 387 B1A 43-043-30168 Fee 9 Years 6 Months
18 ARE W17-16 43-043-30176 Fee 9 Years 7



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER' Executive Director

JON M. HUNTSMAN, JR.
ÛÎVÎSÎOn of Oil, Gas and Mining

Governor JOHN R. BAZA

GARY R. HERBERT
Division Director

Lieutenant Governor

August 26, 2008

CERTIFIED MAIL NO. 7004 2510 0004 1824 6053

Mr. Michael Mercer 46 MS SÖ GS
Merit Energy Company |W) $¶(') ) Â
13727Noel Road, Suite 500
Dallas, TX 75240

Re: Third Notice of Extended Shut-in and Temporarily Abandoned Well Requirements for
Fee or State Leases

Dear Mr. Mercer:

As of July 2008, Merit Energy Company has fifteen (15) Fee Lease Wells that are in non-
compliance with the requirements for extended shut-in or temporarily abandoned (SI/TA) status
(see attachment A). All wells SI/TA beyond twelve (12) consecutive months require the filing of
a Sundry Notice in accordance with R649-3-36-1 for Utah Division of Oil, Gas & Mining
("Division") approval. Wells with five (5) years non-activity or non-productivity shall be
plugged, unless the Division grants approval for extended shut-in time upon a showing of good
cause by the operator (R649-3-36-1.3.3).

On January 22, 2004 the Division notified Merit by certified mail 24 wells were on the
SI/TA list. Merit responded by letters of February 13, 2004, November 10, 2004, and January 5,
2005, with evaluation plans for each of the 24 wells. By the time an extension of SI/TA status
was granted to Merit by the Division on April 8, 2005, six of the original 24 wells had been
returned to production.

To date, 10 of the original 24 wells remain as SI/TA. Two wells were producing briefly
in 2005 but have since returned to SI/TA status. These wells are listed as number 8 and number
10 on Attachment A. Two additional wells (ARE W36-08 API# 43-043-30167 & ARE 29-04
ST1 API# 43-043-30129) were producing briefly for 3 months in 2007, but are now showing as
SI, and will soon be added to this list.

Five (5) new wells have been added to the current list. These are the wells numbered 11
through 15 on Attachment A

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340• facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.goy OIL, GAS &
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August 26, 2008
Mr. Mercer

Please submit your plans to produce or plug these wells to DOGM within 30 days of this
notice or a Notice of Violation (NOV) will be issued.

For extended SI/TA consideration of each well on the SI/TA list, the operator shall
provide the Division with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1).
2. The length of time the well is expected to be SI/TA (R649-3-36-1.2), and
3. An explanation and supporting data if necessary, showing the well has integrity,

meaning that the casing, cement, equipment condition, static fluid level, pressure,
existence/or absence of Underground Sources of Drinking Water, and other
factors do not make the well a risk to public health and safety or the environment
(R649-3-36-1.3).

Submitting the information suggested below may help show well integrity and may help
qualify your well for extended SI/TA. Note: As of July 1, 2003, wells in violation of the SI/TA
rule R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3).

1. Wellbore diagram, and
2. Copy of recent casing pressure test, and
3. Current pressures on the wellbore (tubing pressure, casing pressure, and

casing/casing annuli pressure) showing wellbore has integrity, and
4. Fluid level in the well bore, and
5. An explanation of how the submitted information proves integrity.

If the required information is not received within 30 days of the date of this notice, further
actions will be initiated. If you have any questions concerning this matter, please contact me at
(801) 538-5281.

Dustin K. Doucet
Petroleum Engineer

JP/js
Attachment
ec: Well File

Operator Compliance



ATTACHMENT A

Well Name API Lease Type Years Inactive
1 CHAMPLIN 387 B1A 43-043-30168 Fee 14 Years 3 Months
2 ARE W16-12 43-043-30231 Fee 12 Years 11 Months
3 ARE W16-14 43-043-30096 Fee 12 Years 9 Months
4 ARE W31-12 43-043-30190 Fee 11 Years 11 Months
5 ARE W31-04E 43-043-30165 Fee 5 Years 10 Months
6 CHAMPLIN 372 AMOCO C 1 43-043-30143 Fee 6 Years 8 Months
7 ARE W16-06 43-043-30138 Fee 3 Years 1 Month
8 ARE W20-06 43-043-30159 Fee 2 Years 10 Months
9 ARE W17-16 43-043-30176 Fee 1 Year 9 Months
10 ARE W20-02 43-043-30228 Fee 2 Years OMonths

Newly Added
11 AREW20-12 43-043-30220 Fee 2 Years 3 Months
12 ARE W31-06 43-043-30217 Fee 1 Year 5 Months
13 ARE W31-08 43-043-30164 Fee 1 Year 6 Months
14 ARE W36-16 43-043-30157 Fee 1 Year 3 Months
15 ARE E28-06 43-043-30226 Fee 1 Year 1



State of Utah
DEPARTMENT OF NATURAL RESOURCES

, MICHAEL R. STYLER
-. ..,---" ExecutiveDirector

JON M. HUNTSMAN, JR.
ÛÍVÍSion of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

January 21, 2009

Mr. Nicholas Tunnell
Merit Energy Company
13727 Noel Road, Suite 500
Dallas, TX 75240

Subject: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or State
Leases dated August 26, 2008.

Dear Mr. Tunnell:

The Division of Oil, Gas and Mining (the Division) is in receipt of your letter dated
October 17, 2008 in regards to the fifteen (15) shut-in or temporarily abandoned (SI/TA) Fee
Lease Wells (Attachment A) operated by Merit Energy Company (Merit).

The Division does not object to the proposed work on the said wells. Several of the
wells listed look as though they may have integrity. However, due to insufficient evidence the
Division is unable to grant extended SI/TA status for these wells. Not enough data was received
per R649-3-36 providing proof of integrity or lengths of time wells are expected to be shut-in.
The Divisions preferred method of demonstrating well integrity is to perform an MIT. Please
submit the necessary information to bring these wells back into compliance. Please note,
approval will be necessary prior to continuing with the planned work for these wells.

Please submit an individual sundry for each well along with required information to
help expedite approval and documentation processes. If the required information is not received
within 30 days of the date of this notice, further actions may be initiated. If you have any
questions concerning this matter, please contact me at (801) 538-5281.

incerely,

Dustin K. Doucet
Petroleum Engineer

DKD/JP/js
Enclosure
cc: Well Files UTAH

Compliance File DNRN:\O&G Reviewed Docs\ChronFile\PetroleumEngineer\SITA

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 • wwwogm.utah.gov OIL, GAS &



ATTACHMENT A

Well Name API Lease Type Years Inactive
1 CHAMPLIN 387 B1A 43-043-30168 Fee 14 Years 3 Months
2 ARE W16-12 43-043-30231 Fee 12 Years 11 Months
3 ARE W16-14 43-043-30096 Fee 12 Years 9 Months
4 ARE W31-12 43-043-30190 Fee 11 Years 11 Months
5 ARE W31-04E 43-043-30165 Fee 5 Years 10 Months
6 CHAMPLIN 372 AMOCO C 1 43-043-30143 Fee 6 Years 8 Months
7 ARE W16-06 43-043-30138 Fee 3 Years 1 Month
8 ARE W20-06 43-043-30159 Fee 2 Years 10 Months
9 ARE W17-16 43-043-30176 Fee 1 Year 9 Months
10 ARE W20-02 43-043-30228 Fee 2 Years 0 Months
11 ARE W20-12 43-043-30220 Fee 2 Years 3 Months
12 ARE W31-06 43-043-30217 Fee 1 Year 5 Months
13 ARE W31-08 43-043-30164 Fee 1 Year 6 Months
14 ARE W36-16 43-043-30157 Fee 1 Year 3 Months
15 ARE E28-06 43-043-30226 Fee 1 Year 1



MERIT ENERGY COMPANY
13727 Noel Road · Suite 500 - Dallas, Texas 75240
Ph 972.701.8377 · Fx 972.960.1252 www.meritenergy.com

October 17, 2008

State of Utah - Department ofNatural ResourcesDivisionof Oil, Gas, &Mining
Attn: Mr. Dustin Doucet
PO Box 145801
Salt Lake City,UT 84114-5801

Dear Mr. Doucet:

In response to your letter dated August 26, 2008, I would like to submit the attached supportingdocumentation regarding our extended shut-in wells.
Enclosed, please find a summarysheet withMeritEnergy Company's future plans for each of the wellslisted in your letter, a sheet withexplanationsand supporting data showing each well'sintegrity, as wellas wellborediagrams for thesubject wells.

If you have any questions or wish to discuss thisfurther, please contact me at (972) 628-1084 orelectronically at nick.tunnell@meritenergy.com.
Sincerely,

NicholasR. Tunnell
Operations Engineer
MeritEnergy



UTAH DOGM - SI WELL LIST

• CHAMPLIN 387 B1A- Plan to P&A well in March2009 due to availability of rig. ÑA1

ARE W16-12 - Plan to run slicklineto verify PBTD, swab test Nugget to evaluate
potential, if unsuccessful, will attempt a Twin Creek completion.

ARE W16-14 - Plan to run slickline to verify PBTD, swab test Nugget to evaluate
potential, if unsuccessful, will attempt a Twin Creek completion.
ARE W31-12 - Plan to swab test the Nugget, if unsuccessful, willattempt a Twin Creek
completion.

ARE W31-04 - Plan to swab test Nugget, if unsuccessful, willattempt a Twin Creek
completion.

O CHAMPLIN 372 C1 - Swabbed in October 2004. Swab results were encouraging. There i
are no production facilities or flowlines in place. Merit is in the process of tryingto buy a y
flowline in the area to tie into, at which point Merit willattempt to reactivate the ell in the
Nugget or attempt a Twin Creek completion. 4 N L

• ARE W16-06 - Ran ESP in the well, unsuccessful due to water volumes, will attempt a
Twin Creek completion. ( 56r o /

0 ARE W20-06 - Tested upper zone of Nugget in 2004, unsuccessful, plan to drill out
cement & ClBP and produce lower zone.

ARE W17-16 - SI due to availabilityof gas liftgas, gas is available, plan to kick well off
withgas lift, ifunsuccessful, willattempt a Twin Creek completion.
ARE W20-02 - Installed conventional gas lift, unsuccessful, plan to run survey to
evaluate reverse gas lift potential, if unsuccessful, willattempt Twin Creek completion.

• ARE W20-12 - Installed conventional gas lift, cycling gas, plan to run survey to evaluate
reverse gas liftpotential, if unsuccessful, willattempt Twin Creek completion.

o • ARE W31-06 - Plan to install reverse gas lift to reactivate well, if unsuccessful, will Ne 5 400
attempt Twin Creek completion. Es 5

• ARE W31-08 - Rig on location, squeezed off casing leak, drilling out cement, pian to
install reverse gas lift to reactivate well, if unsuccessful, willattempt Twin Creek
completion.

• ARE W36-16 - Coil tubing gas liftdesign in the well, plan to pull the coil tubing and instal
reverse gas liftto reactivate well, if unsuccessful, will attempt Twin Creek completion.

• ARE W28-06 - Collapsed casing at 12,678', willattempt a Twin Creek completion.
26 7



UTAHDOGM - SI WELL LIST

Wells to be Reactivated in 2009
• ARE W16-12

o Packer at 10,304
o Top of cement (TOC)at 10,100 (9-5/8" casing)
o Tubing Pressure 50# o o
o Casing Pressure 0# a S po O
o The packer is located below the TOC. The tubingpressure and casing pressure are ex>S oc

different. Therefore, the casing and tubingare not in communication and the groundwaters are protected.
4 A• ARE W16-14

o Packer (PBR) at 10,500 (co b o RA
o Top of cement (TOC) at 9,650 {9-5/8" casing) af o rvA
o Tubing Pressure 1650# M 4 mesd
o Casing Pressure 850# v3 too c3
o The tubingis tied into the 4-1/2" liner witha PBR at 10,500. This is below the TOC for th 00 "

9-5/8" casing string. The tubingpressure and casing pressure are different. Therefore,the casing and tubingare not in communication and the ground waters are protected- µ4• ARE W31-12
o Packer at none NAo Top of cement (TOC) at 10,700

ppo Casing Pressure 100# U-3 4o Fluid Level 1000' from Surface
o There is not a packer or tubingin thiswell. The static fluid level is 1000' from surface.There is a 13-3/8" casing string set at 2846', a 9-5/8" casing string set at 10272', and a 7"tie-backcasing string set at 9919'. These three casing strings are protecting the groundwaters.

• ARE W31-04
2 o 2o Packer at 14,000 yao Top of cement (TOC) at 11,900 was iso 30

o Tubing Pressure 1000# em 4 t2co
o Casing Pressure 0# v3 a
o This well is a horizontal sidetrack. The primary cement Jobon the original production

casing had a TOC at 11,900. The kick-off point for the horizontal leg is below thisdepth.
Additionally, the drill string was cemented in the horizontal section with the TOCestimated to be between 13126 and 13310. Based on the fact that the tubingand casingpressures are different, the twoare not in communication and therefore,the groundwaters are protected.

go• CHAMPLlN 372 C1
coo Packer at 8,320 (MD) 6,648 (TVD)

o Top of cement (TOC) at 4,906
o Tubing Pressure 0#
o Casing Pressure 0#
o The 4-1/2" liner is cemented in place at 5090 (below the TOC)· c p 4• ARE W16-06

NA Nko Packer at none
NA No Top of cement (TOC) at 12,640

o Casing Pressure 0#
o When Merit set a packer in October 2004, we pressure tested the annulus to500 psi andit held. Therefore, the casing has integrity and the ground waters are protected.

• ARE W20-06
o Packer at 12,858'
o Top of cement (TOC) at 9,650' (9-5/8" casing) 2odo 7Zo
o Tubing Pressure 0#
o Casing Pressure 0#

'2eos o c3o When Merit set the packer in June 2004, we pressure tested the annulus to 600 pst and Tiheld. There is a 13-3/8" casing string set at 5411', a 9-5/8" casing string set at 11330',

Page 1 of 2



UTAHDOGM - SI WELL LIST

and a 7" tie-backcasing string set at 10079'. These three casing strings are protectingthe ground waters.
• ARE W17-16 2ef Gå d

o Packer 13,747' Q U °
o Top of cement (TOC) at 10,371' (7-5/8" casing) of o N
o Tubing Pressure 78# oc9 c> a
o Casing Pressure 53# 3 e
o There is a 13-3/8" casing string set at 2526', a 9-5/8" casing string set at 10701', and a 7"tie-backcasing string set at 10237'. These three casing strings are protecting the groundwaters.

y 20
• ARE W20-02

2æ / To Io Packer at 12,646' oo r you eo Top of cement (TOC) at 8,910' (7" casing) p too ao Tubing Pressure 384# 4 c.> 0
o Casing Pressure 310# tuo 7% Oo There is a 13-3/8" casing string set at 5140', a 9-5/8" casing string set at 10934', and a 7"casing string set at 13928'. These threecasing strings are protectingthe ground waters.

• ARE W20-12
o Packer at 12,863'
o Top of cement (TOC) at 10,372' (9-5/8" casing) eco y [yd fiaD

to og O Oo Tubing Pressure 912#
o Casing Pressure 930#
o There is a 13-3/8" casing string set at 5362', a 9-5/8" casing string set at 11245', and a 7"tie-backcasing string set at 10109'. These three casing strings are protecting the groundwaters-

2e y O 10 A• ARE W31-06
SM, 270 &Ao Packer at 10284' žof o qw¶o Top of cement (TOC) at 9996' (7" casing) MN tio 494o Tubing Pressure 0# 2 o3 <o goo Casing Pressure 0#

o There is a 13-3/8" casing string set at 2301', a 9-5/8" casing string set at 10689', and a 7"casing string set at 14033'. These threecasing strings are protecting the ground waters.
• ARE W36-16 2ec T tzoo Oo Packer (PBR) at 10,680 Ax we oo Top of cement (TOC) at 10,172 (7" casing) zo y eco

o Tubing Pressure 1357# es 4 1su oo Casing Pressure 0# L¶ tyo o
o The packer is located below the TOC. The tubing pressure and casing pressure aredifferent. Therefore, the casing and tubingare not in communicationand the groundwaters are protected· 2æ7 N A

• ARE E28-06 gro O Oo Packer at none zoog (to Oo Top of cement (TOC) at 11,900' (7" casing) M 3 2co BTðo Tubing Pressure 0#
o Casing Pressure 0#
o There is a 13-3/8" casing string set at 3988', a 9-5/8" casing string set at 12990', and a 7"tie-backcasing string set at 12313'. These three casing strings are protecting the groundwaters.

Page 2 of 2



WELLNAME: ARE W16-12 FIELD: ANSCHUTZ RANCH EAST
QTR QTR: SEC: 16 TWN: 4N RNG: 8E
COUNTY: SUMMIT ST: UT SPUD DATE:
KB: 7387 GL: 7360 TD: 15112 PBTD: 13395
LASTUPDATED: 10/11/04 BY: MIKE MERCER

CASING DETAILS
PURPOSE SIZE WEIGHT GRADE SET DEPTH
SURFACE 13-3/8" 61-72# S-80, HC-95 4862'
INTERMEDIATE 9-5/8", 9-7/8" 53.5-62.8# S-95, S-105 11757
INTERMEDIATE 7-5/8" 45.3# P-110 F/10852-12102
PRODUCTION 5" 17.93# P-110 F/10473-15105

TUBING DETAILS
DESCRIPTION SIZE WEIGHT GRADE SET DEPTH
KB 27.00
XO 3-1/2" X 2-7/8"
229 JTS 2-7/8" 8.7# PH-6
XO
89 JTS 2-7/8" 8.6# L-80
R-NIPPLE 2.215" 10,272.00
1 JT 2-7/8" 8.7# L-80
BAKER51A2 10,304.00
XO 2-7/8" X 2-3/8"
86 JTS 2-3/8" 4.7# J-55 CS-HYDR
XN NIPPLE 1.875" W/ 1.791 12,981.00
1 JT 2-3/8" 4.7# J-55 CS-HYDR
XO
WL REENTRY 13,015.00
Based on 06/02/35 WBS

WELL HISTORY:
Apr-85 Sqz Z2, perf Z1 & Z2
Aug-86 Sqz upper Z1
Sep-86 Reperf lower Z1 & Z2
Jul-87 PLT run
Jul-89 Opened 9-5/8" casing
Sep-91 Re-sqzd and mechanically isolated upper Z1
May-95 Downsized f/ 3-1/2" to 2-3/8" tubing.Reperf Z1 & upper Z2

TOC @ 12890'

NUGGETPERFS
13130-156, 13166-181
13194-232, 13240-244

NUGGET PERFS
13252-264, 13275-313
13325-344, 13352-376

CICR @ 13420' w/ 25' cmt on top
SQZD PERFS
13394-474, 13480-520
13552-648, 13684-728
13738-750

DVTOOL. 13-3/8" @



WELLNAME: ARE W16-14 FIELD: ANSCHUTZ RANCH EAST
QTRQTR: SEC: 16 TWN: 4N RNG: 8E
COUNTY: SUMMIT ST: UT SPUD DATE:
KB: 7324 GL: 7305 TD: 14050 PBTD: 13516
lAST UPDATED: BRTQif810¾ BY: MIKEMERCER

CASING DETAILS
PURPOSE SIZE WEIGHT GRADE SET DEPTH
SURFACE 13-3/8" 61-68# 2040'
INTERMEDIATE 9-5/8", 9-7/8" 40-62.8# 11091'
INTERMEDIATE 7-5/8" 39# F/10331-11310
PRODUCTION 4-1/2" 13.5# SS-95, P-110 F/10500-14045
PRODUCTION 7" 23-29# F/0-10331

TUBING DETAILS
DESCRIPTION SIZE WEIGHT GRADE SET DEPTH
KB 19.00
1 JT 3-1/2" 12.7# N-80Vam 50.24
PUPJT 3-1/2" 12.7# N-80Vam 56.19
PUPJT 3-1/2" 12.7# N-80Vam 66.27
XO 3-1/2" X 4-1/2" 67.12
323 JTS 4-1/2" 12.7# N-80 Hydril 10,493.23
XO 4-1/2" X 3-1/2" 10,494.00
Sea\ Assembly 10,511.20

Based on 04/07/35 Pulling Report

Baker Model A simplexHangar & Tie back sleeve

Size 80-40 Model G-22 Locator Seal Assembly, Landed w/ 6' out, 11' in
30,000# to pull out of PBR

WELL HISTORY:
PBR @ 10500'

NUGGET PERFS
12816-864, 12890-990
13016-076, 13100-180
13202-250, 13332-376
13400-464, 13500-515
PBTD 13516 (Fill)
CIBP @ 13630



ANSCHUTZ RANCH EAST UNIT W31-12
Summit County, Utah

Location: 640' FWL & 1778' FNL Sec 31-T4N-R8E
Elevation: 7870' GL/ 7890' KB

-- Last Updated by LLT2/12/2004

WELL HISTORY & NOTES13-3/8" Surface Casinq @2846' 2/82 Champlin 458E-3 Spud by Amoco61# J-55 STC (85') 10/27/82 TD @14,418'
48# H-40 STC (1112') 11/30/82 Complete @Zone 3 Producer54.5# K-55 STC (826') Perf 14,210-70' @4 spf & 90° phasing61#J-55 STC (845') Acidize w/ 6,255g 7.5% in 3 wash stagesCmtd w/ 3500 sxs 13.2 ppg 50/50 poz & Perf 13900-56' @4 spf & 90° phasing500 sxs 15.8 ppg class "G" Acidize w/ 5,250g 7.5% & 250# BAF

Set CIBP above all perfs
Production Tubing removed 1/6/04 Perf 13042-578(OA) @4 spf & 90° phasing

Acidize w/ 22,000g 7.5% & 1500# BAF
5/13/82 Squeeze Zone 3 and Reperf7" Production Casing into Tie Back @.9,919'

Sqz w/ totalof 500sx in 3 tries under CICR
23#

SONO905LLTCC(85
3') Drillout al\ to 14,370'

23# S-95 LTC (513') TCP perf 13872-14326 OA @6 spf & 60°
26# N-80 LTC (3303') 10/11/89 Add Zone 2 Perfs
29# N-80 LTC (504') TCP perf 13022-850 OA @6 spf & 60°

Cmtd w/ 200 sxs 15.8 ppg class "G" 12/12/89 Acidize All
Pump 3,000g 15% HCL

4/20/90 Lost spinner tool @14,000'
11/93 convert to Injector9-5/8"x4-1/2" TIW hydr hanger @9,927"

7/16/96 Attempted water shut-off4" IDTlW PBR @9,937"
Dump 10,180# 20/40 sand & 60' cmt (tag @

Missing Re o f
ISPL

t @12,53T9-5/8" Intermediate Casinq 10,272' 12/22/00 Pull tbg and clean out53.5#N-80 LTC (83') Clean out cmt/sand & ClBP down to cmt @43.5# N-80 LTC (520') 13,266'. No tbg in well.40# N-80 LTC (3608')
1/10/01 Run new 3-1/2" tbg43.5# N-80 LTC (1606')

47# N-80 LTC (2204') Caliper shows good csg/liner above 10,318
53.5# N-80 LTC (2191') 11/13/03 Install 2-3/8" tbg

Cmtd w/ 500 sxs 14.2 ppg 50/50 poz & 300 sxs 15.8 Set ClBP @ 13,202' w/ 10' cmt. TCP perf
ppg class "G" 12,854-94' @4 spf. Stimulate entire

Toc Nugget interval w/ propellant sleeves.
Unable to swab down. Suspect cement

7-5/8" Intermediate Liner @ 10,030-11,159' integrity issues. RDMO to evaluate.
45.3# P-110 FL4S 1/6/04 TOH w/ 2-3/8" tbg

Cmtd w/ 600 sxs 16.1ppg class "G" 1/9/04 Ran Pulsed Neutron Log
1/14/04 Ran Cement Mapping Tool

**Allin dications are water influx is via
fra turaesin teheforma ort E aluate

Nuqqat Sand Z1 & Z2 Perfs
12752-72, 12800-20, 12854-94, 12960-80, O

13035-55, 13022-100, 13120-188 O
8 8

CIBP @13,202'wl cmt to 13,190'

Nuqqet Sand Z3 Perfs
13210-72, 13294-402, 13426-94, 13520-78,

13640-720, 13760-850, 13872-956, 13980-98,
14048-141, 14168-270, 14292-326

4-1/2" Production Liner O 9919-14418'
15.1# P-110 LTC

7"x4-1/2" TlW Tie Back Sleeve @9919'
9-5/8"x7-5/8" TlW hydraulic hanger @9927' PBTD: 14,338'
4" ID TlW polished bore recepticle @9937'

Cmt'd w/ 140 sxs 11.0 ppg Dowell "Hi Lift"& 170 sxs 9.0 FISH ,

ppg Amoco "Bubble" (CBL shows poor bond) on TD: 14,418

Printed



WELLNAME: AREW16-06 FIELD: ANSCHUTZ RANCHEAST
QTR QTR: SEC: 16 TWN: 4N RNG: 8E
COUNTY: SUMMIT ST: UT SPUD DATE:
KB: 7344 GL: 7314 TD: 13493 PBTD:
LASTUPDATED: $$¶$QM $ BY: MIKE MERCER

CASINGDETAILS
PURPOSE SIZE WEIGHT GRADE SET DEPTH
SURFACE 13-3/8" 54.5# K-55 1998'
INTERMEDIATE 9-5/8" 40-47# S-95 7999'
INTERMEDIATE 7-5/8" 45.3# P-110 F/7657-12044
PRODUCTION 4-1/2" 13.5# P-110 F/11007-13957

TUBING DETAILS
DESCRIFflON SIZE WEIGHT GRADE SET DEPTH
KB 30.00

Tite Spot
8060-8200

TOL @ 11007

WELL HIETORY:
Oct-81 Perf 13918, sqz w/ 150 s×s. Perf 13835, sqz w/ 100 sxs

Perf 13800, sqz w/ 230 sxs
Perf 13896-908, acidizew/ 12009 7.5% HCL.
Set CICR© 13850, sqz w/ 100 sxs
Perf 13812-830, acidizew/ 1350g 7.5% HCL

Nov-81 Perf 13794-796. Sqz 13794-796, 13812-830 w/ 200 sxs
Perf 13770-780, acidizew/ 500g 7.5% HCL
Perf 13755-780. Sqz 13755-780 w/ 150 sxs

Dec-81 Perf 13792-794. Sqz w/ ??? S×s
NUGGET PERFS Perf 13755-770, acidizew/ 15009 15% HCL
13440-458, 13480-548 Set CICR @ 13687, sqz w/ ??? Sxs
Three cones off bit Jan-82 DOCICRto 13688. Perf 13664-685, acidizew/ 22009 7.5% HCL

Perf 13440-458, 13480-548, 13578-610
CICR @ 13563' Acidize w/ 9000g 7.5% HCL
NUGGET PERFS (SQZD) 08/06/91 Set CICR @13563, sqz w/ 380 sxs
13578-610, 13664-685 08/12/91 Milledtitespot in casing f/ 8060-8200 w/ 6.28" OD taperedmill

08/18/91 Perf 13440-458, 13480-548 thru tubing
CIBP @ 13688' (PARTIAt 04/10/01 TIH w/ 3-3/4" bit, tag fill @13449', DO to 13498
NUGGET PERFS (SQZD) 04/11/01 Lost3 cones offof bit
13755-770, 13770-80 04/13/01 2 magnet runs, no recover(, impression block,circlein center
13792-794, 13794-796 04/20/01 Tag @13498, washover fillto 13508. Rec'd sand.
13800 (SQZ) 04/25/01 SD WO.SI wellw/ 27 landing joint.
13812-830
13835 (SQZ)

CICR @ 13850' OTHER INFORMATION:
NUGGET PERFS (SQZD) PBTD - 13498'. Bottom 50' of perfs are covered up.13896-908
13918



MERIT ENERGY COMPANY

WELLNAME: CHAMPLIN 387 B1A FIELD: ANSCHUTZ RANCH EAST
QTR QTR: SEC: 9 TWN: 3N RNG: 7E
COUNTY: SUMMIT ST: UT SPUD DATE: 10/04/80
KB: 7342 GL: 7327 TD: 8309 PBTD: 7800
LASTUPDATED: 01/11/05 BY: MIKE MERCER

CASING DETAILS
PURPOSE SIZE WEIGHT GRADE SETDEFTH
SURFACE 9-5/8" 32.3# 1412'
PRODUCTION 7" 23, 26# 8299'

TUBING DETAILS
DESCRIPTION SIZE WEIGHT GRADE SET DEPTH
KB 15.00

WELL HISTORY:

WATTON CANYON PERFt
7200-7220
7224-7230, 7248-7256
7268-7274, 7282-7298
7308-7314, 7332-7350
7390-7404, 7432-7446
7500-7520, 7540-7550
CICR @ 7800
7818-7910

CICR @ 7900



WELLBOREDL g
Field: Anschutz a.ch
Well: CH 372 C #1

SEC: 23 TWP: 4N RGE: 7E

KB 16.70'
DEPTHKB

ingram Cactus 11" 3M by7" 5M w/R2 bottom &6" bowi
(bg spool(7" 26# esg stub landed in slips) -M

Note: Casing pressure testedfrom 0-3600'
to 1000 psig 2/16/01 - passed

9 518' 32.3# H-40 ST & C csg set al 1518' i

NOTE: HOLE IN CSG at 3612' I C
(Casing patch set from 3582' to 3635')

2-3/8" 4.7# EUE Brnd Tubing

Annuluspressure tested to 1000 psig (2/27/2001)

4-1/2" 12.60# Tubing run to surface
New Vam Beveled Couplings

4-1/2" Liner Top with BPR
Cement top7" per CBL on 2/15/98 Cemented in place at 5090°

logged by Schtumberger at4906'+ - Inflatible packer

Whipstock at 5600' MD (5513' TVD)
7750 Mo O nhole

NOTE. Shoe 7850 Mo TD - 8608' MD
TV.¾ Creek & Nugget squeezed off as follows, 6648' TVD
2/12/98 pumped 410 sx "G" + additivesno pressure 7" 26# S-95 & K-55 casing - 2296.62' MIN MAX
2/13/98pumped100.sx"G"neât&200sx'G +addhi ID OD
no pressure Gement cap at 6018.22 - taggedvia tbg
2/14/98 oumped50sx 10-0 RFC and obtalo 1150 psi squeeze
2/14/98 pumP 2ÿ ax 'G" for tooontcmt cap on tooof retainer Halliburton Model "HCS" cement retainer 5.5" 6051.98'

(set via thg - Bottom at 6054.11')

Cut off 2 3/8' 4.7# N-80 CS hydal tbg 1.901" 2.375· 607f

X-Ovec 2 3/8" CS to2 3/8" 8td 1.901" 3.062· 6089.49'
- Spacer tube 1.901" 2.375" 609Û.29

BakermodelA-Sdualpacker 1.901" 6.093' 6092.81'
Spacer tube, shortst_ing;
Spacer tube, X-over, 2 3/8 pup, Model "E" byd Spacer tube 1.901" 2.375" 6098.13'
tripsub, 2 3/8" pup, Model "F" nipple,Perfd pup, X-Ovec 2 3/8" to 2 3/8" lord to ord 1.901 2.875" 6099,43'
i jt2 3/8" tbg, Baker modet"R" nipple,Mule shoe X-Over 2 3/8' to27/W 8td 1.901 3.00 6099.75'
Avg OD's & ID's: ID 1 901" & OD 2.92' Perfd tubing: 4 shots (4 spf) 6103.5T
Overall length:48.73
EOT 816141.54

29)L4cf27/8"6.5#8rdtbg 2.447 3.668" 6100.0T
Tbg cdlars: 3,668" - Tube: 2 875"

C k Perfs:

BakerModel'F"nipple 1.8/' 3.6875" 6994.86'
1]Lof27/8"6.5#8tdibg 2.441" 3.668 6995.8T
Baker modelG 22 locator assembly 2,406" 3.46875" 7023.95'
Bakermodel'retrievaD"packer 3.25- 6.093· 7025'

Baker model 80-32 seal assembly 2.406" 2.688" 7036.66.
X-Oser: 2 3/W 10sd BX by ex 1.906" 3.062" 7037.09'
xx)vec2 3/8' NU to EU 1.906" 3.067 7037.46'
1 jt of 2 3/8" EU Brd 1.90f 3.062" 7069.12'

NugggtPerfs . Bâkermodel'R"nipple 1.760- 2.92" 7069.89'
7056' thru 7098' X Mule shoe collar . 1.90? 2.97 7071.21'

X
FISH: 2 3/8" tbg(25')- PBR

7" 3# # at 7300,25'
D:



ANSCHUTZ RANCH EAST UNITW31-04
Summit County, Utah

Location: 731' FWL & 87' FNL Sec 31-T4N-R7E
Elevation:7894'GLI 7926' KB
Last Updated by CAM 12/17/2007

WELL HISTORY & NOTES30" Conductor Casinq @71'
cemented to surface

11/82 Completed as a Z1/Z2/Z3 injector
Acidizew/ 8000 gals 7.5% HCL20" Conductor Casinq @299•

8/82 Set cmt RET and squeeze94#, K-55, ST&C Set @11760';Pump 75 sxs G cmt;cemented to surface w/ 775 sxs class "A" Perf 13588-590, 13582-584, 13420-22, set
retainer @13438,squeeze

DOcmt 12623-13012, pressure test ok
7/93 Run replacement pkr and tubing

string
1/96 Replace tubing string with 13%

13-3/8" Surface Casinq @ 2,672, chrome
541' of 61# K-55; 321' of 54.5# K-55;1119' of 61# J-55; Good 900 psi casing test

39' of 61# S-80; 620' of 61# J-55; 11/99 Drill 2 laterals and cement 4" DP
ALL ST&c and perfCmt w/ 1700 sxs 50/50 PorfA" & 636 sxs class "G" neat. Notes:

From reports is it suspected that the
south lateral has a significant amount of
cement High water rates are the reason9-5/8" Intermediate Casinq ©11,695' the well was shut-in. Highest recorded25T of 53.5# S-95; 1112' of 47# S-95; 1314' of 43.5# S-95; 1609' of

40# S-95; 1555' of 43.5# S-95; 2035' of 47# S-95; 848' of 53.5# S- water rate was 250 bwpd in 2000.
95; 1055' of 53,5# S-95; 856' of 53.5# CYS-95; 102T of 62.8# S-

105
ALL LT&C

Cemented with2200 sxs of Class G

Squeeze 10340'-342
Holes 10550'-652

11052'-054 SQZD
11708'-710' SQZD

7" DV tool @11836'
Top of poor cement at 11900'

Tubing Detail(North Lateral):
3-1/2" 12.7# VAMN-80 set at 12,860'

X-over: 3-1/2" x 4-1/2"
x-over: 4-1/2" × 4" HT 38Whipstoc 4" HT 38 Drillpipe to 13970' MD (??TVD)Squeeze perfs: 12994-96 Baker payzone pkr @ 14,000 MD13268-72 12995' a 76' ft of logging tools at 14,478' MD

Squeeze perfs: 13416-19 Cemented to 13130'
4" DP perforated from 13,310'-13460'; 13,820'-13,970'

Tubinq Detail(South Lateral):
Kickoff from North lateral @ 13,126'

Nuqqet Sand Zi/Z2 Perfs 5-7/8" OHto plug @14023'
12998-13000(SQZD wl200 sxs), 13055-13096, 13111-128,

13138-187, 13200-232, 13257-261(SQZD w/50 sxs)
13290-13356, 13376-13460

7" Production Casinq @14.303'
816': 26# S-95 8rd

13515' 4358': 23# S-95 8rd
4066': 26# S-95 8rd

Nuqqet Sand Z2/Z3 Perfs 394': 32# N-80 8rd
13588-13630, 13660-13760, 13790-13850, 13874-13932, PBTD: 14,202' 1290': 32# S-95 8rd

14030-14070, 14100-14140 898': 35# S-95
2459': 32# S-95

cemented with 325 sxs Class G
TD @ 14,303' TVD

South Lateral TD: 14,023' MD
North Lateral TD: 14.478' MD

Printed



fi WELLNAME: AREW20-06 FIELD: ANSCHUTZRANCH EASTQTRQTR: SEC: 20 TWN: 4N RNG: 8ECOUNTY: SUMMIT ST: UT SPUD DATE: 05/19/81KB: 7563 GL: 7534 TD: 14163 PBTD: 13823
LASTUPDATED: $2&131F/ fig422 BY: NICKTUNNELL

CASING DETAILS
PURPOSE SIZE WEIGHT GRADE SET DEPTH
SURFACE 13-3/8", 13-1/2" 61-81.4# N-80, S-80, S-95 5411'
INTERMEDIATE9-5/8", 9-7/8" 43.5-62.8# S-95 11330'
PRODUCTION 7", 6-5/8" 26-32# N-80, P-110 14163'

TUBINGDETA)LS
DESCRIPTIONSIZE WEIGHT GRADE SEE DEPTH
KB 29.00TBG 2-7/8" 6.5# N-80
PKR 12,858'

Top of 6-5/8"
@ 10079'

All depths are esimates based on "Daily Activity Reaort" dated 06/2/J4

NUGGET PERFS:
13008-038, 13046-064
13092-115 WELL HISTORY:
-EREME
CIBP w/ cmt @ 13220' 01/01/82 Initial completion - perfd 13966-990, 13910-930, 13628-650
13230 310 13606-618, 13514-533, 13680-692, 13699-708, 13716-726

13736-746, 13772-800, 13830-860, 13556-580, 13248-268
92 13292-346, 13370-392, 13418-446, 13470-490.

13370-392, 13418-446 sqzd13910-990
13470-490, 13514-533 09/20/83 Sqzd 13680-692 (for conformance). Perfd 13610-22, 13632-54
13556-580, 13606-618 07/29/86 sqzd13248-346 (OA)13628-650 PerPd 13370-92, 13418-46, 13470-90, 13514-33
PKR @13670' 09/05/86 Perfd 13135-215, 13092-115, sqzd 13092-215

(fg6;SO-692 (sqzd) 07/01/92 Replacecorroded tbp, Perf'd 13008-38, 13046-64, 13092-11513699¾¼¾iM(f6¾ß 03/22/96 Perfd 13230-310...may have squeeze some perfs, no records13736-746, 13772-800 03/10/04 Pulled tubingand packer,selectivelyswab testedPKR @ 13791'
RBP @ 13803'
13830-860 (fill)
CICR @ 13886'

UKBMMiBREME N
Fîsh @ 13995': Junk



WELLNAME: AREW17-16 FIELD: ANSCHUTZ RANCH EAST
QTR QTR: SEC: 17 TWN: 4N RNG: 8E
COUNTY: SUMMIT ST: UT SPUD DATE:
KB: 7375 GL: 7350 TD: 14671 PBTD: 14140
LASTUPDATED: R$ 10&T624gg¾ BY: NICK TUNNELL

CASING DETAILS
PURPOSE SIZE WEIGHT GRADE SET DEPTH
SURFACE 13-3/8" 2526'
INTERMEDIATE9-5/8" 10701'
INTERMEDIATE7-5/8" F/10371-11800
PRODUCTION 5" 18# P-110 F/10237-14671
PRODUCTION 7" F/0-10237

TUBING DETAILS
DESCRIPTION SIZE WEIGHT GRADE SET DEPTH

TOC @ 10371'

WELL HIETORY:

PKR @1374T

NUGGET PERFS
13806-844, 13864-912
13932-976, 14010-040
14064-094

CICR ® 14140'

14150-180 (SQZD)

DVTOOL. 7" @



ELLNAME: ARE W20-02 FIELD: ANSCHUTZ RANCH EAST
R QTR: SEC: 20 TWN: 4N RNG: 8E

OUNTY: SUMMIT ST: UT SPUD DATE: 05/01/83
B: 7331 GL: 7310 TD: 13928 PBTD: 12950

LASTUPDATED: 11/09/07 BY: CASEYMORTON

CASINGDETAILS
PURPOSE SIZE WEIGHT GRADE SETDEPTH
SURFACE 13-3/8", 13-5/8" 54.5-88.2# K-55r HC-95 5140'
INTERMEDIATE9-5/8", 9-7/8" 47-62.8# MC-95, S-105 10934'
PRODUCTION 7" 32-35# N-80, S-95 13928'
Has an additional 20" surface casing string set @60', not shown on WBS

TUBING DETAILS
DESCRIPTION SIZE WEIGHT GRADE SEE DEPTH
KB 21.00
82 JTS 2-7/8" 6.5# N-80 2,650.53
GLV#7 2-7/8" 2,657.57
78 JTS 2-7/8" 6.5# N-80 5,139.88
GLV#6 2-7/8" 5,146.91
68 JTS 2-7/8" 6.5# N-80 7,311.03
GLV#5 2-7/8" 7,318.05
58 JTS 2-7/8" 6.5# N-80 9,167.66
GLV#4 2-7/8" 9,174.68
48 JTS 2-7/8" 6.5# N-80 10,692.10
GLV#3 2-7/8" 10,699.12
34 JTS 2-7/8" 6.5# N-80 11,784.19
GLV#2 2-7/8" 11,791.22
24 JTS 2-7/8" 6.5# N-80 12,558.46
GLV #1 2-7/8" 12,565.48¯
1 JT 2-7/8" 6,5# N-80 12,597.76
X NIPPLE 2.313" 12,598.80
1 JT 2-7/8" 6.5# N-80 12,631.08
ON/OFF TOOL 2-7/8" X 5-1/2" 12,632.90
PUP JT 2-7/8" 6.5# N-80 12,638.98
ASI-X PKR 2-7/8" X 7" 12,646.52
PUP JT 2-7/8" 6.5# N-80 12,652.60
XNNIPPLE 2,313" W/ NO Gi 12,653.73

DVT iol at 12203' PUP JT 2-7/8" 6.5# N-80 12,659.78
WLREENTY 2-7/8" 12,660.46
Based on 03/18/J4 Pulling Report

WELL HISTORY:
08/18/83 Perf Z3 f/ 13476-560, acidizew/ 6300g 10% HCL

Perf Z2 f/ 13004-430 (OA) w/ TCP.
Acidize all w/ 600 bblsacid

10/17/84 Left 7 of PLT toolin hole
01/08/86 Sqz 13004-108 w/ 150 sxs

Perf Z1 f/ 12739-924 (OA) w/ TCP (no stimulation)
02/15/86 PLTindicates flow f/ 5 of 11 zones

NUGGET Z1 PERFS 07/29/86 Test lowerZ2 &Z3
12739-768, 12778-784 09/09/86 Convert to injection, perf Z2 f/ 13005-065, 13080-110
12792-811, 12831-864 03/01/95 Convert to production
12890-899, 12912-924 05/18/98 Attempt WSO, spot 27 bbl cmt f/ 12950-13628 (tagged@12951)

NUGGET Z2 PERFS
02/01/04 Set CIBP at 12990? RIH with gas \\ft

13005-065, 13080-110 (w/ 1/4 spf, 0 phasing)
13127-152, 13164-220
13232-256, 13280-308
13320-360, 13372-430

NUGGET Z3 PERFS
13475-560
AII perfs shot w/ 4 spf 90 phasing unless noted otherwise

DVTOOL. 3-3/8" @ ????, ' @



PROPOSED WELLBORE

WELLNAME: ARE W20-12 FIELD: ANSCHUTZRANCH EAST
QTRQTR: SEC: 20 TWN: 4N RNG: SE
COUNTY: SUMMIT ST: UT SPUD DATE:
KB: GL: TD: 14084 PBTD: 13142
LASTUPDATED: 10?/jfßi/Jf812gg BY: NICKTUNNELL

CASING DETAILS
PURPOSE SIZE WEIGHT GRADE SETDEPTH
SURFACE 13-3/8" 5362'
INTERMEDIATE9-5/8" 11245'
LINER 7" F/10571-11967
LINER 4-1/2" 15# P-110, FL4S F/10109-13994
TIEBACK 7"
Has an additional20" surface casing string set @ 277', not shown on WBS
TUBING DETAILS
DESCRIPTION SIZE WEIGHT GRADE SETDEFTH
KB 0.00

WELL HISTORY:
03/03/97 Perf'd 12948-968, 13008-024, 13040-060, 13174-194

Sq2 Perfs @ 11976-977 08/01/03 Set CICR @ 13295, Sqzd Nugget w/ 150 sxs
08/11/03 Perf'd Nugget 13060-13117
08/12/03 Perfd Nugget 12928-13060

PKR @ 12863' 08/13/03 Set CIBP @ 13142
08/18/03 Acidized Nuppet f/12928-13117 w/ 3000g 15% HCL(foamed)

NUGGET PERFS
12928-13117

CIBP ® 13142'
CMT @ 13152' (08/08/0 I)
13174-194, 13202-242
13250-262, 13274-284
CICR @13295' (sqz w/ 150 sxs)
13302-336
13342-415, 13420-454
13472-498, 13526-536
13570-612, 13620-665

CIBP @ 13673' (w/ 29' cmt on top)
13680-745 13780-864
Fill@13875 (06/24/99)

DVTOOL. 13-3/8" @



WELLNAME: ARE W31-06 FIELD: ANSCHUTZ RANCH EAST
QTR QTR: SEC: 31 TWN: 4N RNG: 8E
COUNTY: SUMMIT ST: UT SPUDDATE:
KB: 7770 GL: 7743 TD: 14330 PBTD: 13367
LASTUPDATED: ggg§ilg£Q8gg BY: CASEY MORTON

CASING DETAILS
PURPOSE SIZE WEIGHT GRADE SETDEPTH
SURFACE 13-3/8" 54.5-61# K-55 2301'
INTERMEDIATE 9-5/8", 9-7/8" 47-62.8# N-80,S-105 10689'
PRODUCTTON7" 32-38# N-80,P-110 14033'

TOC Has an additional20" surface casing string set @ 107, not shown on WBS
C 30

TUBING DETAILS
DESCRIPTION SIZE WEIGHT GRADE SET DEPTH
KB 27.00
326 JTS 2-7/8" 6.5# N-80 10,269.42
PUP 2-7/8" 6.5# N-80 10,275.50
ON/OFF 10,277.02
ARROWSEfPKR 10,284.73

TOC 56 JTS 2-7/8" 6.5# N-80 12,048.52
9996 X NIPPLE 12,049.72

1 JT 2-7/8" 6.5# N-80 12,081.06
XN NIPPLE 12,082.34
1 JT 2-7/8" 6.5# N-80 12,114.74
WL REENTRY 12,115.16
Based on tubingdetails 12/10/04
COILED TUBING DETAILS LENGTH SET DEPTH
1-1/4" CT 8992.0 8,992.00
GLV#8 SJ 40 1" GLVw/ 3/16" PORT 8.0 9,000.00
1-1/4" CT 942.0 9,942.00
GLV #7 SJ 40 1" GLVw/ 3/16" PORT 8.0 9,950.00
1-1/4" CT 792.0 10,742.00

See Note GLV#6 SJ 40 1" GLVw/ 3/16" PORT 8.0 10,750.00
1-1/4" CT 592.0 11,342.00
GLV #5 SJ 40 1" GLVw/ 3/16" PORT 8.0 11,350.00
1-1/4" CT 542.0 11,892.00

10604' GLV#4 SJ 40 1" GLVw/ 3/16" PORT 8.0 11,900.00
1-1/4" CT 392.0 12,292.00
GLV #3 SJ 40 1" GLVw/ 3/16" PORT 8.0 12,300.00
1-1/4" CT 392.0 12,692.00
GLV #2 SJ 40 1" GLVw/ 3/16" PORT 8.0 12,700.00
1-1/4" CT 392.0 13,092.00
GLV#1 1" GLVw/ 3/16" S/O 8.0 13,100.00

25% Based on coiledtubingdetails 04/14/05
bond WELL HISTORY:

NUGGET PERFS 09/01/83 CompleteZ2 & Z3
12171-188, 12194-228 06/01/85 Perf & Acidize Z1
12238-254, 12256-262 03/01/86 Add Z1, Z2 & OT pay
12270-308, 12310-364 02/01/89 Add Z3 & OT pay
12410-454, 12462-470 04/01/89 Close SS - OTonly
12472-548, 12551-618 04/01/90 Open SS - NS/OT

4--12638-745, 12746-776 04/01/92 Replace corroded tubing
12820-850, 12860-892 04/01/95 Replace corroded tubingw/ Chrome
12902-940, 12952-974 10/01/96 Frac Z1 &Z2
12992-13058 03/28/01 Pulled pkr,ran 2-7/8" tubing(no packer)
HINGELINE 07/01/01 Gas lifted("Poor Boy")
13130-212, 13230-282 05/01/03 Chemicalhot oilfor paraffin, net increase 1 mmcfd
13330-450 08/01/04 Shut off liftpas (circulating)
13460-462 (sqzd) 09/11/04 WLTD - taggedfill@ 13367 (sand in bailer)
13471-490, 13508-574 12/01/04 CO Fill to new PBTD 14060'
13596-668, 13704-816, 138 14-974
Fish @ 14165E:Open Hole logging tool (39 ' long, 3-3/8" OD10416'

(CALIPER MAR-

DVTOOL. " @ 10604'





MERIT ENERGY COMPANY

WELLNAME: AREE28-06 FIELD: ANSCHUTZ RANCH EAST
QTR QTR: SEC: 28 TWN: 4N RNG: 8E
COUNTY: SUMMIT ST: UT SPUD DATE:
KB: 7513 GL: 7487 TD: 15170 PBTD:
LASTUPDATED: Rig-49B§32/0E2nd BY: MIKEMERCER

CASINGDETAILS
PURPOSE SIZE WEIGHT GRADE SETDEPTH
SURFACE 13-3/8" 72# S95 3988'
INTERMEDIATE9-5/8", 9-7/8" 47#, 62.8# 595 12990'
PRODUCTION 7" 32# L80 F/12313-15160
TIEBACK 7" 32# NSO, 595 F/0-12313'

TUBING DETAILS
DESCRIPTION SIZE WEIGHT GRADE SET DEPTH
KB 26.00

TOL @ 12313

COLLAPSED CASING @ +/-12678'

SQZ PERFS
12991-12993

NUGGET PERFS
14250-14265
14310-14316
14325-14332
14360-14372
14380-14396
14466-14482
14500-14506
14530-14566
14594-14630
14728-14755

FISH: 2-7/8" 6.5# N80 stub, 43 jts 2-7/8" 6.5# N80, X
8 4

146802'
Nipple, 1 jt 2-7/8" 6.5# NSO,XN Nipple, WL Re-entry

CICR @ 14900' guide (1410.50')
14980-14988 (SQZD)
14992-15009 (SQZD)
15018-15024



O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIAL NUMBER:

FEE

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRlLLform forsuch proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:olL WELL O GAS WELL OTHER Champlin 387 B-1A
2.NAMEOFOPERATOR: 9.AP1NUMBER:

Merit Energy Company 4304330168
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

13727 Noel Road, Suite 500 civ Dallas TX zi,75240 (972) 628-1658 Anschutz Ranch East
4 LOCATIONOF WELL

FOOTAGESATSURFACE: 1837' FNL & 1286' FWL 6th P.M. COUNTY: Summit

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDlAN: SWNW 9 T3N R7E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

6/1/2010
[¯]

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER D1SPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMlNGLEPRODUCING FORMATIONS RECLAMAT10NOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Merit Energy Company proposes to Plug and Abandon the aforementioned well with the attached procedure. This work will
commence in the Summer 2010 due to the fact that access to the well site requires crossing a questionable bridge, making it
unsafe to attempt to bring a rig on location in the winter.

Please see attached.

coPy sENTTOOPERATM

Date:1 6 62Öjt
innlais: K-5

NAME(PLEASEPRINT) Michal Karam White TITLE Regulatory Anlayst

SIGNATURE DATE 8/25/2009

APP Vt-U tSY I Mt- ti I A I t:(ThisspaceforStateuseonly)

OF UTAWDIVISION OF RECEIVED01L, GAS, AND MINING
DATE AUS3 1 2009

(5/2000) ctions on Reverse Side)

966 I; fprom(



Champlin 387 B-1A
Sec. 9-T3N-R7E
Summit County, Utah
API #43-043-30168
8-18-2009

Procedure to P&A well

Well Data

Tubing: 2-7/8", 6.5#, N-80 @7,120'
Casing: 9-5/8", 32.3# @1,412'
Casing: 7", 23 & 26# @8,299'
TD: 8,309'
PBTD: 7,800'
Elevation: 7,342' KB 7,327' GL

Open Perforations:
Twin Creek 7,200' - 7,220', 7,224' - 7,230', 7,248' - 7,256', 7,268' - 7,274', 7,282' - 7,298'

7,308' - 7,314', 7,332' - 7,350', 7,390' - 7,404', 7,432' - 7,446', 7,500' - 7,520'
7,540' - 7,550', 7,818' - 7,910', 8,018' - 8,101'

Procedure

1. Comply with all company and governmental safety regulations.
2. Notify the State 24 hours prior to commencing plugging operations.
3. MIRU PU. ND flow lines. ND wellhead. NU BOP's. Test BOP's to 3000 psi. Inspect

and service wellhead. Release packer. TOH with 2-7/8" tubing.
4. PU 7", 26# cement retainer on 2-7/8" tubing. TIH and set retainer at 7,150' KB,

approximately 50' above perforations.
5. RU cementing company. Test lines to 1000 psi. Establish rate with water. Mix and

pump 150 sacks Class "G" cement. Squeeze off perforations. Sting out of CICR. Spot
100' of cement on top of plug. Reverse circulate out any excess cement. TOOH LD &
standing 2-7/8" tubing.

6. Circulate and balance bentonite gel plug to 1,462'. Place cement stabilizer plugs every
2,500'.

7. RU WL. Punch holes in 5-1/2" casing at 1,462'. RD WL.
8. PU 7", 26# cement retainer on 2-7/8" P-110 workstring. TIH and set retainer at 1,412'

KB.
9. RU cementing company. Test lines to 1000 psi. Establish rate with water. Mix and

pump Class "G" cement through circulation holes and up backside. Pump 100' of
cement on backside. Sting out of CICR. Spot 50' of cement on top of plug. Reverse
circulate out any excess cement.



10. Spot 100' plug from 100' to surface inside 7" casing. RD cementing company.
11. Abandon well. Cut off wellhead and casing. Weld on cap with well description.

RDMOL. Clean, backdrag and reclaim location.

Contacts

Foreman: Don Baucum (307) 380-8300
Operations Manager: Bruce Vargo (307) 320-5113
Engineer: Nick Tunnell (972)



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

CONDITIONS OF APPROVAL
TO PLUG AND ABANDON WELL

Well Name and Number: Champlin 387 BlA
API Number: 43-043-30168
Operator: Merit Energy Company
Reference Document: Original Sundry Notice dated August 25, 2009 ,

received by DOGM on August 31, 2009.

Approval Conditions:

1. Notify the Division at least 24 hours prior to conducting abandonment operations. Please call Dan
Jarvis at 801-538-5338.

2. CLARIFICATION FOR PLUGS #2 and #3: Each stabilizer plug shall be a minimum of 100'
(20x) in length. Plug 2 shall be balanced from 5100' to 5000'. Plug 3 shall be balanced from
2600' to 2500' or at an alternate approved depth as dictated by wellbore conditions.

3. PLUG #4 CLARIFICATION: Approximately 55 sx shall be squeezed below the CICR @
1412' with 10 sx cmt dumped on top of CICR.

4. All annuli shall be filled from a minimum of 100' to surface.

5. Surface reclamation shall be done in accordance with R649-3-34 - Well Site Restoration.

6. All balanced plugs shall be tagged to ensure that they are at the depth specified.

7. All requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply.

8. If there are any changes to the procedure or the wellbore configuration, notify Dustin Doucet at
801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the procedure.

9. All other requirements for notice and reporting in the Oil and Gas Conservation General Rules
shall apply.

June 29, 2010
Dustin K. Doucet Date

1594 sŸËo 1 ÑËË, PO Box 145801, Salt Lake City, UT 84114 -5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov oIL, GAS &



sancolo
_ Wellbore Diagram <263

API Well No: 43-043.30168-00.00 Permit No: Well Name/No: CHAMPLÏN 387 BlA

Company Name: MERIT ENERGY COMPANY

Location: Sec: 9 T: 3N R: 7E Spot: SWNW String Information
Coordinates: X: 486150 Y: 4539888 Bottom Diameter Weight Length CV

String (ft sub) (inches) (Ib/ft) (R)
Field Name: ANSCHUTZ RANCH IIOLI 1412 12.25
County Name: SUMMIT SURF 1412 9.625 32.3

HOL2 8309 8.75
PROD 8299 7 23

Cement from 1412 ft to surface

ce: 9.625 in. @ 14i2 ft.

lig@1412 ft

y) () 24
' Cement Information

c fece e4 ' BOC TOC
String (R sub) (k sub) Class Sacks

Cl3
65 5 OD 8299 6550 G 775

Perforation luformation

Top Bottom
(ftsub) (ftsub) Shts/Ft NoShts DtSqueeze
7200 7550

7818 8101

Formation Information
Formation Depth

00 4
CYN 50

tpom8299 ft to 6550 ft

d tion: 7 in i® 8299 fL

Hole: Upknown

kW - C a Hole: 8.75 in. @8309 ft.

ALSÑT I: 8309 TVD: PBTD:

Page



HALLIBURTOI\l

MERIT ENERGY COMPANY

Champlin 387 B-1A S-OÑS.-'5ô

Summit County , Utah

Plug to Abandon Service

Job Site Documents

SUMMIT Version: 7.20.130 Thursday, July 22, 2010



H ALLI E3U RToN Cementing Job Summary

The Road to ExceHence Starls with Safety
Sold To #: 303833 Ship To #: 2795946 Quote #: Sales Order #: 7510735
Customer: MERIT ENERGY COMPANY Customer Rep: Workover, .

Well Name: Champlin 387 Well #: B-1A API/UWI #: 43-043-30168
¯¯

Fiefd: þity(SAP): COALVfLLE (County/Parish: SummR þtate:Utah
Job Purpose: Plug to Abandon Service
Well Type: Producing Well Job Type: Plug to Abandon Service
Sales Person: VOLNER, THOMAS Srvc Supervisor: MCKIE, SHAWN MBU ID Emp #: 358960

Job Personnef
HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp #

BEHM, RYAN 31.5 472740 CHAVEZ, CHR13 15 470010 | EDVENSON, RYAN 22.5 442428
Christophe Hollister
LEATHAM, TRJNJTY 31.5 460857 MCCLURE, T.J. 15 122027 ! MCKJE, SHAWN D 31.5 358960

Paul
PAUL, JARED S 31.5 378432 ROHRER, BENJAMIN 24 450274

Michael
Equipment

HES Unä # Distance-7 way NES UnR # 'Distance-i way RES UnR # Distance-1 way RES Una # Distance-7 way
10744715C 145 mile 10783485 145 mile 10784049 145 mile 10804483 145 mile
10804559 145 mile 10925545 145 mile 10951238 145 mile 10951242 145 mile
11071575 145 mile 11287616 145 mile 11288821 145 mile

Job Hours
Date On Location Operating Date On Location Operating Date On Location Operating

Hours Hours Hours Hours Hours Hours
7/20/10 7.5 1.5 7/21/10 15 10 7/22/10 9 3.5

TOTAL Totd is the sum of esc/r obwm separdely
Job Job Time :

Formation N,ame ( Date Time Time Zone
Formation Depth {MD) Top Bottom Called Out 7/20/10 0200 MTN
Form Type BHST I On Location 7/20/10 1020 MTN
Job depth MD 8914. It Job Depth TVD 8914. ft Job Started 7/20/10 1500 MTN
Water Depth Wk Ht Above Floor Job Completed 7/22/10 1343 MTN
Perforation Depth (MD) \Frorn (To Departed Loc 7/22/10 1710 MTN

Well Data
Description New I Max Size ID Weight Thread Grade

'
Top MD Bottom Top Bottom

Used pressure in in Ibm/ft ft MD TVD TVD

Cement Plug 4970. 5620.
Cement Plug Used 1462. | 3089.
Cement Plug Used 3089. 3220.
Cement Plug Used 6690. 6840.
Cement Plug Unknow 1412. 1462.

Cement Plug Unknow 3220 4710.

7" Casing Unknow 7. 6.276 26. P-110
- 8299.

9 5/8" Casing Unknow 9.625 8.921 36. HC-95
. 1412.

2 7/8" Tubing Unknow 2.875 2.441 6.5 N-80 6840.

Sales/Rental/3rd Party (HES)
Description Oty iOty som Depth Suppner

MICRO MATRIX RETARDER 2 GAL HES

Summit Version: 7.20.130 Thursdav. Julv 22. 2010



HALLI BLI RTON Cementing Job Summary

Tools and Accessories
Type Size Qty Make Depth | Type Size Qty Make |Depth Type Size Qty Make

Guide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom Plug
"Toat Coffar etainer pSR plug set
insert Float Plug Container
Stage Toof þentranzers

Miscellaneous Materials
Belling Agt ,l IConc urfactant ,\ ,lConc ,l Acid Type IQty
Treatment Fid Conc nhibitor Conc | Sand Type Size Qty

Fluid Data
Stage/Plug #: 1

Fluid Stage Type Fluid Name Qty Qty Mixing Yield Mix Fluid Rate Total Mix
# uom Density ft3/sk Gal/sk bbl/min Fluid Gallsk

Ibm/gal
1 Plug 1 CMT - PREMlUM - CLASS G, 94 LB SK 30.0 sacks 15.8 1.15 4.98 4.98

(100003685)
94 Ihm CMT - PREMlUM - CLASS G REG OR TYPE V, BULK (190003685}
0.15 % HR-5, 50 LB SK (100005050)

4.962 GN FRESRWATER
Stage/Plug #: 2

Fluid Stage Type Fluid Name Oty ' Oty Mixing Yield Mix Fluid Rate Total Mix
# uom Density uom uom uom Fluid uom

uom
1 Squeeze 1 CMT - PREMlUM - CLASS G, 94 LB SK 250.0 sacks 15.8 1.15 4.99 4.99

(100003685)
94 Ibm CMT - PREMlUM - CLASS G REG OR TYPE V, BULK (100003685)
0.05 % HR-5, 50 LB SK (100005050)

4.987 Gal FRESH WATER
Stage/Plug #: 3

Fluid Stage Type Fluid Name Qty Qty Mixing Yield Mix Fluid Rate Total Mix
# uom Density uom uom uom Fluid uom

uom
i Poz Gel POZMIX A FLYASH (100003690) 80.0 sacks 9. 9.94 70.09 70.09

70.5 fom POZMIX A (BULKJFLYASH (100003690)
15 lbm HALLIBURTON GEL, 50 LB SK (100064040)

¯/0.002 Gal FRESH WATER
Stage/Plug #: 4

Fluid' Stage Type Fluid Name Oty Oty ' Mixing Yiefd Mix Fluid Rate Totaf Mix
# uom Density uom uom uom Fluid uom

uom
1 Plug 2 CMT - PREMlUM - CLASS G, 94 LB SK 25.0 sacks 15.8 1.15 4.99 4.99

(100003685)
94 Ibm CMT - PREMlUM - CLASS G REG OR TYPE V, BULK (100003685)

4.989 Gal FRESH WATER

Summit Version: 7.20.130 Thursday. Julv 22. 2010



HALLitaumTON Cementing .lob Summary

Stage/Plug #: 5
Fluid Stage Type Fluid Name Qty Qty Mixing Yield Mix Fluid Rate Total Mix

# uom Density uom uom uom Fluid uom
uom

Stage/Plug #: 5
Fluid Stage Type Fluid Name Qty Qty Mixing Yield Mix Fluid Rate Total Mix

# uom Density ft3/sk Gallsk bol/min Fluid Gaf/sk
Ibm/gal

i PozlGet Plug POZMIK A FLYASH (100003690) 80.0 . sacks
,

9, 9.94
,

70.09 70.09
70.5 lbm POZMIX A (BULK) FLYASH (100003690)
15 1hm HALLIBURTON GEL, 50 LB SK (100064040)

70.092 Gal FRESH WATER
S age/Plug #: 6

Fluid Stage Type Fluid Name Qty Qty Mixing Yield Mix Fluid Rate Total Mix
# uom Density uom uom uom Fluid uom

uom
i Squeeze 2 CMT - PREMIUM - CLASS G, 94 LB SK 65.0 sacks 15.8 1.15 4.98 4.98

(100003685)
94 Ibm CMT - PREM1UM - CLASS G REG OR TYPE V, BULK (100003685)
0.T % CFR-3, WTODEFOAMER, 50 LB SK (100003653)

4.981 Gal FRESH WATER
Stage/Plug #: 7

Fluid Stage Type Fluid Name Qty Qty Mixing Yield Mix Fluid Rate Total Mix
# uom Density gom uom uom Ffuid uom

uom
i PozlGet Plug POZMtX A FLYASH (100003400} 80.0 sacks 9. 0.04 70.00 70.09

70.5 lbm POZMIX A{BULK) FLYASH (100003690)
15 Jhm HALLJBURTON GEL, 50 LB SK (100064040}

70.092 Gal FRESH WATER
Calculated Values Pressures Volumes

Displacement hut In:lnstant Lost Returns Cement Sluny Pad |
Top Of Cement p Min Cement Returns Actual Displorament) reatment j
Frac Gradient 15 Min Spacers Load and Breakdown I otal Job |
Rates
Circulating Mixing Displacement Avg. Job
Cement Left In Pipe ]Amount 0 ft |Reason |Shoe Joint
Frac Ring # 1 @ | \/D |Frac ring # 2 @ ID Frac Ring # 3 @ ID | Frac Ring # 4 @ ID

The Information Stated Herein Is Correct
Customer Representative Signature

Summit Version: 7.20.130 Thursdav. Julv 22. 2010



MALLIBUFITDI\l
Cementing Job Log

The Road to Excellence Starts with Safety
Sold To #: 303833 Ship To #: 2795946 Quote #: Sales Order #: 7510735
Customer: MERlT ENERGY COMPANY Customer Rep: Workover, .

Well Name: Champlin 387 Well #: B-1A API/UWI #: 43-043-30168
Fiefd: þity(SAP): COALVfLLE (County/Parish: Summit þtate:Utan
Legal Description:
Lat: NO deg. OR ND deg. O min. Osecs. Long:EO deg. OR EO deg. O min. Osecs.
Contractor: Rig/Platform Name/Num: Workover
Job Purpose: Plug to Abandon Service (Ticket Amount:
Weli Type: Producing Well Job Type: Plug to Abandon Service
Sales Person: VOLNER, THOMAS Srvc Supervisor: MCK1E, SHÞWN BU 1DEmp #: 358960

Rate Pressure
Activity Description Date/Time Clit 60(/ Vol me psig Comments

min
j‡ Stage Total Tubmg Casing

Call Out 07/20/2010
02:00

Pre-Convoy Safety Meeting 07/20/2010 SAFETY MEETING
04:40 WITH CREW

Crew Leave Yard 07/20/2010
4.50

Other 07/20/2010 ARRIVE @ANSCHUTZ
07:00 PLANT GATE AND

WAIT FOR
CUSTOMER. TO COME
GET HES TO LEAD TO
LOCATION.

Other 07/20/2010 LEAVE ANSCHUTZ
09:30 PLANT GATE WITH

CUSTOMER HEAD TO
LOCATION.

Arrive At Loc 07/20/2010
10:20' Safety Meeting - Pre Job GT/20/2010 SAFETY MEETíNG
10:30 WITH CREW

Rig-Up Equipment 07/2012010 RIG UP GROUND
10:40

Other 07/20/201O WAIT FOR WIREUNE
11:20 TO RUN IN HOLE SET

CAST \ROM BRIDGE
PLUG @6750 FT AND
PULL OUT OF HOLE.

Other 07/20/2010 WlRELINE OUT OF
12:00 HOLE. WAIT FOR RIG

CREW TO TRIP 2 7/8,
6.5# N-80 TUBING IN
HOLE.

Pre-Job Safety Meeting 07/20/2010 SAFETY MEETING
14:25 WITH CREW

Rig-Up Equipment 07/20/2010 FLOOR RIG UP
14:35

Sold To #: 303833 Ship To #:2795946 Quote #: Sales Order #: 7510735

SUMMIT Version: 7.20.130 Thursdav. Julv 22. 2010



HALLIBURTON
Cementing Job Log

Rate Pres sure
Activity Description Date/Time Cht bbl/ Vo me poig Comments

mm
# Stage Total Tubing Casing

Pre-Job Safety Meeting 07/20/2010 SAFETY MEETING
14:50 WITH RIG CREW AND

HES CREW.
Establish Rate 07/20/2010 2 3 10 10 340.0 MAKE SURE WELL IS

15:01 FULL OF FLUfD.
Shutdown 07/20/2010 3

15:05
Test Lines 07/20/2010 4 4000 PSI

15:06
Other 07/20/2010 5 MIX30 SKS MTN-G @

15:10 15.8# i .15Y 4.97GISK
Pump Cement 07/20/2010 6 3 6.15 16.15 250.0

15:26
Pump Displacement 07/20/2010 7 3 30 46.15 42.0 FRESH WATER

15:28
I

Slow Rate ! 07/20/2010 8 2 8.08 , 54.23 25.0
15:38

Shutdown 07/20/2010 9 RIG PULLS 16 JOINTS
15:41 OF TUBING OUT OF

HOLE
Reverse Circ Well 07/20/2010 10 3 60 114.2 270.0 GOT A TRACE OF

16:05 3 CEMENT BACK TO
EARTH PIT THAT WAS
PROV1DED BY
CUSTOMER.

Shutdown GT/20/2010
iô:27

Other . 07/20/2010 WASH UP PUMP
16:30 TRUCK TO EARTH PIT.

Safety Meeting - Departing 07/20/201O I

Location 16:50
Depast Location Safety 07/20/2010 . LEAVE LOCATtON PER
Meeting 17:00 CUSTOMER AND

REQUESTS HES TO i

RETURN @ 0700 ON
7/21/10.

Call Out 07/21/2010
03:00

Depart Yard Safety Meeting 07/21/2010
04:35

Crew Leave Yard 07/21/2010
04:45

Arrive At Loc 07/21/2010
06:45

Other 07/21/2010 GET JOB FlGURES
07:00 FROM CUSTOMER

AND CALCULATE JOS

Sold To #: 303833 Ship To #:2795946 Quote #: Sales Order #: 7510735

SUMMIT Version: 7.20.130 Thursdav. Julv 22. 2010



HALLIE3URTON
Cementing Job Log

Rate Pressure
Activity Description Date/Time | Cht bbl/ Vol ime Comments

min
¢¢ Stage Total Tubing Casing

Pre-Job Safety Meeting 07/21/2010 ' SAFETY MEETING
07:35 WITH ALL HANDS

PRESENT ON
LOCATION

Rig-Up Equipment 07/21/2010| 07:45
' Pressure Up Tubing 07/2f/20f O f 3175. RETAf NER SET @

08:13 0 4990 FT INSIDE 7"
CAstMG WITH 650 FT
OF BAD CASING
BELOW.

Pressure Up Annutus 07/21/2010 2 1150.
08:17 0

Load Casing 07/21/2010 3 2 5 5 186.0
08:43

Shutdown 07/21/2010 4
08:46

Pressure Up Annulus 07/21/2010 5 650.0
08:50

Establish Rate 07/21/2010 6 3 12 17 1362.
08:51 0

Shutdown 07/21/2010 7 MIXUP MIXH20 AND
08:58 CEMENT FOR

SQUEEZE
Pump Cement 07/21/2010 8 3 51.2 68.2 750.0 250 SKS MTN-G MlXED

09:25 @15.8#1.15Y

Pump Displacement 07/21/2010 9 3 18.77 88.97
09:48

Othes 07/24/2010 10 2 8 04.07 64 0 RtG STtNGS OUT OF
09:53 RETAINER ON FLY

I I HES CONTlNUES
PUMPING ANOTHER 8
BBLS OF
DISPLACEMENT TO
PLACE 50 SKS OF THE
250 SKS PUMPED ON
TOP OF RETAINER.

Shutdown 07/21/2010 11 RlG PULLS 8 JOlNTS
09:58

Reverse Circ Weff 0 T/21/2010 12 3 40 134.9 420.0 APPROX 1/2 BBL
10:15 7 CEMENT BACK TO

EARTH PIT PROViDED
BY CUSTOMER.

Shutdown 07/21/2010 13
10:28

Sold To #: 303833 S p To #:2795946 Quote #: Sales Order #: 7510735

SUMMIT Version: 7.20.130 Thursdav. Julv 22. 2010



HALLI E3LIR TOI\l
Cementing Job Log

Rate Pres sure
Activity Description Date/Time Cht bbil

Vol ime
p sig Comments

mm
# Stage Total Tubing Casing

Other 07/21/2010 14 WASH UP PUMP
10:29 TRUCK, CALCULATE

GEL POZ PLUG
Pump Gel Pill 07/21/2010 15 4 73.99 208.9 512.0 POZ GEL PLUG FROM

11:10 6 4654 FT TO 2600 FT
MIXED @9#9.93Y
89.97G/SK

Pump Displacement 07/21/2010 16 2 15 223.9 183.0

Shutdown 07/21/2010 17 RIG TRIP PIPE UP TO
11:33 2581 FT FOR 25 SK

CEMENT PLUG
Load Casing 07/21/2010 18 1.5 2 225.9 37.0

11:54 6
Shutdown 07/21/2010 | 19

12:06
Establish Rate 07/21/2010 20 3 6 231.9 200.0

12:43 6
Shutdown 07/21/2010 21

12:45
Pump Cement 07/21/2010 22 2 5.12 237.0 50.0

12:59 8
Pump Displacement 07/21/2010 23 2 14.1 251.1 39.0

13:02 8
'

Shutdown 07/21/2010 24 RIG PULLS 6 JOINTS
13:08 OF TUB1NG

Other 07/21/2010 25 WASH UP MIXiNG TUB
f3:f2

Shutdown 07/21/2010 26
13.17

Reverse Circ Well 07/21/2010 27 3 25 276.1 235.0 NO CEMENT
13:20 8 RETURNED

utdown 07/21/2010 28

Pump Gel Pill 07/21/2010 29 3 33.6 309.7 200.0 MIXED @9# 9.93Y
13:40 8 69.97GISK

ump Displacement 07/21/2010 30 3 8.5 318.2 210.0
14:01 8

Shutdown 07/21/2010 31 RIG TRIP OUT OF
14:04 HOLE

Other 07/21/2010 WAIT FOR WIRELINE
14:05 TO RIG UP RUN IN

HOLE TO PERF @
1462 FT COME OUT OF
HOLE FOR RIG TO
RUN 1NHOLE TO SET
RETAINER AT 1414 FT.

Sold To #: 303833 Ship To #:2795946 Quote #: Sales Order #: 7510735

SUMMIT Version: 7.20.130 Thursdav. Julv 22. 2010



HALLIBURTDI\l
Cementing Job Log

Rate Pressure
Activity Description Date/Time Cht bbl/

Vohme psig Comments
mm

# stage Total Tubing Casing

Pressure Up Tubing 07/21/2010 32 2335.
16:53 0

Pressure Up Annulus 07/21/2010 33 800.0
16:58

Shutdown 0 T/21/2010 34
16:58

Ottier 07721/2010 35 R1G ST1NG 1NTO
16:59 RETAINER

Establisf rRate 87/21/2010 36 f ff 329.2 ' 70.0
17:08 8

Shutdown 07/21/2010 37 COMMUNICATION
17:19 WITH 9 5/8 SURFACE,

WAJTFOR
VERIFICATION ON
NEXT PROCEEDURE

Pump Cement 07/21/2010 38 2 13 342.2 25.0 65 SKS MIXED @ 15.8#
17:59 8 1.15Y 4.98GISK

Pump Displacement 07/21/2010 39 2 6 348.2 130.0
18:06 8

Shutdown 07/21/2010 40 RIG STING OUT AND
18:08 LAY DOWN 4 JOINTS

Reverse Circ Well 07/21/2010 41 2 12 360.2 205.0 1/2 BBL BACK TO
18:18 8 EARTH PIT

Shutdown 07/21/2010 42
18:24

Other GT/21/2010 43 WASH MlXiNG TUB TO
18:2ô PREPARE FOR GEL

POZ PLUG
Pump Gel Pill 07/21/2010 44 3 | 44.06 404.3 170.0 MIXED @9# 9.93Y

18:44 4 69.97G/SK
Pump Displacement 07/21/2010 45 3 0.5 404.8 182.0

10.00 4
Shutdown 07/21/2010 46 RIG PULL OUT OF

19:00 I . HOLE FOR WJRELJNE
TO PERF @ 100 FT.

Establish Rate 07/21/2010
,

47
,

1.5 4
,

408.8 6.0
20:19 4

Pump Cement 07/21/2010 48 2 7 415.8 105.0 35SKS MTN-G MIXED
20:30 4 @ 15.8# 1.15Y

4.98G/SK
Pump Displacement 07/21/2010 49 2 0.75 416.5 82.0

20:34 9
Shutdown 07/21/2010 50

20:35
Pump Cement 07/21/2010 51 1 7.5 424.0 180.0 TOP OUT CEMENT

20:56 9 MIXED @ 16.5#

Sold To #: 303833 Ship To #:2795946 Quote #: Sales Order #: 7510735

SUMMIT Version: 7.20.130 Thursdav. Julv 22. 2010



HALLIBURTOI\l
Cementing Job Log

Rate Pressure
Activity Description Date/Time i Cht bbl/

Volume psig Comments
min

# Stage Total Tubing Casing

Shutdown 07/21/2010 52
¯¯

21:43
Other 07/21/2010 RELEASEDFROM

22:00 LOCATION BY
CUSTOMER TO

i RETURN TO
. 1LOCATION NEXT DAY.

Arrive At Loc 07/22/2010
08.00

Safety Meeting - Assessment 07/22/2010
of Location D9:DD
Pump Cement 07/22/2010 1 35.84 459.9 475.0 i MIXAND PUMP TOP

10:08 3 OUT CEMENT tN 7
DIFFERENT STAGES
DUE TO CEMENT
FALLlNG. **** TO SEE
INDIVIDUALSTAGES
REFERTOCHART I
DAY# 3

Shutdown 07/22/2010 WAfT FOR CUSTOMER
13:42 TO RELEASE HES

FROM LOCATION DUE
TO WELL NEEDING TO
HAVE WELL HEAD
CUTOFFTO
DETERMtNE HElGHT I
OF CEMENT IN
ANNULUS.

Safety Meeting - Pre Rig- 07/22/2010
Down 16:00
Rig-Down Equipment 07/22/2010

16:10
Depart Location Safety 07/22/2010
Meeting 17:00
Crew Leave Location 07/22/2010 THANKS FROM

17:10 SHAWN MCKIE AND
CREW

Sold To #: 303833 Ship To #:2795946 Quote #: Sales Order #: 7510735

SUMMIT Version: 7.20.130 Thursdav. Julv 22. 2010



51¯Driv-Si
Pump Pressur si)

¯¯

A n ined un --

¯

A B C
4500- -

---- - ,-5 20
-19

4000- -18
-17

4 -163500- -15
-14

3000-
-13

3 -12
2500- 11

10
2000 9

2 -8

1500-
6il i l I

51000-
I L - l -4

-3
500

-0
15:00 15:20 15:40 16:00 16:20

7/20/2010
.

7/20/2010
Tune

Local Event Log
Intersection SDPP Intersection SDPP

STARTJOR 15:00:59 -2.001I PUMP H20TOESTABLISH CIRCULATION 15:01:16 -2.000

SHUT DOWN 15:05:42 200 PRESSURE TEST LINES 15:06:42 432 5
MIXUP CEMENT 15:10:00 a i i o PUMPCEMENT 15;26:09 30IF.5

PUMPH20 DISPLACEMENT 15:28:30 32.03 5LOWRATE 15:38:34 30.00

SHUTDOWN 15:41:37 ,-l.M RIG PULLS 16 JOINTS 15:44:00 4.000

REVERSECIRCULATE 16:DS:39 5 SM SHUT DOWN 16:27:17 20.2:

Customer: MERIT Job Date: 20-Jul-2010 Sales Order #: 7510735
Opticem v6.4.8Well Description: CHAMPLIN 387 B-lA Job Type: PTA DAY # 1 Supervisor: SHAWN MCKIE 20-JuMO
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10:00 12:00 14:00 16:00 18:00 20:00
7/21/2010 7/21/2010

Time

Local Event Log
Intersection SD PP Intersection SDPP Intersectioll SDPP

TESTTUDING OLI3:34 ygggEACKSIDA 05:I7;10 . i LOAD EGLA og.43:37
SKUTDQWN 05:4632 PRESBUREUPAACKSIDE 08:50:53 DFJECIION¶Ryk ps:ßt.49

SHUTDOWN 05.5554 PUMPCEMENT 09:21:17 POMPE20DISPLACEMENT 09:48.00 .9

gygggpfGSOUT 09:3338 i aggfDOWN opsgl3 -4 gliv2B32OUT 10:15:59 II

55UTDOWS 10:25 05 WAgg UP PUMP ERUCK 10:19 59 PUMP POE42L PLt1G 11:10:23

PUMPg20DidPLACEMENT II:3407 gapfDOWNIRiqTygggE IL3g1‡ r i LOADP3750ASING 11:54:45

SHUTDOWN 12:06:08 ESTABLIGECISCULATION I2:43 9 . ggUTDOW2r/MIXCygENT 1245233

PUMPCEMENT 14:59:31 yggPK20 DISPLACEMP.BT 13:gg13 g|lvTOOWll/RIGPULL EURING [30503
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O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

FEE

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTR1BENAME:

7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICAT10N FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL O GAS WELL OTHER Champlin 387 B-1A

2. NAME OF OPERATOR: 9. API NUMBER:

Merit Energy Company 4304330168
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

13727 Noel Road, Suite 500 Dallas TX 75240 (972) 628-1658 Anschutz Ranch East
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1837' FNL & 1286' FWL 6th P.M. COUNTY: Summit

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERlDIAN: SWNW 9 T3N R7E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACID1ZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPA1RWELL

Approximate date work willstad: CASlNG REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER D1SPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date ofwork completion:
COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

7/22/2010
CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMAT10N

12. DESCR1BE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Merit Energy Company Plugged and Abandoned the aforementioned well from7/12/2010 to 7/22/2010.

Please see attached details of work performed.

NAME(PLEASEPRINT) Michal Karam White TITLE ROGUISÍOry Anlayst

SlGNATURE DATE 10/19/2010

(This space for State use only) RECEIVED
OCT25 2010

(5/2000) (See instructions on Reverse Side) DIV.0FOIL,GAS&



ARE E 35 04
API # 49-041-20608

40 PSI, OSITP, 60 SICP 9 5/8" PU on well head set rig slips unscrew well head from BO2 coupler, land BO2 coupler on top of wrap

around NU l1" BOP stack, RU floor & support equip MU landing jt RU slick line make 1 95 gauge ring run to tag up @8290' SLM 6'
deeper than coil tbg tag with 2.162 mill @8284' CTM RD slick line dig out well head to check pressures 0 PSI, SICP 13 5/8" 40 PSI,
SICP 20" blow esg down SWIFN. FORECAST: FREE POINT & CUT TBG. OPSI 0 SITP & CP, RU e-line, RIH with free point to pipe

free @8000' forgot about stuck point being jt 1/2 up hole unlock wrap aroung POOH LD landing jt, wrap around, 1 jt 3 1/2 9.3# N-80 Eue
tbg & xover, Pull up 15' on 1st jt of 2 7/8 6.5# N-80 Eue tbg pull to 120K get stuck work pipe beat down get free come down set in slips

RU e-line RIH with 2 1/8 jet cutter tag up @8246' ELM cut tbg @8220' pipe doesn't cut but able to log cut RD e-line, Pull up on pipe to
stuck point pipe parts @115K POOH LD ljt stand back 32 stands, LD GLV'S #1, 23 1/2 STANDS, glv #2, 19 1/2 stands, GLV #3 16 1/2

stands, GLV #4, 13 stands, GLV #5, 11 stands, GLV #6, 8 1/2 STANDS, glv #7, 6 stands, & 12.52 tbg stub. SWIFN. PIPE LOOKED

GOOD BUT COULD SEE THIN SKIN OF SCALE ON INSIDE WALL OF TBG THAT COIL TBG MILL LEFT. FORECAST: E-LINE

CICR & TRIP IN HOLE WITH STINGER. OPSI, OSICP, RU e-line, RIH with 8.1875 gauge ring to 8200' wait on proper setting for
CICR, RIH set CICR @8120' ELM, RD E-line, tally in hole with stinger & 128 stands 2 7/8 6.5#N-80 EUE tbg to SWIF July 4th Holiday
weekend @8017'. FORECAST: CONDITION HOLE WITH FRESH WATER. 0 PSI, 0 SITP, OCP. Continue to TIH with CICR stinger,

PU 4 jts 2 7/8 6.5# N-80 Eue tbg to sting into CICR 16' in on jt #260 8124' tbg tally RU pump fill tbg get injection rate 5 BBLS per minute

@300 PSI sting out space out with 8', 8' & 6' tbg pups, rev CIRC fresh water around taking 419 BBLS to get returns CIRC clean notice 13
3/8 csg is pressured up the same as 9 5/8 csg sting in pressure test csg to 500 PSI leaks both esg communicate get injection rate 1 BBL per
minute @400 PSI, sting out finish CIRC clean fresh water around have discussion on how to P & A well prepare for cement squeeze in

morning. SWIFN FORECAST: PREPARE FOR CEMENT SQUEEZE IN MORNING. OPSI, 0 SICP, & 0 TP, Break conv. CIRC 1 BBL

to hole CIRC condensate out until clean stinging into CICR @8120' RU Haliburton test lines, pump 50 sks cement squeeze get to 280 PSI,

sting out rev out 1/4 BBL cement, pump 40 sks cement, balanced plug on top of CICR, POOH LD l jt 2 7/8 6.5# N-80 EUE tbg, 8', 8' & 6'
tbg pups & 5 jts stop @7951', rev out clean mix & pump 9# plugging mud, balanced plug to 7400', POOH LD 24 jts stand back 115

stands LD CICR stinger MU BHA RTTS & 1 STAND TIH bha & 49 stands set pkr @3128' pressure test 9 5/8 csg leaks to 13 3/8 csg,

release pkr, pull 5 stands each time reset pkr & retest until pkr wouldn't hold @15 stands 960', spot diesel in 13 3/8 esg pumps around

instantly to 9 5/8 esg showing leaks @well head, release pkr POOH 15 stands LD pkr, SWIFN. FORECAST: SHOOT SQUEEZE HOLE

@13 3/8 CSG SHOE SET CICR TIH SQUEEZE.0 PSI, 0 SICP, RU e-line, shoot squeeze holes 50' below 13 3/8 esg shoe 4 spf 7363-64'

set CICR @7310' ELM RD e-line MU BHA CICR & 1 stand 2 7/8 6.5# N-80 Eue tbg TIH BHA & 114 stands PU 5jts to sting into CICR

l' in on jt #235 7360' tbg talley space out POOH LD ljt & pull 1 jt space out with 8' tbg pup sting in RU Haliburton test lines sting out

break conv CICR sting in try to get injection rate in well. Circulate, sting out pressure test csg & CICR to 500 PSI holes sting in well
circulates attempt to test tbg with CICR no luck talk POOH LD 1 jt, 8' tbg pup & 1 jt stand back 116 stands LD CICR stinger sealslooked

good redress CICR stinger MU BHA CICR stinger, 10' tbg pup, x nipple & 1 stand TIH BHA & 75 stands to notice hole in collar on
middle break LD 2 jts PU 2 jts & 39 stands & 2 jts sting into CICR pressure test csg, tbg & CICR to 500 PSI get injection rate down tbg @
2 1/2 BBLS per minute @400 PSI sting out, SWIFN. FORECAST: SET SLICKLING PLUG PRESSURE TEST TBG, CEMENT. OPSI,
0 SICP & TP, POOH LD ljt 2 7/8 6.5#N-80 Eue tbg RU slick line TIH set PX plug @7287' shear off while setting plug, pressure test tbg
to 2200 PSI holds, POOH redress running tool, RIH retrieve PX plug, RD slick line TIH 1 jt RU Haliburton test lines break CONV CIRC
sting into CICR @7310' pressure up to 500 PSI on csg get injection rate 4 BBLS per minute @800 PSI, Mix cement 90 sks, pump
squeeze with 50 sks below CICR 560 PSI, sting out pump 40 sks balanced plug on top CICR, POOH LD 6 jts 7130' rev out 60 BBLS
getting 3 BBLS cement back, pump #9 mud balanced plug to 4700' POOH LD 78 jts stop 4688' pump 100' balanced cement plug, POOH
LD 6 jts stop @4499' rev out 1/4 BBL cement pump #9 mud balanced plug to 2200' POOH LD 74 jts stop @2183' pump 100' balanced
plug of cement POOH LD 6 jts stop @2000' rev out 1/4 BBL cement pump #9 mud balanced plug to 100' POOH LD 64 jts, Xnipple, 10'
tbg pup & CICR stringer, RD Haliburton SWIFN FORECAST: RIG DOWN. RD Support Equipment & Floor N / D l1" bop Stack, 11'
Tubing Head to TopTop of 9 5/8" Csg to Expose What The WELL HEAD LEAK WAS TO 9 5/8 CSG NOT 13 5/8 CSG, STILL
NEED TO FIND 20' CSG HEAD BY DIGGING OUT WELL HEAD,R/D PUMP & LINES, CLEAN OUT CEMENT FROM FLAT
TANK.



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

Ms. Michal K. White
Merit Energy Company
13727 Noel Road, Suite 500
Dallas, TX 75240

Subject: Notice of Violation: Abandoned Well Requirements for Fee or State Leases

Dear Ms. White:

The Division of Oil, Gas and Mining (the Division) is reissuing this Notice of Violation (NOV)
that originally went out via certified mail to Merit Energy Company (Merit) on July 1, 2010 (see
Attachment of original Violation). Merit was given until September 30, 2010, to respond to this NOV.
To date the Division has not received any information from Merit showing any attempt to move these
wells out of violation status.

As of January 1, 2011, Merit had twenty five (25) wells that were in non-compliance with the
requirements for shut-in or temporarily abandoned (SI/TA) status. The Division recognizes that two (2)
wells have been plugged and abandoned (PA'd) in March of this year. However the two wells that were
PA'd were not part of this NOV. Currently Merit has twenty three (23) wells that are still in non-
compliance. Nine (9) of the 23 wells have previously been addressed in this NOV (see Attachment),
originally dated June 30, 2010. Six (6) wells have recently been issued an NOV and the remaining eight
(8) have also recently being issued a second notice of non-compliance.

Wells with five (5) years non-activity or non-productivity shall be plugged, unless the Division
grants approval for extended shut-in timeupon a showing of good cause by the operator (R649-3-36-
1.3.3).

IMMEDIATE ACTION REQUIRED: Please submit information required by R649-3-36, plug
and abandon or place wells on production.

Date of service mailing: June 7, 2011
CERTIFIED MAIL No.: 7005 1820 0001 5562 9832

If you have any questions concerning this matter, please contact me at (801) 538-5281.

Since ly

Du oucet
Petroleum Engineer

DKD/JP/js
Enclosure
ec: Well Files uvAN

Cornpliance File DNR
N:\O&G Reviewed Docs\ChronFile\PetroleumEngineer\NOV

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &



UTAH DEPARTMENT OF NATURAL RESOURCES
Division of 011,Gas &Mining

Oil and Gas Program

1594 West North Temple, Suite 1210, Box 145801

Salt Lake City, Utah 64114-5801

(801) 538-5340 Phone

(801) 359-3940 Fax

NOTICE OF VIOLATION
STATE OF UTAH

OIL AND GAS CONSERVATION ACT
*****************MMA*Akkukkt**************

To the following operator:
Name: MERIT ENERGY COMPANY

Well(s) or Site(s): 1.) ARE W31-04E API #: 43-043-30165

2.) CHAMPLIN372 AMOCO C1 43-043-30143

3.) ARE W31-12 43-043-30190

4.) ARE W16-14 43-043-30096

5.) ARE 16-12 43-043-30231

6.) CHAMPLIN387 B1A 43-043-30168

7.) ARE W17-16 43-043-30176

8.) ARE W16-06 43-043-30138

9.) ARE W20-06 43-043-30159

10.) ARE W20-02 43-043-30228

Date and Time of Inspection/Violation: June 30, 2010

Mailing Address: Attn: Michal K. White

13727 Noel Road, Ste 500

Dallas, TX 75240

Under the authorityof the Utah Oil and Gas Conservation Act, Section 40-6 et. Seq., Utah Code Annotated,
1953, as amended, the undersigned authorizedrepresentative of the Division of Oil, Gas and Mining
(Division) has conducted an inspection ofthe above described site and/or records on the above date and
has found alleged violation(s) of the act, rules or permit conditionsas described below.

Description ofViolation(s):

Rule R649-3-36, Shut-in and Ternporarily Abandoned We/Is-With the exceptionof wells9 and 10 listed
above, theabove referenced wells have been Shut-in or Temporarily Abandoned (SI/TA)over 5 consecutive
years. Wells 9 and 10 are approaching 5 years consecutive shut-inand onlyproduced intermittently from
2004 to 2006 after previouslybeinq shut-în in 2000 and 1998 respectively. According to Rule R649-3-36,
the operator is required to supply the Division with reasons for extended SI/TA, the length of time for
extended SI/TA and proof ofwell bore integrity for everywell SI/TA over 12 consecutivemonths. After 5
years of continuedSl/TA, thewellsare tobe pluqqedunless good cause is suppliedtotheDivisionfor
extended SI/TA in additionto the required information justmentioned.

Page 1 of



UTAH DEPARTMENT OF NATURALRESOURCES

Division of Ofi, Gas & Mining

Oli and Gas Program

1594 West North Temple, Suite 1210, Box 145801

Salt Lake City, Utah 84114-5801

(801) 538-5340 Phone

(801) 359-3940 Fax

The Division has initiated several contacts with Merit Energy Company (Merit) requesting required
documents and action per R649-3-36. AIIwells listed above had a first noticesent outvia certifiedmailon
January 22, 2004 to Merit. Previously in 2003, BP America Production Company(Merits' predecessor) had
SI/TA requests denied on all wells listed above except well 1 and well 9. The Division accepted a plan on
Aoril 8, 2005 for wells 1 through8 to bring those wells back into production. After several correspondence
and accepted plans to brinq wells into production, the Division issued a Third Notice on August 26, 2008.
The Division notified Merit on January 21, 2009 that the plan and submitted integrity information was
insufficient. By letter dated Auqust 26, 2009. Merit proposed to get proper MITdata and reactivate several
of thewells. Our records show nothinq has been done to date to move these wells out of violation status.
The Division has had numerous other communications by phone and email with Merit and Merit has not
provided adequate data to prove mechanical integrity and has not followedthroughwith plans forremovinq
wells from the SIITAlist. Merit has not compliedwithrule R649-3-36 despite the several years the Division
has worked with Merit to bring these wells into compliance. In addition to the wells subject to this NOV,
Merit has 15 additionalwells SI/TA beyond 12 months without approval. Immediate actionmust be taken on
those wells as well.

Action: For the well subject to this notice,Merit shall either submit the information required by R649-3-36.
plug and abandon or place the wells on production.

This noticeshall remain in effect until it is modified,terminated,or vacated by a writtennotice of an
authorized representative of the director ofthe Divisionof Oil, Gas and Mining. Failure to complywith this
notice willresult in the Division pursuing further actions against said operator. Further actions may include
initiation of agency actions to order full cost bonding and plugging and abandonment of wellsand requests
for bond forfeiture and civil penalties.

Compliance Deadline: September 30, 2010

Date of Service Mailing: July 1, 2010

F N 0003 0190 4543

Division's Representative Operator or Representative

(Ifpresented in person)
6/2005

Page 2 of



MERIT ENERGY COMPANY
13727 Noel Road Suite 500 Dallas, Texas 75240
Ph 972.701.8377 - Fx 972.960.1252 - www.meritenergy.com

June 14, 2011

Mr. Dustin Doucet RECEIVED
State of Utah
Department of Natural Resources JUN2 O2011
Division of Oil, Gas and Mining

DIV.0FOIL,GAS&MINING
1594 West North Temple, Ste 1210

Salt Lake City, UT84114

RE: Notice of Violation

Dear Mr. Doucet:

This letter is in response to the correspondences you mailed to Michal White, dated June 6, 2011. Ms.

White is no longer with Merit Energy Company. My name is Kim Mercer; I am the new North Division

Regulatory Analyst. I would like to submit the attached supporting documents regarding the plugged
and abandoned wells listed below:

• API#430-433-0217 AREW 31-06 4
• API#430-433-0226 AREE 28-06 4 i6
• API#430-433-0168 Champlin 387 B1A 3Ñ lb

We are waiting on working interest approval before we move forward with plugging the AREW 31-08
(API#430-433-0164) well.

I am currently working with the Engineer to resolve the issues on the remaining wells. I do understand
the urgency in this matter and I will keep you updated as I receive more information. Ifvou need any
further information, please contact me at 972-628-1023 or email me at kim.mercer@meritenergy.com.

Kim A. Mercer
Regulatory Analyst - North Division

Enclosures Acceptedby the
y myisionof

gg M and Mining
þÿRecord



O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

FEE
6. IF INDIAN,ALLOTTEEOR TRIBE NAME'

SUNDRY NOTICES AND REPORTS ON WELLS
7. UNIT or CA AGREEMENTNAME:

Do not use this form for proposalsto drill new wells, significantlydeepen existingwells below currentbottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. UseAPPLICATIONFOR PERMIT TO DRILLform for such poposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER
OIL WELL GAS WELL OTHER Champlin 387 B-1A

2. NAMEOF OPERATOR 9. API NUMBER:

Merit Energy Company 4304330168
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

13727 Noel Road, Suite 500 Dallas s?ATE ziP75240 (972) 628-1658 Anschutz Ranch East
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 183T FNL & 1286' FWL 6th P.M. COUNTY: Summit

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNW 9 T3N R7E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICEOF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPA1R WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVlOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUMË) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:
7/22/2010 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Merit Energy Company Plugged and Abandoned the aforementioned well from7/12/2010 to 7/22/2010.

Please see attached details of work performed.

RECEIVED
JUN2 O2011

DIVDFOllAM &MINING
NAME(PLEASEPRINT) Michal Karam White . TITLE Regulatory Anlayst

SJGNATURE DATE 10/19/2010

JhlupseforSukumon RECEIVED
0CT25 2010

(5/2000) (See instructions on Rev ) DIV.0FOIL,GAS&



Champlin 387-B-1A

Merit Energy Comany

SITP 900 PSI,SICP 450 PSI,9 5/8" CSG20 PSI.RESPOTFLATTANK& PUMP,CHANGEPUMP LINES,BLOW
DOWN 7 " CSGAND 9 5/8" TO ZERO,FLOWTEST TBGTO FLATTANKON 1" CHOKEFULLOPEN 100 PSI,
FIGURES1.6 MCFD AT 1 PM CHANGE CHOKE TO 28/64, CONTINUE TO FLOW TO FLATTANK, 180 FTP
902 MCFD, FLOWING3 BBLSCONDINSATEPER HR, FLOWED @ RATEFOR5 HR S. Blow well down to flat
tank flowing 160 PSI, SI, killtbg w/50 BBLS2% KLCL,pickup on tree set slips release unlock wellhead
make up landing sub land BO2 coupler on wrap around, nipple 7" BOP stack, rig up floor & support eq,
test BOPS, attempt to release R-3 Pkr at 7120', get 3' of mandrel travel, open unloader in Pkr, csg goes
on vacuum stops on csg. Lost mandrel travel, work pipe pump 30 BBLSdn tbg, 40 BBLSdn csg, 65 BBLS
down tbg, working pipe no luck believe that csg went on vacuum plugging unloader of packer sticking
pkr mandrel not being able to release, SWIFN.Work pipe trying get R-3 pkr loose at 7120' no luck, blow
down to flat tank work pipe no luck, kill tbg w/65 BBLSRU e-line RIHwith CICRgun log pkr & tag PBTD @
7770', Pkr @7120' PU shot 12 holes 7100-7103' nothing happens, pump on csg get injection rate 105
BPM @ 1100 PSI, tbg does nothing, RIH w/free point tbg 7070' 100% stuck, btwn 6800-6900' starts to
become stuck, POH RIHw/CIRC GUN shoot 2 holes @6850' csg goes on vacuum, work pipe 1 hr. no luck,
RIH w/2 1/8 jet cutter cut tbg 6860' tbg cuts blew e-line up hole 50', pump on tbg as hard as it will go
free up e-line, POH w/everything but bird cage, RDe-line, POH w/landing sub, 1 jt 2 7/8 6.5# N-80 Eue
tbg, Xover, 5 jts 2 7/8 6.5# N-80 Buttress tbg. Continue to POH LD 228 jts 6.5# N-80 Buttress tbg & 15'
tbg stub w/2 CIRCholes, MU BHARBP retrieving head, 6' tbg sub Kline 7" PKR, 1jt 2 7/8 6.5# N-80 Eue
tbg, RIH BHA picking up 215 jts to set RBP 10' out on jt #216 6790', LD1 jt set PKR8' out on jt #215 6752'
test tbg, PKR & RBP to 1000# PSIwith slight fluid compression leak off, fill csg w/5 BBLS,get injection
rate 2BPM @ 1000 PSI, release PKR reverse out contaminated mud & condensate for 2% KCL.POH 10
stands set PKRjt #195 @6140' test down tbg holds, POH 10 stands set PKR#175 5485', well circulates
possible PKR leak. TIHwith 10 stands SET pkr JT #185 5800' TBGTEST.POH 1 stand set pkr jt #183 5740'
tbg test, POH 1stand set pkr @jt 181 @ 5678' tbg test, POH 1 stand jt #183 5740' tbg test, POH 1 stand
set pkr jt#179 5615' tbg test, POH 1 stand set pkr @jt#177 @ 5552' well circ, this indicates bottom of
csg problems btwn 5552 & 5615' 63' interval, POH above bad csg. Continue to look for csg leak break
circ both directions getting condensate off top of well, set Pkr jt #135 @4232'test csg 1000 PSITIH 10
stands 2 7/8 6.5# N-80 Eue tbg set Pkr jt #155 @ 4864' test csg 1000 PSI,TlH w/2 stands set jt #159 @
4990' test csg 1000 PSI, TIH 1 stand set pkr jt #161 @ 5053', well circulates, PU 1 jt set pkr jt #160
@5022'well circ, PU 1 jt set pkr again jt #159 @4990' going down to 5615' 625' interval that a pkr will
circ around or inject 2-BPM @1000 PSI, TIH ret. BP, POH stand back 80 stands LDBHA,1 jt 6' sub RBP
ret. Head, MU BHA, 1 jt TBO RET.Head TlH BHA 107 stands PU 1 JT TO TAG FILL10' IN ON JT #216 @
6770' 20' of fill rev circ down to 5' in on jt #217 @6790', Latch RBPcir clean until pump line plugs
release RBP LD 1 jt pump gravel out of line POH 57 jts, rev out tons of formation rock until clean set TBP
JT #159 @4990',LD1 jt PSItest csg 1000 PSI. PU 1jt 2 7/8 6.5# N-80 Eue tbg, tev circ down to latch RBP
4' out on jt #159 @4990' circ clean, release TBP, POH stand back 79 stands, LD1 jt, RBP ret. Head &
RBP,SWIFN. PU 1 jt 2 7/8 6.5# N-80 Eue tbg, tev circdown to latch RBP4' out on jt #159 @4990' circ
clean, release TBP, POH stand back 79 stands, LD 1 jt, RBP ret. Head & RBP, SWIFN. R/U Halliburton test
tbg to 3000 PSI, test csg to 1000 PSI rotate out of CICRat 4970', sting out break circ, sting in get



rate 3BPM @1300 PSI, mix cmt 250 sks, pump squeeze sting out @ 1200 PSI LEAVING200 SKSBELOW,
SPOT 50 SKSBALANCED ON TOP OF CICR, POH I/d 2 JTS, 10' SUB, & 8 JTS @ 4654' REVOUT 1/2 BBL. Cmt,
spot 9# mud balanced plug to 2600', POH L/D 66 jts, stop @ 2582' jt #82, pump 100' balanced cmt plug,
POH L/D 6 jts stop jt #76 2392' rev. out no cmt pump 9# mud to 1470', POH L/D 31 jts, stand back 22
stands L/D 1jt & cicr setting tool, R/U e-line shoot squeeze holes 4 holes 146-1462' R/D e-line, M/U BHA
1 jt setting tool cicr TIH BHA22 stands set cicr @ 1414' test tbg 3000#. Csg to 1000# rotate out, sting out
break cir. Sting in to get injection rate. Cirulates to surface, call state for approval to con't as planned,
squeezed w/55 sks cmt, sting out 70 PSI, leave 10 sks on top cicr .POH L/D 4 jts stop jt #411260', circ 9#
mud to 100' POH L/D 41 jts & setting tool, R/U e-line shoot 2 squeeze holes @ 100' RD e-line, circ cmt
around 7" & 9 5/8 csg. Cmt falls away mix 165 more sks, pump, still falls away w/9 5/8 csg on vacuum.
Appears cmt in 7" csg is @ perf holes, R/D floor & support eq, ND BOPS, NU wellhead cap, RU
Halliburton pump down 7" csg circ threw perf holes @100' to 9 5/8, pump 140 sks cmt with calcium
chloride to seal off surface csg for surface plug, Dig out well head cut well head off to verify cmt to
surface btwn 7" & 9 5/8



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 FEE 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 CHAMPLIN 387 B1A 

2. NAME OF OPERATOR:
 MERIT ENERGY COMPANY 

9. API NUMBER:
 43043301680000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 13727 Noel Rd Ste 500 , Dallas, TX, 75240 972 628-1540  Ext 

9. FIELD and POOL or WILDCAT:
 ANSCHUTZ RANCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1837 FNL 1286 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNW Section: 09 Township: 03.0N Range: 07.0E Meridian: S

COUNTY:
 SUMMIT 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

7/21/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Merit Energy Company permantly abandoned this aforementioned well. The
occured from 7/11/10-7/21/10. Please see the attached PA report. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Kim Mercer 972 628-1023

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 9/1/2011

09/01/2011

Sep. 01, 2011

Sundry Number: 18058 API Well Number: 43043301680000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEEEASEDESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well CHAMPLIN 387 B1A

2. NAME OF OPERATOR: 9. API NUMBER:
MERIT ENERGY COMPANY 43043301680000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
13727 Noel Rd Ste 500 , Dallas, TX, 75240 972 628-1540 Ext ANSCHUTZ RANCH

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: SUMMIT

1837 FNL 1286 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWNW Section: 09 Township: 03.0N Range: 07.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7/21/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Merit Energy Company permantly abandoned this aforementioned well. The
occured from 7/11/10-7/21/10. Please see the attached PA report.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kim Mercer 972 628-1023 Regulatory Analyst

SIGNATURE DATE
N/A



Sep. 01, 2011

Sundry Number: 18058 API Well Number: 43043301680000
I

Historical PA Daily Work Support Line: 972-628-1639

MERIT ENERGY COMPANY
Well Name: Champlin 387 B 1 A

Accounting ID OriginalSpud Date Operator SAP API Number Lease Unit Name
7656-01 MERIT ENERGY COMPANY 004304330168 CHAMPLIN387 B 1 A
Working Interest (%) Original KB Elevation (ft) Total Depth (ftKB) Original Spud Date SAP Latitude SAP Longitude

75.43 41.012 -111.165

County State/Province Field Office Accounting Group Producing Status
SUMMIT UTAH O_ANSHUTZ Anschutz Ranch Unit Permantly Abd

Jobs
Job Category Primary Job Type Job Start Date Job End Date
Wellwork Abandonment 7/12/2010
Procedure
Champlin 387 B 1 A - P&A

Daily Operations
Report Start Date Primary Activity Daily Field Est Total (Cost)

7/11/2010 Perform MITtest -P &A 14,429.65
Operations Summary
Casing Size: 9 5/8 32.3# Set: 1412'
Casing Size: 7" 23& 26# N-80 SET @8299'

TD: 8309'
PBTD 7800'
TUBING 2 7/8" 6.5# N-80
PACKER BAKER R-3

PERFORATIONS WATTON 7200-7220, 7224-7230, 7248-7256, 7268-7274, 7282-7298, 7308-7314,
7332-7350, 7390-7404,7432-7446,7500-7520,7540-7550, 11ZONES 138' 4SPF 552 HOLES

MOVE IN RIG UP, CREW TRAVEL FROM EVANSTON, HOLD JSA MEETING,LOADOUT SUPPORT EQ. MOVE FROM ARE 35-04 TO LOCATION,SPOT IN
RIG & EQ. TEST ANCHORS, RIG UP RIG, SITP 1300 PSI SICP 1180 PSI, 9 5/8 PSI ? BADTHDS INVALVE,BLOW TBG.DOWN TO FLATTANK ,STABLIZES
AT 280 PSI.SHUT IN TBG.BLOW CASING DOWN TO FLATTANKTO10 PSI FLOWING PSI,TUBING PSI 790# OPEN TUBING BACK UP TO FLAT
TANK,TUBINGFLOWS 200-220 PSI ON FULL CHOKE,BLOW DOWN 9 5/8 CASING TO ZERO REPLACE BADVALVE.SHUT WELL IN FOR NIGHT, CREW
TRAVELTO EVANSTON.
FORCAST FOR 7/13/10 FLOW TEST WELL.
Report Start Date Primary Activity Daily Field Est Total (Cost)

7/12/2010 FLOW TEST WELL 9,290.50
Operations Summary
- CREW TRAVEL FROM EVANSTON HOLD JS A MEETING SITP 900 PSI,SICP 450 PSI,9 5/8" CASING 20 PSI.RESPOT FLATTANK & PUMP,CHANGE
PUMP LINES,BLOW DOWN 7 " CASINGAND9 5/8" TO ZERO,FLOW TEST TUBINGTO FLATTANKON 1 "CHOKE FULL OPEN 100 PSI,FIGURES 1.6
MCFDAT 1 PM CHANGE CHOKE TO 28/64,CONTINUE TO FLOW TO FLATTANK,180 FTP 902 MCFD,FLOWING 3 BBLS CONDINSATE PER
HOUR,FLOWED AT THIS RATE FOR 5 HR S. SHUT WELL IN FOR NIGHT.CREW TRAVELTO EVANSTON FORCAST FOR7/14/10 FLOW TEST,ATTEMPT
TO PULL R-3 PACKER
Report Start Date Primary Activity Daily Field Est Total (Cost)

7/13/2010 Perform MITtest -P &A 10,317.40
Operations Summary
Crew travel from Evanston, Hold JSA meeting, SICP 10 PSI, SITP 700 PSI, Blow well down to flat tank flowing 160 PSI, Shut in, killtbg w/50 BBLS 2% KLCL,
pickup on tree set slips release unilock well head make up landing sub land BO2 coupler on wrap aroung, nipple 7" BOP stack, rig up floor & support eq, test
BOPS, attempt to release R-3 Pkr at 7120', get 3' of mandrel travel,openunloader in Pkr, csg goes on vaccum vaccum stops on csg. Lost mandrel travel,work pipe
pump 30 BBLS dn tbg then 40 BBLS dn csg then 65 BBLS down tbgworking pipe no luck believe that csg went on vaccum plugging unloader of packer sticking pkr
mandrel not being able to release, SWIFN Crew travelto Evanston. REMARKS: LOST 185 BBLS 2% KCL INWELL TODAY. FORECAST: 7/15/201 WORK PIPE
RUN FREE POINT & CUT TBG
Report Start Date Primary Activity Daily Field Est Total (Cost)

7/14/2010 Perform MITtest -P &A 22,596.44
Operations Summary
Crew travel from Evanston, Hold JSA meeting, SICP 10 PSI, SITP 700 PSI, Work pipe tryingget R-3 pkr loose at 7120' no luck, blow down to flat tank work pipe no
luck, killtbg w/65 BBLS RU e-line RIH with CICR gun log pkr & tag PBTD @7770', Pkr @7120' PU shot 12 holes 7100-7103' nothing happens, pump on csg get
injection rate 105 BPM @ 1100 PSI, tbg does nothing, RIH wlfrre point tbg 7070' 100% stuck, between 6800-6900' starts to become stuck, POOH RIH w/CIRC
GUN shoot 2 holes @6850' csg goes on vaccum, work pipe 1 hr. no luck, RIH w/2 1/8 jet cutter cut tbg 6860' tbg cuts blew e-line up hole 50', pump on tbg as hard
as it will go free up e-line,POOH w/everything but bird cage, RD e-line, POOH wllanding sub, 1 jt 2 7/8 6.5# N-80 Eue tbg,Xover, 5 jts 2 7/8 6.5# N-80 Butress tbg,
SWIFN, Crew travelto Evanston...FORECAST: 7/16/10 L/D BUTRESS TBG P/U RBP & PKR 2 7/8 6.5# N-80 TBG.
Report Start Date Primary Activity Daily Field Est Total (Cost)

7/15/2010 Perform MITtest -P &A 9,742.40
Operations Summary
Crew travel from Evanston, Hold JSA meeting, SICP &S1TP 60 PSI, Continue to POOH LD 228 jts 6.5# N-80 Butress tbg & 15' tbg stub with 2 CIRC holes, MU
BHA RBP retrieving head, 6' tbg sub Kline 7" PKR, 1jt 2 7/8 6.5# N-80 Eue tbg, RIH BHApicking up 215 jts to set RBP 10' out on jt #216 6790', LD 1 jt set PKR 8'
out on jt #215 6752' test tbg, PKR & RBP to 1000# PSI with slightfluid compression leak off, fillcsg w/5 BBLS, get injection rate 2BPM @ 1000 PSI, release PKR
reverse out contaminated mud & condensate for 2% KCL. POOH 10 stands set PKR jt #195 @6140' test down tbg holds, POOH 10 stands set PKR #175 5485',
well circulates possible PKR leak. TIH with 10 stands SET pkr JT #185 5800' TBG TEST. POOH 1 stand set pkr jt #183 5740' tbg test, POOH 1 stand set pkr @jt
181 @5678' tbg test, POOH 1 stand jt #183 5740' tbg test, POOH 1 stand set pkr jt#1795615' tbg test, POOH 1 stand set pkr @jt#177 @5552' well circ, this
indicates bottom of csg problems between 5552 & 5615' 63' interval, POOH above bad csg SWIFN @4232', Crew travel to Evanston. FORECAST:7/17/10
CONTINUE TO HOLE HUNT.

-·P•Ioto=·=om Page 1/2 Report Printed:



Sep. 01, 2011

Sundry Number: 18058 API Well Number: 43043301680000

«M* Historical PA Daily Work Support Line: 972-628-1639

MERIT ENERGY COMPAWY

Well Name: Champlin 387 B 1 A
Accounting ID Original Spud Date Operator SAP API Number Lease Unit Name
7656-01 MERIT ENERGY COMPANY 004304330168 CHAMPLIN387 B 1 A
Working Interest (%) Original KB Elevation (ft) Total Depth (ftKB) Original Spud Date SAP Latitude SAP Longitude

75.43 41.012 -111.165

County State/Province Field Office Accounting Group Producing Status
SUMMIT UTAH O_ANSHUTZ Anschutz Ranch Unit Permantly Abd

Daily Operations
Report Start Date Primary Activity Daily Field Est Total (Cost)

7/16/2010 Perform MITtest -P &A 8,255.02
Operations Summary
Crew travel from Evanston, Hold JSA meeting, SICP 0 PSI, SITP 0 PSI, Continue to look for csg leak break circ both directions getting condensate off top of well,
set Pkr jt #135 @4232'test csg 1000 PSI TIH 10 stands 2 7/8 6.5# N-80 Eue tbg set Pkr jt #155 @4864' test csg 1000 PSI, TIH wl2 stands set jt #159 @4990'
test csg 1000 PSI, TlH 1 stand set pkr jt #161 @5053', well circulates, PU 1 jt set pkr jt #160 @5022'well circ, PU 1 jt set pkr again jt #159 @4990' going down to
5615' 625' interval that a pkr willcircaround or inject 2-BPM @1000PSI, TIH ret. BP, POOH stand back 80 stands LD BHA, 1 jt 6' sub RBP ret. Head, MU BHA, 1
jt TBO RET. Head TIH BHA 107 stands PU 1 JT TO TAG FILL 10' IN ON JT #216 @6770'20' of fillrev circ down to 5' in on jt #217 @6790', Latch RBP cir clean
untill pump line plugs release RBP LD 1 jt pump gravel out of line POOH 57 jts, rev out tonsof formation rock untill clean set TBP JT #159 @4990',LD 1 jt PSI test
csg 1000 PSI. Crew travel to Evanston, SDFSunday FORECAST: 7/19/10( CALLSTATE OF UTAHFOR MITTEST @4990'?)
Report Start Date Primary Activity Daily Field Est Total (Cost)

7/18/2010 Perform MITtest -P &A 15,008.10
Operations Summary
Crew travel from Evanston, Hold JSA meeting, SICP 0 PSI, SITP 0 PSI, (Wait on orders Utah DNR) PU 1 jt 2 7/8 6.5# N-80 Eue tbg, tev circ down to latch RBP 4'
out on jt #159 @4990' circ clean, release TBP, POOH stand back 79 stands, LD 1 jt, RBP ret. Head & RBP, SWIFN, Crew travelto Evanston. FORECAST:
7/20/10 RUN C1BPTO 6750' CEMENT JOB
Report Start Date Primary Activity Daily Field Est Total (Cost)

7/19/2010 Perform MITtest -P &A 23,428.27
Operations Summary
Crew travel from Evanston, Hold JSA meeting, SICP 0 PSI, SITP 0 PSI, RIU e-linetruck RIH w/5.885 gauge ring to set down @6778' indicates 90' of fillontop of
fish @6860' set CIBP @6750' ELM, POOH R/D e-line. TIH open ended w/1 jt 2 7/8 6.5# N-80 Eue tb 79 stands, P/U 57 jts to tag CIBP 19.5 in on jt #216 6772' tbg
talley,L/D 1 jt space out with 10' tbg sub end of tbg at 6762', pump 30 sacks cement balanced plug, POOH L/D 16 jts end of tbg 6252' rev. out 60 BBLS no cement
in returns, POOH L/D 41 jts, stand back 79 stands, M/U BHA 1 stand, CIRC setting tool & CICR RIH BHA 77 stands, 10' tbg sub & 1 stand, to set CICR @4970'
SWIFN, Crew travelto Evanston. FORECAST: 7/21/10 CEMEMTJOB.
Report Start Date Primary Activity Daily Field Est Total (Cost)

7/20/2010 Perform MITtest -P &A 16,250.90
Operations Summary
Crew travel from Evanston, Hold JSA meeting, SICP 0 PSI, SITP 0 PSI, RIU Halliburton test tbg to 3000 PSI, test csg to 1000 PSI rotate out of CICR at 4970', sting
out break circ, sting in get injection rae 3BPM @ 1300 PSI, mix cement 250 sks, pump squeeze sting out @ 1200 PSI LEAVING200 SKS BELOW, SPOT 50 SKS
BALANCEDON TOP OF CICR, pooh Ild 2 JTS, 10' SUB, & 8 JTS @4654' REV OUT 1/2 BBL. Cement, spot 9# mud balanced plug to2600', POOH L/D 66 jts,
stop @2582' jt #82, pump 100' balanced cement plug, POOH L/D6 jts stop jt #76 2392' rev. out no cement pump 9# mud to 1470', POOH L/D 31 jts, stand back
22 stands L/D 1jt & cicr setting tool, RIU e-line shoot squeeze holes 4 holes 146-1462' R/D e-line,M/U BHA 1 jt setting toolcicr TIH BHA 22 stands set cicr@
1414' test tbg 3000#. Csg to 1000# rotate out, sting out break cir. Sting in to get injection rate. Cirulates to surface, call state for approval to con't as planned,
squeezed w/55 sks cement, sting out 70 PSI, leave 10 sks on top cicr .POOH L/D 4 jts stop jt #41 1260', circ9# mud to 100' POOH L/D41 jts & settingtool,RIU e-
line shoot 2 squeeze holes @ 100' RD e-line, circ cement aroung 7" & 9 5/8 csg. Cement falls away mix165 more sks, pump, still falls away w/9 5/8 csg on
vaccum, SWIFN at midnight. Crew travel to Evanston. FORECAST: BRING OVER 300 MORE SKS CEMENT WITH CALCIUMCHLORIDE 7/22/10
Report Start Date Primary Activity Daily Field Est Total (Cost)

7/21/2010 Perform MITtest -P &A 82,536.79
Operations Summary
Crew travel from Evanston, Hold JSA meeting, SICP 0 PSI, SITP 0 PSI,Appears cement in 7" csg is @perf holes, R/D floor &support eq, N/d BOPS, N/U well
head cap, R/U Halliburton pump down 7" csg circ threw perf holes @ 100' to 9 5/8, pump 140 sks cement with calcium chloride to seal off surface csg for surface
plug, Dig out well head cut wellhead off to verify cement to surface between 7" & 9 5/8 csg. R/D Hallburton clean out rig flat tank, bury pit R/D pump lines, R/D rig
ready to move to ARE E 28-06. Crew travelto Evanston..FORECAST: FINALREPORT

--»•ioton-com Page 2/2 Report Printed:


	WCR
	APD-WORKSHEET
	WCR
	SUNDRY-PxA
	SUNDRY-PxA
	SUNDRY-PxA
	SUNDRY-PxA
	SUNDRY-PxA



